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IMPORTANT NOTICE

THIS CATALOG SUPERSEDES THE APRIL 1989 EDITION WITH ONLY MINOR CHANGES TO CONTENT
THE INTRODUCTION AND NOTES PROCEEDING CHAPTER 1, CONTAIN IMPORTANT INFORMATION
WHICH THE USER OF THIS CATALOG SHOULD READ AND BECOME FAMILIAR WITH BEFORE
PLACING ANY ORDER FOR WOOD PRODUCTS (5510/20/30)
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Foreword

A. Thiscatalog contains only those National Stock Numbers (NSNs) for which adequate procurement data is available at DCSC,
1e DLA commodity assignee for FSC group 55. Many NSNs present in previous publications are not included as being too restrictive
»r competitive procurement (ref. FAR Part 10:10.004(a), duplications of existing NSNs, obsolete or technically incorrect, and for
hich cancellation/replacement actions have been initiated.

B. The specifications and standards shown herein are current as of the date of this publication, which will be updated as needed.
he latest revision of any document in effect on the date of solicitation shall apply in any case.

C. This catalog is provided by the Defense Logistics Agency for use by Federal Civil Agencies and DoD Activities. Additional
opies may be obtained by contacting the Defense Logistics Services Center, DLSC-WP, Battle Creek, M1 49017-3084; Telephone;
.utovon 932-4880, Commercial 616-961-4880.

D. Comments, suggested changes, etc., to this catalog should be forwarded to Defense Construction Supply Center, DCSC-STF,
‘olumbus, Ohio 43216-5000.

Introduction
Wood Products, FSC Group 55, are covered under the DLA Integrated Materiel Management concept and managed by DCSCon
abulk commodity basis, routing identifier code (R1C) S9C. Items within this commodity area are NOT STOCKED in the wholesale
distribution system but are direct ship from the contractor to the requisitioner.

Supply Information

A. DCSC will procure any Wood Product FSC 5510/20/30 item upon receipt of a Funded MILSTRIP/FEDSTRIP requisition,
egardless of the dollar value or Acquisition Advice Code (AAC) subject to the following minimum buy quantities:

Softwood lumber  -- 500 BF Moulding -- 500 FT
Hardwood lumber -- 250 BF Ties - 25EA
Plywood -- 10SH Posts - 25EA
Crossarms -- 12EA

B. Local purchase of $1,000 - $5,000 per line item is authorized when approved one level above the contracting officer (at the using
ictivity). See para 3.D. for further instructions.

C. Wood Products are assigned AACs D, J, or L. Plugs, wedges, and dowels are assigned AAC D and are stocked for immediate
ssue. Remaining items are assigned AAC J or L. AAC L items may be requisitioned thru DCSC for any dollar amount or be
yurchased locally. Requisitions should cite Advice Code 2F for all National Stock Numbers which are listed in this catalog but are
:oded AAC V or AAC Y or are deleted entirely in other catalog data.

D. Contact the Item Manager at DCSC, Autovon 850-2905, Commercial (614) 238-2905 to obtain local purchase authority above
$5,000 per line item. See DoD FAR Supplement Part 208.7100-2(d) for Exclusions For Local Purchase.

E. Defense Construction Supply Center (DCSC) shall be considered the sole source for FSC Group 55 items, except for quan-
tities purchased locally from commercial firms, as authorized herein. Non-DoD Activities should follow the procurement directives
of their respective agencies.

F. Requisitions for plywood shall cite the NSN for the unit of issue SH (sheet) as found in Chapter 15 herein. All others will be
rejected.

G. DCSC will also support non-NSN requirements for any 5510/20/30 item. A complete description, including grade and

dimensions, must be furnished as exception data. ,

H. Submit requisitions as follows:

1. When requirements are for items as described herein (no deviations or exceptions), activities should submit their requisitions
to DCSC (S9C) via AUTODIN citing Document Identifier Code AOA or AOL.

2. Requisitions with exception data or non-NSN requisitions should cite Document Identifier Code AOE or AOS5, be in
MILSTRIP/FEDSTRIP Format, and be mailed to:

Defense Construction Supply Center, ATTN: DCSC-OSR
P.O. Box 3990
Columbus, Ohio 43216-5000.



1. Supply Assistance

If any assistance is required concerning the requisitioning of Wood Products, please call the following numbers at Autovon 85
+ Ext. or Commercial (614) 238 + Ext:

1. DCSC-OSC; For requisition status. If you have an emergency requirement or work stoppage and are calling in
requisition...Ext. 3191/2771.

2. DCSC-OMBC; For information from the Wood Products Item Manager on Federal Supply Group 55...Ext. 2905.
3. DCSC-OSC; To follow-up/expedite your wood products requisition...Ext. 2158.

NOTE: The use of system generated follow-ups (ATA/ATI) or document modifiers (AMA /AMI) or AOE/A05 type requisitions ma;
lead to loss of exception data and delivery of unsuitable material.

4. Procurement and Pricing Information

A. Requisitions for Wood Products are consolidated to destinations to produce orders of sufficient size to take advantage o
quantity price breaks and lower freight rates. This practice serves to provide for maximum competition by maintaining suppliel
interest throughout the country.

B. The Wood Products market is fast moving and dependent on prevailing economic conditions with prices of all items subjec
to rapid fluctuation. In addition, prices will vary according to species, grade, quantity, and the geographic location of the
requisitioner. For AAC J coded items, activities will be billed at the published Standard Unit Price for the NSN. For non-NSN o1

AAC L coded items, activities will be billed at contract cost plus an operating surcharge (approx. 25%). Billing price may noi
accurately reflect the actual contract award price or the current market price.

5. Wood Products Leadtime (From receipt of the requisition to delivery of the material):

A. Indetermining your requirements for central procurement by DCSC, the following (estimated) leadtimes must be utilized foi
routine, non-emergency type requisitions:

Commodity Leadtime (Days)

1. Softwood Lumber

Common lumber, all grades and sizes (boards, dimension and timbers) - 75
Select and Finish lumber - 90
Special Use lumber incl. decking & scaffold plank - 90
2. Hardwood Lumber

Standard Grades incl. flooring - 90
Construction lumber incl. vehicle lumber - 90
Special Use - 180
3. Plywood

Aircraft - 135
Hardwood (common commercial grades) - 60
Softwood, construction (common commercial grades) - 60
Ship and Boat construction - 120
Veneer, paper overlaid - 120
4. Other Items

Poles, piling, crossarms, ties (treated) - 90
Piling, dual treated - 120

B. Add 20 - 30 days additional leadtime to those given above if items are to be preservative or fire retardant treated.

C. Add 30 - 60 days additional leadtime to those given above for overseas shipment to allow for ship movement, loading, and
unloading.

D. Activities are advised that for major procurements (greater than $25,000), lead times may be longer than stated above due to

the requirements of formal advertising. NOTE: Requisitions with a line price less than $25,000 are often combined in the acquisition
process - resulting in longer lead times then if procured separately. (See para 4.A. above).
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E. Procurement of common lumber and plywood of any value can generally be accomplished within 30 days based upon receipt
of WRITTEN justification of urgent and compelling circumstances in accordance with FAR 6.302.2.

6. Procurement Assistance

A. If any assistance is required concerning the procurement of Wood Products call the following numbers at Autovon 850 + Ext.
or Commercial (614) 238 + Ext:

DCSC-PBAL, Pre-award contract inquiries other than status, eg. leadtime, availability...Ext. 4228,
DCSC-PBAP; Waivers, deviations, and discrepancies other than quality type, eg. overage/underage...Ext. 2462/3524.
7. Technical Information

A. Important technical guidance and product information will be found in the introductions and notes within each FSC in this
catalog as follows:

FSC 5510 - Lumber and Other Related Wood Products
FSC 5520 - Millwork
FSC 5530 - Plywood

B. Unless otherwise specified, unitizing and loading of lumber, hardwood and softwood, shall be in accordance with Military
Specification MIL-L-14362.

C. Exception data requisitioning should be accomplished as follows:

1. Exception data is only that data which differs in any respect from that given in this catalog and serves to further define the
item desired. (Special packaging or delivery methods are considered exception data).

2. If a particular size i.e., thickness or width, is desired and an NSN is not listed, order non-NSN NOT by citing an NSN and
specifying a different size. Basically, a lumber NSN identifies a particular grade, thickness, and width.

3. Justification/end-use should ALWAYS be on any requisition citing exception data. Requisitioners will be contacted by
DCSC when justification is not furnished and asked to furnish same, whenever requirements are restricted. This is for the protection
of all parties concerned and will give the wood technologists at DCSC an opportunity to verify that the correct item is being ordered,
See Examples below.

Examples of Exception Data
- Document Identifier Codes (DIC) AOE (Domestic) and A05 (Overseas) -

a. Specified lengths:
Requirement: No. 1, 2x6 in 12 and 16 Ft. lengths only.
NSN: 5510-00-220-6148

Exception Data: 409 to be 12 Ft.
Exception Data: 60% to be 16 Ft.

*Justification: 12 and 16 Ft. floor spans

b. Restricted species:
Requirement: No 1, 6x8 random length with minimum of 1150 Fb strength value.
NSN: 5510-00-551-9745

Exception Data: a. Douglas Fir-larch or Southern Pine only OR
b. Min. 1150 Fb.

*Justification: Requires minimum 1150 Fb strength value for bridge timber.
c. Preservative Treatment:
Requirement: No. 2, 8x10, 14 Ft. timbers, treated for bulkheads in coastal waters.
NSN: 5510-00-273-6771 (Untreated)
Exception Data: Preservative ireated for use in coastal waters where teredo present with light limnoria. 14 Ft. only.
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*Justification: Treated timbers for bulkheads in coastal waters, splicing not allowed.

D. Ifany assistance is required concerning the technical requirements of Wood Products, call the following numbers at Autovo
850 + Ext. or Commercial (614) 238 + Ext.:

DCSC-STF: Specification, description, identification, lumber uses, treatments, etc....Ext. 3748.
DCSC QEB: Quality assurance requirements, quality type discrepancies...Ext. 1720/4191.

DCSC STP: Packaging, packing requirements...Ext. 3345, 3757.

E.
TABLE OF LUMBER WEIGHTS 1/ 2/
AVG WT PER CUBIC
SPECIES OF WOOD FOOT - LBS AVG WT PER 1000
15% MOISTURE  BD FT NOMINAL
GREEN CONTENT SIZE 159% MC

Ash, white 48 43 3560
Balsa 10.5 830
Basswood, American ‘ 42 26 2170
Beech, American 54 44 3690
Birch, sweet 57 47 3930
Cedar, Alaska 36 32 2630
Cedar, incense 30 26 2120
Cedar, Port-Orford 56 30 2510
Cedar, western red 27 23 1950
Cherry, black 45 36 3010
Cottonwood, black : 46 24 2040
Cottonwood, eastern 49 29 2410
Cypress {Baldcypress) ‘ 53 33 2720
Douglas-fir, coast type 38 34 2860
Douglas-fir, intermediate type 36 32 2650
Douglas-fir, Rock Mountain type 35 30 2540
Elm, American 36 3020
Elm, rock 44 3680
Fir, white 27 2220
Gum, red (Sweetgum) 50 36 3030
Hemlock, eastern 50 29 2420
Hemlock, western 41 30 2470
Hickory, pecan 62 46 3870
Hickory, shagbark 63 51 4270
Larch, western 48 39 3280
Lignum-vitae 80 6500
Locust, black 49 4080
Mahogany, African, Pan-American dark red Phillipine 33 2750
Maple, hard (Sugar) 56 44 3710
Oak, red 64 44 3700
Oak, white 63 47 3940
Pine, Idaho white (Western white) 35 28 2330
Pine, jack 30 2520
Pine, lodgepole 40 29 2430
Pine, northern white (Eastern white) 36 25 2120
Pine, Norwaw(Red) 42 31 2620
Pine, ponderosa 45 29 2380
Pine, southern yellow Loblolly 53 36 3020

Longleaf 55 42 3470

Shortleaf 52 36 2970

Slash 63 44 3660
Pine, sugar 52 26 2170
Poplar, yellow 38 30 2520
Redwood 50 29 2380
Spruce, eastern (Black, red, white) 34 29 2410
Spruce, Engelmann 39 24 2010
Spruce, Sitka 33 28 2340
Tamarack (Larch) 47 38 3130
Teak 43 3580

Walnut, black 58 39 3220
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NOTE: 1/ For weights of wood at other moisture content, including additional species and moisture content adjusting factors,
refer to U.S. Department of Agriculture, Wood Handbook No. 72.

2/ To calculate the dressed weight per MBF i.e. S4S, S2S, etc., the factor derived from the following formula is applied
to the wt. per 1000 bd ft nominal size in column 3:

Dressed width x Dressed thickness
Nominal width x Nominal thickness

= Factor

Example: with Douglas Fir (coast type) common dimension, dressed S4S

1-1/2” x 3-1/2”" _ 0.6562 0.6562 x 2860 = 1877 pounds
2x4 - . dressed weight per 1000 Bd. Ft.



SOFTWOOD LUMBER SPECIES

F.
COMMERCIAL NAMES OFFICIAL COMMON
FOR LUMBER TREE NAMES BOTANICAL NAMES
Cedar:
Alaska................o.ooee Alaska-cedar ....................... Chamaecyparis nootkatensis
Easternred....................... Easternredcedar .................... Juniperus virginiana
Incense . .........coiviiiiin. Incense-cedar . ...................... Libocedrus decurrens
Northernwhite ................... Northern white-cedar ................ Thuja occidentalis
PortOrford ...................... Port-Orford-cedar .................. Chamaecyparis lawsoniana
Southern white ................... Atlantic white-cedar ................. C. thyoides
Westernred ................... .. Westernredcedar ................... Thuja plicata

Cypress, red

(coast type),

yellow (inland

type), White . ........ooiiiniiia...,

(inland type) . ....ovveriiiiiiiiinan..
Douglas-fir .................coooiaell.
Fir: (‘“true’’ firs)

Balsam

Hemlock:

Juniper, western

Larch,western......................

Pine:
Idaho white..............ccovunn.s.
Jack ...
Lodgepole ........coovivieienin.t.
Longleaf yellow.....................

Northern white
Norway

Southern yellow

Sugar.......ooiiiiiiiii
Redwood

Spruce:
Eastern

Sitka

Pondcypress
Baldeypress ......ocoviiiiiiiiiiiin...
Douglas-fir

Balsamfir..........................
Fraserfir...........................
Noblefir.........oooiiiiiiin. ..

R e
Whitefir ...

Carolina hemlock
Eastern hemlock

Mountain hemlock
Westernhemlock....................

Rocky Mountain juniper
Utah juniper........................
Western juniper.....................

{ Alligator juniper

Westernlarch.......................

Western white pine ....................
Jack pine
Lodgepolepine.............covvuvnnnn,
Longleaf pine
L Slashpine......cooovviiiiniiiinineann,
Eastern white pine.....................
Redpine........cooeiiiiiiiiiiiiin.,
Ponderosa Pine
J Longieaf pine

Shortleaf pine..................oiall
Loblolly pine............coovvviininn,
Slashpine...........ooooiiiiiiien.n,
t Pitchpine..........co.covviiininann.,
Virginlapine .......oooooiiiiiiinnoa.
Sugarpine ......c.ooiiiiiiiiiiiian,
Redwood

Blackspruce........................
Red spruce
White spruce
Bluespruce................coouunn.
Engelmannspruce...................
Sitka spruce
Tamarack ..........................

vi

Taxodium distichum var. nutans
Taxodium distichum
Pseudotsuga menziesii

Abies balsamea
A. fraseri

A. procera

A. magnifica
A. grandis

A. amabilis

A. lasiocarpa
A. concolor

Tsuga caroliniana
T. canadensis

T. mertensiana
T. heterophylla

Juniperus deppeana
J. scopulorum
J. osteosperma
J. occidentalis

Larix occidentalis

Pinus monticola
P. banksiana

P. contorta

P. palustris

P. elliottii

P. strobus

P. resinosa
Pinus ponderosa
P. palustris

P. echinata

P. taeda

P. elliottii

P. rigida

P. virginiana

P. lambertiana
Sequoia sempervirens

Picea mariana
P. rubens

P. glauca

P. pungens

P. engelmannii
P. sitchensis
Larix laricina
Taxus brevifolia



HARDWOOD LUMBER SPECIES

G.
COMMERCIAL NAMES OFFICIAL COMMON
FOR LUMBER TREE NAMES BOTANICAL NAMES
Alder,red ...t Redalder ..., Alnus rubra
Ash:
Black.....cv i Blackash ....... ..ot Fraxinus nigra
Oregom ..vvviee i Oregonash..................ovviitn F. latifolia
Blueash ..., F. quadrangulata
White ... Greenash .......coviiiiiiinininn, F. pennsylvanica
Whiteash ......ooviiiiii i F. americana
Aspen (popple) ... Bigtoothaspen...................... Populus grandidentata
Quaking Aspen .........ooiiiiinn.. P. tremuloides
Basswood ...t { American basswood ......... ... ... Tilia americana
White basswood ........... ..ol T. heterophylla
Beech ... Beech .....ooviii i Fagus grandifolia
Graybirch ....... ... o it Betula populifolia
Paperbirch......................... B. papyrifera
Birch .........c i Riverbirch .......... . ... ... B. nigra
Sweetbirch............. ... ... ... B. lenta
Yellowbirch........... ... ... .. B. alleghaniensis
Boxelder ..........coiiiiiiiiiia, Boxelder ........ ..ot Acer negundo
Buckeye ....ovvviiiii i { Ohiobuckeye..............conit. Aesculus glabra
Yellowbuckeye ...t A. octandra
Butternut ..........cccieveveniniin.n Butternut ............ 00 Juglans cinerea
Cherry....oooiiiiii i Blackcherry .....oovviiniiiinn Prunus serotina
Chestnut .......coovvierininiinennn. Chestnut . .....ooivvivnvniiinennnn Castanea dentata
Balsampoplar ...l Populus balsamifera
Cottonwood ... ..ovviiii i Eastern cottonwood ................. P. deltoides
Plains cottonwood .................. F. sargentii

Cucumber + v v oo 00 v v

DR Y S )

Madrone

Magnolia

Cucumbertree .. ..o 0v... Magnolia acuminata

{ Flowering dogwood ................. Cornus florida

Pacificdogwood ........... ... ... C. nuttallii
Cedarelm.......coocviiviininiinnnn Ulmus crassifolia
Rockelm .......oiviniiint, U. thomasii
Septemberelm............. ... .. ... U. serotina
Wingedelm ............... ... .0... U, alata
Americanelm............... .. o0 U. americana
Slipperyelm .........o.oiviiiiiian.. U. rubra
SWEELEUM . ..o vt e et vvneiiniiinns Liquidambar styraciflua
Hackberry .. ...t Celtis occidentalis
Sugarberry .. ...t C. laevigata
Mockernut hickory .......... ... ... Carya tomentosa
Pignut hickory ............. ...t C. glabra
Shagbark hickory ................... C. ovata

i Shellbark hickory ................... C. laciniosa
Americanholly ............. ...l Ilez opaca
Eastern hophornbeam ............... Ostrya virginiana

{ Black 0CUSt .+ .o vvvieieii Robinia pseudoacacia
Honeylocust. ........cooviiininne. Gleditsia triacanthos
Pacificmadrone .................... Arbutus menziesii

{ Southernmagnolia .................. Magnolia grandiflora
Sweetbay ...vviiiiiii e M. virginiana

(CONTINUED NEXT PAGE)
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G. HARDWOOD LUMBER SPECIES (Cont’d)
COMMERCIAL NAMES OFFICIAL COMMON
FOR LUMBER TREE NAMES BOTANICAL NAMES
Maple: .
Hard .......... ..., Blackmaple ..............ccoouun... Acer nigrum
Sugarmaple........................ A. saccharum
Oregon .........civiiiiiiiiiinnn. Bigleafmaple ...................... A. macrophyllum
Soft ... Redmaple ......................... A. rubrum
Silvermaple ........................ A. saccharinum
Oak:
Blackoak .......................... Quercus velutina
Blackjackoak ...................... Q. marilandica
California blackoak ................. Q. kelloggi
Cherrybarkoak ..................... Q. falcata var. pagodaefolia
Laureloak ......................... Q. laurifolia
Northernpinoak.................... Q. ellipsoidalis
Red ... Northernredoak.................... Q. rubra
Nuttalloak ......................... Q. nuttallii
Pinoak ................. ... ... Q. palustris
Scarletoak .................ooi Ll Q. coccinea
Shumardoak ....................... Q. shumardii
Southernredoak.................... Q. falcata
Turkeyoak......................... - Q. laevis
Willowoak......................... Q. phellos
Wateroak........cooevivenennnn., Q. nigra
Arizona whiteoak................... Q. arizonica
Blueoak ..................cooiian Q. douglasii
Buroak................. ...l Q. macrocarpa
California whiteoak ................. Q. lobata
Chestnutoak ....................... Q. primus
Chinkapinoak...................... Q. muehlenbergii
Emoryoak ......................... Q. emoryi
White ... Gambeloak ........................ Q. gambelii
Mexican blueoak ................... Q. oblongifolia
Liveoak ............... .o iint. Q. virginiana
Oregon whiteoak ................... Q. garryana
Overcupoak..........ovvnnenenn.. - Q. Iyrata
Overcupoak......................0. Q. stellata
Swamp chestnutoak ................. Q. michauxii
Swamp whiteoak ................... Q. bicolor
Whiteoak.........ooveiinnnnne.. Q. alba
Oregonmyrtle ...................... California-laurel .................... Umbellularia californica
Osage orange (bois d’arc)............. Osage-0range . .....ooovveveeeennn... Maclura pomifera
Bitternut hickory . ................... Carya cordiformis
Pecan ....... oot Nutmeg hickory..................... C. myristicaeformis
Water hickory ...................... C. aquatica
Pecan .............. ... ..o C. illinoensis
Persimmon......................... Common persimmon ................ Diospyros virginiana
Poplar..................ooooiill. Yellow-poblar ...................... Liriodendron tulipifera
Sassafras...................ooeiul. Sassafras...............ooiinnt, Sassafras albidum
Sycamore ..., American sycamore. ................. Platanus occidentalis
Blacktupelo...........oovvvvenn.. Nyssa sylvatica
Tupelo ... Ogeecheetupelo ..............o..0.. N. ogeche
Watertupelo ....................... N. aguatica
Walnut ...................... ... .. Blackwalnut ....................... Juglans nigra
Willow ..........ooiii Blackwillow..................oo. .. Salix nigra
Peachleafwillow .................... S. amygdaloides
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SOFTWOOD LUMBER
NOMINAL AND MINIMUM-DRESSED SIZES OF BOARDS, DIMENSION, AND TIMBERS

(The thicknesses apply to all widths and all widths to all thicknesses.)

THICKNESSES FACE WIDTHS
MINIMUM DRESSED MINIMUM DRESSED
ITEM NOMINAL NOMINAL
DRY! GREEN! DRY! GREEN!
Inches Inches Inches Inches
Boards? 1 3/4 25/32 2 1-1/2 1-9/16
1-1/4 1 1-1/32 3 2-1/2 2-9/16
1-1/2 1-1/4 1-9/32 4 3-1/2 3-9/16
5 4-1/2 4-5/8
6 5-1/2 5-5/8
7 6-1/2 6-5/8
8 7-1/4 7-1/2
9 8-1/4 8-1/2
10 9-1/4 9-1/2
11 10-1/4 10-1/2
12 11-1/4 11-1/2
14 13-1/4 13-1/2
16 15-1/4 15-1/2
Dimension 2 1-1/2 1-9/16 2 1-1/2 19/16
2-1/2 2 2-1/16 3 2-1/2 2-9/16
3 2-1/2 2-9/16 4 3-1/2 3-9/16
3-1/2 3 3-1/16 5 4-1/2 4-5/8
6 5-1/2 5-5/8
8 7-1/4 7-1/2
10 9-1/4 9-1/2
12 11-1/4 11-1/2
14 13-1/4 13-1/2
16 15-1/4 15-1/2
Dimension 4 3-1/2 3-9/16 2 1-1/2 1-9/16
4-1/2 4 4-1/16 3 2-1/2 2-9/16
4 3-1/2 3-9/16
5 4-1/2 4-5/8
6 5-1/2 5-5/8
8 7-1/4 7-1/2
10 9-1/4 9-1/2
12 11-1/4 11-1/2
14 - 13-1/2
16 15-1/2
Timbers 5 and Thicker - 1/2 off 5 and wider -— 1/2 off

1/ Dry defined as a moisture content of 19% or less; green as greater than 19%

2/ Boards less than the minimum thickness for 1 inch nominal but 5/8 inch or greater thickness dry (11/16 inch green) may be
regarded as American Standard Lumber, but such boards shall be marked to show the size and condition of seasoning at the time
of dressing. They shall also be distinguished from 1 inch boards on invoices and certificates.

METRIC CONVERSION FACTORS

Length:
OO « v e v seeneeesonenseennnssranesonnnsesosnnnes 3.048 x 10-1m (meters)
TTICH + v v e e e e e e e eete et e sane e et nsaeianaaeranreananeeaas 2.540 x 10-2m
Volume .
83 sttt sttt et e 2.832 x 10-2m3
< AR 1.639 x 10-5m3
DOAIA £OO + v v e e v v s s s ensessonsssoansenesanneeennnseanas 2.360 x 10-3m3
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8. Composition
A. The Item Name Index Section is arranged in alpha sequence cross-referenced to the FSC and page number.

B. The National Stock Number (NSN) to Item Number Section is arranged in stock number sequence cross-referenced to ite
number and page number.

C. The Descriptive Data is divided into 15 sections within Federal Supply Classes (FSCs) 5510, 5520, and 5530.
FSC 5510 - Lumber and Other Wood Products:

(1) Crossarms

(2) Dowels

(3) Hardwood Lumber (Standard Grades, Construction, Special Use)

(4) Softwood Lumber (Select and Finish, Common, Special Use, Timbers)
(5) Moulding

(6) Piling
(7) Plugs
(8) Poles
(9) Stakes
(10) Ties

(11) Wedges
(12) Preservative Treated (Boards, Dimension, Flooring, Siding, Timbers)
(13) Fire-Retardant Treated (Dimension, Scaffold Plank, Timbers)

FSC 5520 - DOORS:
(14) Doors (Exterior, Interior, Screen)
FSC 5530 - Plywood And Veneer:

(15) Plywood (Aircraft, Hardwood, Softwood, Ship and Boat)
Veneer (Paper Overlaid)

D. Within each category data is arranged by FSC and then by Item Name. Data contained in each section is as follows:

(1) Item Number - A number assigned to each item in accordance with its numeric position within the catalog. This iter
number is used to identify an NSN within the given Federal Supply Class (FSC). The ITEM NUMBER IS FOR INTERNAL US
ONLY AND SHOULD NOT BE USED FOR GOVERNMENT IDENTIFICATION.

(2) National Stock Number - A 13 digit number assigned to each item of supply. The first four (4) digits represent the FSC
The next two (2) digits represent the National Codification Bureau (NCB) Code. The NCB Code along with the last seven (7) digil
(total of nine (9) digits) comprise the National Identification Number (NIIN) which identifies each individual item.

(3) Item Name

(4) Description - The item descriptions included in this catalog have been tailored to assist the customer in item selection an
are arranged in tabular and narrative format. The item descriptions included in this catalog are approved National Item Identifica
tions Illustrations have been included as an aid in identifying the item and are representative of that item being identified.

CAUTION

1. The requisitioning activity has the ultimate responsibility for ensuring that the items ordered are of a grade and species con
mensurate with their end-use. Unwarranted use of high grade lumber and needless restriction of species are subject to government;
investigation.

2. DO NOT communicate with any DCSC contractor. Only the buying activity (DCSC) has the authority to deal directly with th
contractor.

3. Promptly report contract/ order quality discrepancies via telephone to:

DCSC-QEB, Autovon 850-1720/4191 Commercial (614) 238-1720/4191 :

PRIOR to submittal of Std. Form 364 (Report of Discrepancy - ROD), or Std. Form 368 (Quality Deficiency Report
QDR).



ITEM NAME INDEX
ITEM NAME
-C-
CROSSARMS, WO‘OD
-D-

DOOR, SCREEN WOOD
DOOR, WOOD (Exterior)
DOOR, WOOD (Flush)
DOOR, WOOD (Interior)
DOWEL, WOOD

-L-

LATH, WOOD

LUMBER, HARDWOOD (Construction)

LUMBER, HARDWOQOD (Special Use)

LUMBER, HARDWOOD (Standard Grade)

LUMBER, HARDWOOD, FLOORING

LUMBER, HARDWOOD/SOFTWOOD

LUMBER, SOFTWOOD, BOARD (Common)

LUMBER, SOFTWOOD, BOARD (Preservative Treated)
LUMBER, SOFTWOOD, BOARD (Select and Finish)
LUMBER, SOFTWOOD, BOARD (Special Use)

LUMBER, SOFTWOOD, DECKING (Special Use)

LUMBER, SOFTWOOD, DIMENSION (Common)
LUMBER, SOFTWOOD, DIMENSION (Fire-retardant Treated)
LUMBER, SOFTWOOD, DIMENSION (Preservative Treated)
LUMBER, SOFTWOOD, DIMENSION (Select and Finish)
LUMBER, SOFTWOOD, DIMENSION (Special Use)
LUMBER, SOFTWOOD, FLOORING (Preservative Treated)
LUMBER, SOFTWOOD, FLOORING (Special Use)
LUMBER, SOFTWOOD, SCAFFOLD PLANK (Fire-retardant Treated)
LUMBER, SOFTWOOD, SCAFFOLD PLANK (Special Use)
LUMBER, SOFTWOOD, SHOP

LUMBER, SOFTWOOD, SIDING (Preservative Treated)
LUMBER, SOFTWOOD, SIDING (Special Use)

LUMBER, SOFTWOOD, STEPPING

LUMBER, SOFTWOOD, TIMBER (Fire-retardant Treated)
LUMBER, SOFTWOOD, TIMBER (Preservative Treated)
LUMBER, SOFTWOOD, TIMBER (Timbers)

-M-
MOULDING, WOOD
-P-

PILE, WOOD

PLUG, WOOD

PLYWOOD, AIRCRAFT, FLAT PANEL

PLYWOOD, HARDWOOD, DECORATIVE (Hardwood Sanded)
PLYWOOD, HARDWOOD, DECORATIVE (Ship and Boat Construction)
PLYWOOD, SOFTWOOD, CONSTRUCTION (Softwood Construction)

PLYWOOD, SOFTWOOD, CONSTRUCTION (Ship and Boat Construction)

POLE, LINE CONSTRUCTION, WOOD
POST, WOOD

xi

FSC

5510

5520
5520
5520
5520
5510

5510
5510
5510
5510
5510
5510
5510
5510
5510
5510
5510
5510
5510
5510
5510
5510
5510
5510
5510
5510
5510
5510
5510
5510
5510
5510
5510

5510

5510
5510
5530
5530
5530
5530
5530
5510
5510

PAGE NO.

1-1,2,3,4

14-6,7
14-8,9,10,11
14-1,2,3
14-4,5

2-1

4-23

3-10 thru 13
3-14,15,16
3-1 thru 9
3-17,18
4-33

4-16 thru 11
13-1

41,2
4-24,25
4-25,26,27
4-12 thru 22
13-14

13-2 thru 9
4-3.4,5
4-24,25

13-9

4-28,29
13-14
4-29,30
4-30,31,32
13-10
4-34,35,36
4-37

13-14
13-11,12
4-38 thru 41
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ITEM NAME INDEX CONT.
ITEM NAME
-S-
STAKE, WOOD
-T-

TIE, RAILROAD, WOOD
TIE, WOOD, RAILWAY TURNOUT

V-
VENEER, PAPER OVERLAID
-W-

WEDGE, WOOD
WOOD, LIGNUM-VITAE

xii

FSC

5510

5510
5510

5530

5510
5510

PAGE NO.

10-1

15-11



NATIONAL STOCK NUMBER (NSN) INDEX

NSN ITEM PAGE NSN ITEM PAGE NSN ITEM PAGE
NoO. NO. NO. NO. NO. NO.
5510 00-161-2776 0578 8-1 00-197-3004 0349 4-24
00-161-2777 0584 8-1 00-197-3006 0277 4-10
00-050-0611 0069 3-2 00-161-2778 0590 g8-2 00-220-1537 0388 4-32
00-063-3944 0106 3-6 00-161-2779 0594 8-2 00-220-1538 0389 4-32
00-063-3945 0105 3-6 00-161-2780 0598 8-2 00-220-1539 0390 4-32
00-063-3946 0107 3-6 00-161-2781 0602 8-2 00-220-1540 0391 4-32
00-068-0392. 0025 1-2 00-161-2782 0605 8-2 00-220-1542 0392 4-32
00-068-1113 0112 3-7 00-161-2783 0608 8-2 00-220-1543 0393 4-32
00-086-2229 0113 3-7 00-161-2784 0611 8-2 00-220-1642 0386 4-32
00-132-7098 0276 4-10 00-161-2785 0615 8-2 00-220-1643 0387 4-32
00-132-7106 0274 4-9 00-161-2786 0618 8-2 00-220-1651 0382 4-31
00-132-7107 0275 4-9 00-161-2908 0547 8-1 00-220-1652 0383 4-31
00-132-7108 0313 4-18 00-161-2912 0574 8-1 00-220-1654 0384 4-31
00-132-8148 0347 4-23 00-161-2913 0581 8-1 00-220-1663 0381 4-31
00-132-8162 0450 5-2 00-161-2914 0587 8-1 00-220-4678 0360 4-26
00-132-8170 0462 5-3 00-161-2951 0550 8-1 00-220-4702 0351 4-25
00-132-8175 0466 5-3 00-161-2952 0554 8-1 00-220-4706 0352 4-25
00-152-0404 0278 4-11 00-161-2953 0561 8-1 00-220-4711 0353 4-25
00-160-3513 0509 6-3 00-161-2955 0576 8-1 00-220-4716 0354 4-25
00-160-3514 0510 6-3 00-161-2956 0582 8-1 00-220-6078 0259 4-8
00-160-3515 0511 6-3 00-161-2957 0588 8-2 00-220-6080 0260 4-8
00-160-3517 0513 6-3 00-161-2958 0592 8-2 00-220-6082 0261 4-8
00-160-3518 0514 6-3 00-161-2959 0596 8-2 00-220-6084 0262 4-8
00-160-3519 0515 6-3 00-161-3301 0579 8-1 00-220-6086 0263 4-8
00-160-3521 0517 6-3 00-161-3302 0585 8-1 00-220-6090 0264 4-8
00-160-3522 0518 6-3 00-161-3303 0591 8-2 00-220-6092 0265 4-8
00-160-3523 0519 6-3 00-161-3305 0599 8-2 00-220-6094 0266 4-8
00-160-3525 0520 6-3 00-161-3309 0612 8-2 00-220-6096 0267 4-8
00-160-3790 0649 11-2 00-161-3316 0557 8-1 00-220-6098 0268 4-8
00-160-3791 0650 11-2 00-161-3317 0565 8-1 00-220-6102 0269 4-8
00-160-3792 0651 11-2 00-161-3318 0573 8-1 00-220-6104 0270 4-8
00-160-3793 0652 11-2 00-161-3319 0580 8-1 00-220-6106 0271 4-8
00-160-3794 0653 11-2 00-161-3320 0586 8-1 00-220-6108 0272 4-8
00-160-3795 0654 11-2 00-161-3404 0600 8-2 00-220-6110 0251 4-6
00-160-3796 0655 11-2 00-161-3405 0603 8-2 00-220-6112 0252 4-6
00-160-3797 0656 11-2 00-161-3406 0606 8-2 00-220-6114 0253 4-6
00-160-3798 0657 11-2 - 00-161-3407 0609 8-2 00-220-6118 - 0254 4-6
00-160-3799 0658 11-2 00-161-3408 0613 8-2 00-220-6144 0290 4-14
00-160-3800 0659 11-2 00-161-3409 0616 8-2 00-220-6146 0291 4-14
00-160-3801 0660 11-2 00-161-3410 0544 8-1 00-220-6148 0296 4-15
00-160-3802 0661 11-2 00-161-3411 0551 8-1 00-220-6150 0297 4-15
00-160-3803 0662 11-2 00-167-6851 0279 4-11 00-220-6152 0298 4-15
00-161-2756 0555 8-1 00-167-6852 0280 4-11 00-220-6154 0299 4-15
00-161-2757 0562 8-1 00-167-6853 0281 4-11 00-220-6166 0314 4-19
00-161-2758 0570 8-1 00-167-6854 0282 4-11 00-220-6168 0328 4-21
00-161-2759 0577 8-1 00-167-6855 0284 4-12 00-220-6170 0329 4-21
00-161-2760 0583 8-1 00-167-6856 0227 4-3 00-220-6172 0330 4-21
00-161-2761 0589 8-2 00-167-6857 0316 4-19 00-220-6174 0331 4-21
00-161-2762 0593 8-2 00-167-6858 0317 4-19 00-220-6178 0315 4-19
00-161-2763 0597 8-2 00-167-6859 0318 4-19 00-220-6180 0332 4-21
00-161-2764 0601 8-2 00-167-6860 0319 4-19 00-220-6182 0333 4-21
00-161-2765 0604 8-2 00-167-6861 0406 4-38 00-220-6184 0334 4-21
00-161-2766 0607 8-2 00-167-6862 0409 4-38 00-220-6186 0335 4-21
00-161-2767 0610 8-2 00-167-6863 0410 4-38 00-220-6192 0288 4-13
00-161-2768 0614 8-2 00-167-6864 0411 4-38 00-220-6194 0289 4-13
00-161-2769 0617 8-1 00-171-4043 0641 10-1 00-220-6196 0309 4-17
00-161-2770 0541 8-1 00-171-9129 0015 1-1 00-220-6198 0310 4-17
00-161-2771 0545 8-1 00-174-2025 0402 =~ 4-37 00-220-6200 0311 4-17
00-161-2772 0552 8-1 00-183-8173 0346 = 4-23 00-220-6202 0312 4-17
00-161-2773 0556 8-1 00-197-3000 0434 1-41 00-220-6214 0307 4-16
00-161-2774 0563 8-1 00-197-3001 0437 4-41 00-220-6216 0320 4-20
00-161-2775 0571 8-1 00-197-3003 0348 4-24 00-220-6218 0321 4-20

xiii



NSN ITEM  PAGE NSN ITEM  PAGE NSN ITEM  PAGE

NO. NO. NO. NO. NO. NO.
00-220-6220 0322 4-20 00-260-5934 0486 6-1 00-267-2075 0144 3-11
00-220-6222 0323 4-20 00-260-5935 0487 6-1 00-267-2076 0145 3-11
00-220-6226 0308 4-16 00-260-5936 0488 6-1 00-267-2081 0082 33
00-220-6228 0324 4-20 00-260-5937 0489 6-1 00-267-2082 0083 3.3
00-220-6230 0325 4-20 00-260-5943 0491 - 6-1 00-267-2097 0168 3-12
00-220-6232 0326 4-20 00-260-5944 0492 6-1 00-267-2098 0169 3-12
00-220-6234 0327 4-20 v 00-260-5945 0493 6-1 00-267-2101 0162 3-12
00-220-6242 0286 4-13 00-260-5946 0494 6-1 00-267-2102 0163 3-12
00-220-6244 (0292 4-14 00-260-5947 0495 6-1 00-267-2125 0075 3-3
00-220-6246 0293 4-14 00-260-5948 0496 6-1 00-267-2126 0076 33
00-220-6248 0294 4-14 00-260-5949 0497 6-1 00-267-2133 0146 3-11
00-220-6250 0295 4-14 00-260-5950 0498 6-2 00-267-2134 0147 3-11
00-220-6274 0305 4-16 00-260-5951 0499 6-2 00-267-2135 0148 3-11
00-222-1699 0460 5-3 00-260-5952 0500 6-2 00-267-2136 0149 3-11
00-222-1700 0465 5-3 00-260-5953 0501 6-2 00-267-2137 0l64 3-12
00-222-1701 0452 5-2 00-260-8949 0536 7-1 00-267-2138 0165 3-12
00-222-1703 0442 5-1 00-260-8953 0530 7-1 00-267-2139 0166 3-12
00-222-8357 0454 5-2 00-260-8958 0531 7-1 00-267-2140 0167 3-12
00-223-0952 1062 2-1 00-260-8962 0532 7-1 00-267-2155 0055 3-1
00-223-0953 0047 2-1 00-260-8966 0533 7-1 00-267-2156 0056 3-1
00-223-0954 0048 2-1 00-260-8969 0534 7-1 00-267-2157 0057 3-1
00-223-0955 0049 2-1 00-260-8973 0535 7-1 00-267-2158 0058 3-1
00-223-0956 0050 2-1 00-263-3221 0175 3-14 00-267-2159 0059 3-1
00-223-7182 0044 2-1 00-263-8546 0621 8-2 00-267-2161 0051 3-1
00-224-7622 0445 5-2 00-263-8547 0624 8-2 00-267-2162 0052 3-1
00-224-7624 0449 5-2 00-263-8669 0543 8-1 00-267-2163 0053 3-1
00-224-7625 0451 5-2 00-263-8673 0569 8-1 00-267-2164 0054 3-1
00-224-7626 0453 5-2 00-263-8685 0619 8-2 00-267-2276 0074 33
00-224-7627 0455 = 5-2 00-263-8686 0622 8-2 00-267-2278 0072 33
00-224-7628 0456 5-2 00-263-8687 0625 8-2 00-267-2279 0073 33
00-224-7629 0461 5-3 00-263-8688 0627 8-2 00-267-2280 0070 3-3
00-224-7630 0463 5-3 00-263-8689 0629 8-2 00-267-2281 0071 33
00-224-7632 0469 5-4 00-263-8690 0631 8-2 00-267-2282 0079 3-3
00-224-7706 0639 10-1 00-263-9235 0642 11-1 00-267-2283 0080 3.3
00-227-1192 0646 11-1 00-263-9236 0644 11-1 00-267-2284 0121 3-8
00-227-1193 0643 11-1 00-263-9239 0648 11-2° 00-267-2285 0122 3-8
00-227-1194 0645 11-1 00-263-9259 0663 11-2 00-267-2286 0120 3-8
00-235-9769 0350 4-24 00-266-7006 0198 3-17 00-267-2288 0118 3-8
00-237-8254 0043 2-1 00-266-7008 0200 3-18 00-267-2289 0119 3-8
00-241-2590 0490 6-1 00-266-7010 0199 3-17 00-267-2293 0084 34
00-243-9144 0017 1-1 00-266-7012 0201 3-18 00-267-2295 0081 33
00-243-9145 0010 1-1 00-267-2043 0150 3-11 00-267-2196 0077 33
00-243-9146 0016 1-1 00-267-2044 0151 3-11 00-267-2297 0078 3-3
00-255-9262 0188 3-16 00-267-2045 . 0152 3-12 00-267-2322 0085 34
00-255-9264 0189 3-16 00-267-2046 0153 3-12 00-267-2323 0086 3-4
00-255-9265 0190 3-16 00-267-2047 0154 3-12 00-267-2337 0184 3-15
00-255-9268 0191 3-16 00-267-2048 0155 3-12 00-267-2338 0185 3-15
00-255-9269 0192 3-16 00-267-2049 = 0156 3-12 00-267-2339 0186 3-15
00-255-9273 0193 3-16 00-267-2050 0157 3-12 00-267-2340 0187 3-15
00-255-9482 0727 13-12 00-267-2051 0158 3-12 00-267-2379 0130 3-10
00-255-9483 0707 13-9 00-267-2052 0159 3-12 00-267-2385 0116 3-8
00-255-9485 0038 1-4 00-267-2053 0160 3-12 00-267-2386¢ 0117 3-8
00-255-9486 0002 1-1 00-267-2054 0161 3-12 00-267-2392 0114 3-8
00-255-9492 0538 7-1 00-267-2055 0173 3-13 00-267-2394 0123 39
00-255-9493 0537 7-1 00-267-2063 0174 “3-13 00-267-2398 0115 3-8
00-260-5927 0479 6-1 00-267-2068 0137 3-11 00-267-2402 0125 3-9
00-260-5928 0480 6-1 00-267-2069 0138 3-11 00-267-2403 0126 39
00-260-5929 0481 6-1 00-267-2070 0139 3-11 00-267-2404 0127 39
00-260-5930 0482 6-1 00-267-2071 0140 3-11 00-267-2405 0128 3-9
00-260-5931 0483 6-1 00-267-2072 0141 3-11 00-267-2406 0129 39
00-260-5932 0484 6-1 00-267-2073 0142 3-11 00-267-2413 0087 34
00-260-5933 0485 6-1 00-267-2074 0143 3-11 00-267-2416 0089 3-5

X1v



NSN

00-267-2417
00-267-2418
00-267-2419
00-267-2429
00-267-2431
00-267-2432
00-267-2548
00-267-2551
00-267-2604
00-267-2605
00-267-2606
00-267-2607
00-267-2608
00-267-2610
00-268-3127
00-268-3128
00-268-3129
00-268-3130
00-268-3157
00-268-3158
00-268-3475
00-268-3476
'00-268-3477
00-268-3478
00-268-3479
00-268-3480
00-268-3481
00-268-3482
00-268-3485
00-268-3486
00-268-3487
00-268-3489
00-269-9484
00-270-6022
00-270-6031
00-270-6048
00-272-7739
00-272-7752
00-272-7753
00-272-7761
00-272-9052
00-272-9060
00-273-6764
00-273-6765
00-273-6766
00-273-6767
00-273-6771
00-273-6783
00-273-6784
00-273-6790
00-273-6791
00-274-4106
00-274-4107
00-274-4109
00-274-4992
00-274-4993
00-274-4994
00-274-4995
00-274-4997
00-274-4998
00-274-4999
00-274-5001

ITEM
NO.

0050
0091
0092
0088
0093
0094
0061
0060
0178
0179
0180
0181
0182
0183
0626
0628
0630
0632
0620
0623
0664
0665
0666
0667
0668
0669
0672
0673
0670
0671
0675
0674
0257

0201A
0201B
0201C

0726
0250
0285
0432
0273
0258
0375
0374
0377
0378
0408
0438
0440
0404
0403
0012
0019
0007
0197
0196
0195
0194
0068
0067
0066
0065
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NSN

00-274-5002
00-274-5003
00-274-5004
00-274-5259
00-274-5260
00-274-5269
00-274-5270
00-274-5271
00-274-5296
00-274-5332
00-274-5335
00-274-5374
00-274-5375
00-274-5376
00-274-5377
00-274-5378
00-274-5379
00-274-5380
00-274-5381
00-274-5382
00-274-5648
00-274-7431
00-274-7432
00-274-7434
00-274-7436
00-274-7437
00-274-743%
00-274-7440
00-274-7441
00-274-7442
00-274-7443
00-274-7444
00-274-7445
00-274-7446
00-274-7447
00-274-7448
00-274-7449
00-275-2542
00-275-2544
00-275-2546
00-275-2547
00-275-2548
00-275-2549
00-275-2550
00-275-2551
00-275-2552
00-275-2553
00-275-2556
00-275-2557
00-275-2558
00-275-2559
00-275-2561
00-275-2574
00-276-3319
00-276-3321
00-276-3328
00-276-3329
00-276-3331
00-276-9991
00-276-9994
00-276-9995
00-276-9996

ITEM
NO.

0064
0063
0062
0379
0376
0365
0366
0367

0335A

0398
0397

0131

0132
0133
0134
0135
0136
0170
0171
0172
0380
0443
0444
0446
0447
0448
0474
0476
0475
0473
0471
0472
0457
0458
0459
0467
0468
0647
0095
0097
0096
0099
0098
0109
0108
0111
0110
0101
0100
0103
0102
0104
0407
0633
0634
0635
0636
0637
0464
0477
0470
0478
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00-285-6433
00-285-6446
00-285-6447
00-285-6448
00-285-6449
00-285-6450
00-286-1228
00-286-7202
00-290-2082
00-290-2083
00-290-2091
00-290-2102
00-290-2103
00-290-2104
00-290-2105
00-290-2106
00-290-2107
00-290-2108
00-290-2109
00-290-2110
00-291-7886
00-291-7929
00-497-5463
00-550-6819
00-550-6820
00-550-6821
00-550-6822
00-550-6823
00-550-6824
00-550-6825
00-550-6839
00-550-6840
00-550-6841
00-550-6842
00-550-6843
00-550-6844
00-550-6845
00-550-6846
00-550-6847
00-550-6848
00-550-6849
00-550-6850
00-550-6851
00-550-6866
00-550-6868
00-550-6869
00-550-6870
00-550-6871
00-550-6875
00-550-6884
00-550-6885
00-550-6886
00-550-6887
00-550-6933
00-550-6934
00-550-6939
00-550-6940
00-550-6968
00-550-6969
00-550-6970
00-551-5184
00-551-5186
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NO.

0678
0681
0679
0680
0676
0677
0417
0640
0508
0516
0512
0529
0527
0528
0525
0526
0523
0524
0521
0522
0708
0040
0045
0430
0429
0428
0425
0422
0418
0412
0736
0718
0735
0734
0716
0733
0732
0714
0731
0730
0729
0728
0712
0370
0744
0371
0743
0373
0369
0396
0710
0401
0400
0362
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0214
0215
0211
0212
0213
0395
0394
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13-11
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13-11
13-11
13-11
13-11
13-11
13-11
13-11
13-11
4-29
13-13
4-29
13-13
4-30
4-29
4-34
13-10
4-36
4-36
4-27
4-27
4-2

4-2
4-2
4-2
4-33
4-33
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00-551-5191

00-551-8686
00-551-8687
00-551-8688
00-551-8689
00-551-8695
00-551-8696
00-551-8699
00-551-8705
00-551-8918
00-551-8920
00-551-8923
00-551-8925
00-551-8927
00-551-9650
00-551-9651

00-551-9657
00-551-9658
00-551-9659
00-551-9660
00-551-9661

00-551-9662
00-551-9663
00-551-9664
00-551-9666
00-551-9667
00-551-9668
00-551-9669
00-551-9670
00-551-9671

00-551-9672
00-551-9673
00-551-9716
00-551-9717
00-551-9727
00-551-9728
00-551-9729
00-551-9730
00-551-9731

00-551-9745
00-551-9746
00-551-9747
00-551-9748
00-551-9749
00-551-9750
00-551-9751
00-551-9752
00-551-9753
00-551-9754
00-551-9755
00-551-9756
00-551-9860
00-551-9862
00-551-9863
00-551-9864
00-551-9865
00-551-9866
00-551-9867
00-551-9868
00-551-9869
00-551-9870
00-551-9871
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0355
0205
0204
0203
0202
0230
0229
0226
0206
0441

0439
0436
0435
0433
0232
0231

0343
0342
0341

0340
0339
0338
0337
0336
0304
0302
0303
0300
0301

0235
0234
0233
0344
0345
0236
0237
0238
0239
0240
0413
0414
0415
0416
0419
0420
0421
0423
0424
0427
0426
0431
0742
0372
0725
0724
0723
0722
0721
0687
0686
0685
0684
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13-13
4-30
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13-12
13-4
13-4
13-4
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NSN

00-551-9872
00-551-9876
00-551-9877
00-551-9878
00-551-9879
00-551-9880
00-551-9881
00-551-9889
00-554-7760
00-554-7761
00-554-7762
00-554-7763
00-554-7764
00-555-9058
00-555-9059
00-555-9060
00-555-9061
00-555-9062
00-555-9063
00-555-9064
00-555-9065
00-555-9066
00-555-9067
00-555-9080
00-555-9081
00-555-9105
00-555-9113
00-555-9114
00-555-9115
00-555-9116
00-555-9117
00-555-9118
00-555-9119
00-555-9120
00-555-9121
00-558-0416
00-558-0417
00-558-0418
00-558-0419
00-558-0420
00-558-0425
00-558-0426
00-558-0427
00-558-0428
00-558-0429
00-558-0430
00-558-0431
00-558-0432
00-558-0433
00-558-0434
00-559-1293
00-559-1294
00-640-9722
00-641-1102
00-663-4687
00-663-4689
00-663-4691
00-663-4693
00-663-4695
00-720-0567
00-752-9361
00-813-2936
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00-813-2937
00-813-2938
00-813-2939
00-813-2940
00-813-2941
00-813-2943
00-816-2761
00-816-2762
00-816-2763
00-816-2765
00-816-2766
00-816-2767
00-816-2768
00-816-2769
00-816-3283
00-819-2063
00-880-9283
00-889-2358
00-889-2359
00-889-2360
00-889-2361
00-889-2362
00-889-2363
00-978-6644
00-978-6645
00-978-6646
00-978-6648
00-978-6649
00-978-6858
00-983-8807
00-983-8808
00-983-8809
00-983-8810
00-983-8811
00-983-8812
00-983-8813
00-983-8814
00-983-8815
00-983-8816
00-983-8817
00-983-8818
00-983-8819
00-983-8820
00-983-8821
00-984-7553
00-984-7556
00-988-5235
00-988-5236
00-988-5237
00-988-5238
00-988-5239
00-988-5240
00-988-5241
00-988-5243
00-988-5244
00-988-5245
00-988-5246
00-988-5250
00-988-5251
00-989-2341
01-016-7437
01-176-1086
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0572
0595
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0560
0549
0361
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01-209-0863
01-257-4906
01-276-8670
01-278-2712
01-287-8897
01-323-5928
01-326-1533
01-326-1534
01-326-1535
01-326-1536
01-326-1537

5520

00-053-0189
00-053-0191
00-190-4179
00-221-8059
00-221-8060
00-221-8061
00-221-8062
00-221-8063
00-221-8065
00-221-8066
00-221-8067
00-221-8068
00-221-806%
00-221-8070
00-221-8071
00-221-8072
00-221-8073
00-221-8074
00-221-8075
00-221-8076
00-221-8077
00-221-8078
00-221-8080
00-221-8082
00-221-8083
00-221-8084
00-221-8085
00-222-1765
00-237-5310
00-237-5312
00-237-5313
00-237-5316
00-237-5318
00-237-5319
00-237-5320
00-237-5321
00-237-5329
00-240-8859
00-240-8860
00-240-8861
00-240-8862
00-240-8867
00-240-8870
00-240-8874
00-240-8875
00-272-3382
00-272-3383
00-272-3384
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1060
0931
0933
0741A
0969
0922
0938
0981
0983
0985
0988

0762
0763
0795
0830
0831
0832
0773
0764A
0764
0765
0766
0769
0771
0822
0780
0841
0776
0787
0782
0851
0815
0792
0854
0790
0791
0793
0853
0755
0813
0812
0811
0806
0801
0809
0810
0808
0802
0748
0753
0751
0754
0789
0798
0799
0852
0849
0847
0768
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5-5
4-29
4-29
13-3
5-5
13-14
13-14
13-14
13-14
13-14
13-14

14-3
14-3
14-5
14-10
14-10
14-10
14-4
14-4
14-4
14-4
14-4
14-4
14-4
14-8
14-4
14-10
14-4
14-5
14-5
14-11
14-8
14-5
14-11
14-5
14-5
14-5
14-11
14-2
14-7
14-7
14-7
14-6
14-6
14-7
14-7
14-7
14-6
14-1
14-2
14-1
14-2
14-5
14-5
14-5
14-11
14-11
14-11
14-4
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NO. NO. NO.

00-272-3385 0814 14-8 00-640-9625 0800
00-272-3386 0819 14-8 00-921-0223 1061
00-272-3389 0833 14-10 01-008-3886 0759
00-272-3390 0820 14-8

00-272-3391 0772 14-4 5530
00-272-3392 0823 14-8

00-272-3393 0803 14-6 00-079-8790 0912
00-273-6794 0826 14-9 00-128-3913 0993
00-273-8326 0750 14-1 00-128-4005 0964
00-274-4983 0825 14-9 00-128-4007 0965
00-274-4984 0824 14-9 00-128-4033 0966
00-274-4987 0767 14-4 00-128-4061 0967
00-274-4989 0756 14-2 00-128-4063 0968
00-274-4990 0781 14-4 00-128-4115 0994
00-274-5018  0753A 14-2 00-128-4143 0995
00-274-5358 0836 14-10 00-128-4171 0996
00-274-5359 0840 14-10 00-128-4475 0982
00-274-5360 0829 14-9 00-128-4749 0960
00-274-5361 0752 14-1 00-128-4751 0961
00-274-5362 0746 14-1 00-128-4779 0963
00-274-5363 0757 14-2 00-128-4981 0989
00-274-5364 0749 14-1 00-128-5003 0900
00-274-5365 0747 14-1 00-128-5031 0991
00-274-5366 0821 14-8 00-128-5059 0992
00-274-5367 0845 14-11 00-128-5129 0998
00-274-5368 0777 14-4 00-128-5133 0971
00-274-5369 0775 14-4 00-128-5134 0972
00-274-7461 0778 14-4 00-128-5135 0999
00-275-2494 0784 14-5 00-128-5139 1000
00-275-2495 0779 14-4 00-128-5143 1001
00-275-2496 0774 14-4 00-128-5147 1002
00-275-2497 0844 14-11 00-128-5229 0987
00-275-2498 0842 14-11 00-128-5255 0986
00-275-2499 0843 14-11 00-128-5419 0914
00-275-2500 0816 14-8 00-128-5447 0915
00-275-2501 0788 14-5 00-128-5475 0916
00-275-2502 0786 14-5 00-128-5503 0917
00-275-2503 0785 14-5 00-128-5531 0918
00-275-2504 0818 14-8 00-128-5619 0984
00-275-2505 0828 14-9 00-129-2005 0935
00-275-2506 0817 14-8 00-129-2009 0937
00-275-2512 0783 14-5 00-129-2063 0939
00-275-2513 0796 14-5 00-129-2093 ~ 0919
00-275-2515 0770 14-4 00-129-2097 0921
00-275-2516  0829A 14-9 00-129-2121 0923
00-275-2517 0850 14-11 00-129-2125 0925
00-275-2518 0848 14-11 00-129-2126 0926
00-275-2519 0846 14-11 00-129-2149 0927
00-275-2520 0839 14-10 ~ 00-129-2153 0929
00-275-2521 0838 14-10 00-129-2154 0930
00-275-2522 0837 14-10 00-129-2182 0934
00-275-2523 0835 14-10 00-129-7719 0940
00-275-2524 0834 14-10 00-129-7721 0941
00-275-2525 0804 14-6 00-129-7724 0943
00-275-2526 0805 14-6 : 00-129-7747 0944
00-275-2527 0807 14-6 00-129-7749 0945
00-275-2577 0761 14-3 00-129-7751 0946
00-441-7600 0758 14-2 00-129-7752 0947
00-555-1550 0827 14-9 00-129-7777 0948
00-628-1056 0760 14-2 00-129-7779 0949
00-640-9622 0794 14-5 00-129-7780 0950
00-640-9623 0797 14-5 00-129-7803 0951

xvii
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00-129-7807
00-129-7808
00-129-7831
00-129-7833
00-129-7835
00-129-7836
00-129-7889
00-171-6700
00-171-6701
00-171-6703
00-180-2429
00-199-6897
00-199-6898
00-199-6899
00-199-6900
00-199-6901
00-199-6922
00-199-6923
00-199-6924
00-199-6925
00-199-6926
00-199-6927
00-199-6928
00-234-4808
00-234-4809
00-234-4810
00-234-4811
00-234-4812
00-234-4813
00-234-4814
00-262-8178
00-262-8179
00-262-8180
00-262-8181
00-262-8182
00-262-8195
00-262-8196
00-266-4016
00-266-4017
00-266-4018
00-266-4019
00-266-4020
00-266-4023
00-266-4024
00-266-4025
00-266-4027
00-266-4028
00-266-4029
00-266-4030
00-266-4031
00-266-4032
00-266-4033
00-266-4035
00-266-4037
00-266-4039
00-266-4040
00-266-4043
00-266-4044
00-266-4046
00-266-4051
00-266-4052
00-266-4053
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15-1
15-2
15-1
15-2
15-2
15-2
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00-266-4055
00-266-4057
00-274-4060
00-274-4061
00-274-4063
00-274-4065
00-274-4068
00-274-4069
00-274-4072
00-274-4075
00-274-4076
00-274-4078
00-274-4080
00-274-4088
00-274-4089
00-274-4090
00-275-2489
00-276-9989
00-297-2358
00-551-5216
00-555-9086
00-555-9090
00-555-9091
00-555-9411
00-618-6955
00-618-6956
00-618-6958
00-618-6959
00-618-6962
00-618-8073
00-641-5821
00-641-5822
00-641-5823
00-641-5824
00-641-5825
00-641-5826
00-641-5827
00-641-5828
00-641-5829
00-641-5830
00-641-5831
00-641-5833
00-641-5836
00-641-5839
00-641-5840
00-641-5841
00-641-5843
00-641-6052
00-641-6053
00-641-6055
00-641-6058
00-641-6059
00-641-6060
00-641-6061
00-641-6062
00-641-6063
00-641-6064
00-641-6065
00-641-6066
00-641-6067
00-641-6068
00-641-6069

0889
0891
0881
0875
0874
0878
0876
0877
0880
0884
0879
0883
0882
0896
0895
0894
1003
0976
0913
1004
1057
1058
1059
0970
1005
1006
1007
1009
0997

1010 -

1019
1012
1056
1055
1054
1053
1052
1051
1050
1049
1025
1024
1022
1021
1020
1028
1027
1016
1017
1018
1041
1042
1043
1044
1045
1046
1047
1048
1037
1038
1039
1040
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00-641-6071
00-641-6074
00-641-6076
00-641-6077
00-641-6078
00-641-6080
00-641-6081
00-641-6083
00-641-6084
01-026-3444
01-083-4229
01-209-0863
01-238-3771
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MOST USED WOOD PRODUCTS SPECIFICATIONS

SPEC AMENDMENTS/

SPEC SPEC ‘
NUMBER SPECIFICATION TITLE DATE DATE OF REVISION
MM-P-371C Piles and Poles, Wood 14 Dec 72
MM-T-371E Ties, Railroad, Wood, Cross and Switch 31 Jul 75
NN-P-530E Plywood, Flat Panel 19 May 77 AMN 2/15 Apr 85
AA-1975A Dowels, Wood 3 Apr 86
TT-W-00571J Wood Preservation: Treating Practices 31 Oct 74
NN-§-730C Stakes, Wood 3 0ct 72
MIL-STD-731 = Quality of Wood Members for Containers and Pallets 9 Dec 59 Notice 1/12 Oct 70
MM-L-736C ° Lumber: Hardwood 9 Mar 73 AMN 1/ 11 Mar 73
MM-L-751H Lumber: Softwood 13 Aug 70
PPP-P-1260B Plywood, Packaging, Packing, and Marking of 18 Apr74  Notice 1/ 9 Dec 74
MIL-L-2037E Lumber, Oak, White and Red, for Ship and Boat 21 Aug 90

Construction
MIL-L-2594D Lumber, Ship and Boat Construction; Cedar Mahogany, 14 Mar 88

and Douglas Fir
MIL-L-2646A Lignum Vitae 12 Jan 53 AMN 1/ 27 Aug 62
MIL-H-3912F  Hardwood Components, Fabricated: For Military 26 Jul 89

Vehicles
MIL-P-6070B Plywood and Veneer Aircraft Flat Panel 24 Feb 86
MIL-C-12436C  Crossarms, Wood 8 Apr 71 AMN 1/ 21 Feb 73
MIL-L-14362 Lumber: Unitizing and Loading of
MIL-L-19140E  Lumber and Plywood, Fire Retardant Treated 28 Jun 84 Plus QPL 19140
MIL-C-28628B  Camel, Wood, Marine: Single Log 26 Nov 84

ORDER FROM:

Configuration (Untreated & Treated)

Naval Publications and Forms Center

5801 Tabor Avenue

Philadelphia, PA 19120

PHONE: (215) 697-2667/2179 or use DD Form 1425

Standardization Documents Order Desk
Building 4D

700 Robbins Ave.

Philadelphia, PA 19111-5094

PHONE: (215) 697-2179

FAX: (215) 697-2978/5914

Or Use DD Form 1425

Xix



ANSI
APA
AREA
ASTM

AWPA

BF

BD
BTR

CM
COM
CONST
CTR

DEG
DIA
DIM

EA
ECON
EXT

FAR
FED SPEC
FIN

FSC
FT

HDO

IAW
INéL
INDUS
INT

KD

A

AMERICAN NATIONAL STAND-
ARDS INSTITUTE
AMERICAN PLYWOOD ASSOCIA-
TION
AMERICAN RAILWAY ENGINEER-
ING ASSOCIATION
AMERICAN SOCIETY FOR
TESTING AND MATERIALS
AMERICAN WOOD PRESERVERS’
ASSOCIATION

B
BOARD FOOT or BOARD FEET

(UNIT OF ISSUE FOR LUMBER)
BOARD OR BUNDLE

BETTER

C
CENTER MATCHED
COMMON
CONSTRUCTION
CENTER

D
DEGREE
DIAMETER
DIMENSION

E
EACH
ECONOMY
EXTERIOR

F

FEDERAL ACQUISITION REGULA-
TION

FEDERAL SPECIFICATION

FINISH

FEDERAL SUPPLY CLASS

FOOT or FEET

H
HIGH DENSITY OVERLAY
I
IN ACCORDANCE WITH
INCH or INCHES
INCLUDE or INCLOSURE

INDUSTRIAL
INTERIOR

KILN DRIED

ABBREVIATION INDEX

XX

LB
LOC

MAX

MDO
MIN

MR

NBS

NGR

NIIN

NO.
NOM
NSN
NWWDA

PS
PREM

QTY

R/L
R/W
RTA

SR

STD or
STAND
STER
STR or
STRUC
SUP
SIS2E

S28
S2S1E

S28 & CM
S2S & S/L
S2S & SM
S3SNIE

S48

L
POUND
LOCATION

M
MAXIMUM

MOISTURE CONTENT
MEDIUM DENSITY OVERLAY
MINIMUM

MILLIMETER

METER

N

NATIONAL BUREAU of STAND-
ARDS

NATIONAL GRADING RULE (FOR
SOFTWOOD DIMENSION
LUMBER)

NATIONAL ITEM IDENTIFICA-
TION NUMBER

NUMBER

NOMINAL

NATIONAL STOCK NUMBER
NATIONAL WOOD WINDOW AND
DOOR ASSOCIATION

P
PRODUCT STANDARD
PREMIUM
Q
QUANTITY
' R

RANDOM LENGTHS
RANDOM WIDTHS
RAILWAY TIE ASSOCIATION

S

SET

SELECT OR SELECTS
SHEET

SHIPLAP

STANDARD MATCHED
STRESS RATED
STANDARD

STERLING
STRUCTURAL

SUPERIOR

SURFACED ONE SIDE, TWO
EDGES

SURFACED TWO SIDES
SURFACED TWO SIDES ONE
EDGE

SURFACED TWO SIDES, CENTER
MATCHED

SURFACED TWO SIDES, SHIPLAP-
PED

SURFACED TWO SIDES, STAN-
DARD MATCHED

SURFACED THREE SIDES, NOSED
ONE EDGE

SURFACED FOUR SIDES
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FEDERAL SUPPLY CLASS (FSC) 5510
GENERAL NOTES

1. Lumber items (FSC 5510) are listed alphabetically by Item Name, by intended use (grade), and increasing thickness.
2. Lumber Size Classifications:

A. Boards - Up to, but not inctuding two inches in fhickness.

B. Dimension - Two up to, but not including five inches in thickness.

C. Timbers - Five inches and thicker.
3. See Index page 2 for explanation of lumber grading agencies and allowable species.
4, Typical Uses are given immediately following Item Names.

5. See Grading Rule rulebooks for complete descriptions of grades listed. Comparative strength values may also be found in the
applicable rulebooks.

6. See rulebooks, Fed. Spec. MM-L-751, Product Standard PS 20-70 or the table on pg ix of this catalog for nominal and dressed
sizes of softwood lumber. For hardwood lumber consult NHLA rulebook.

7. All Softwood Dimension lumber will be similar in appearance regardless of species inasmuch as all softwood dimension lumber
is graded under the same “National Grading Rule (NGR) for Dimension Lumber” IAW PS 20-70, American Softwood Lumber
Standard. It is recognized that species differ in physical and mechanical properties, but species within the same grade and size of
softwood lumber are considered interchangeable for all normal requirements. (This is not meant to imply that the chances of receiving
any listed species are equal; nearly 90% of the softwood lumber produced in this country is from the Southern Pine, Douglas Fir or
Western Pine regions.)

When species are limited to those produced in another area, freight rates may greatly increase the unit price. In addition, the Federal
Acquisition Regulations (FAR) contain specific instructions to procurement activities regarding restrictive data that may result in
non-competitive procurements. (Lumber is not a stocked item but is supplied on a direct-ship basis from the lowest bidder). In effect,
any requisition for lumber that is restricted to a single species must be supported with justification as to why other comparable species
cannot be used.

8. Special consideration should be given to ordering random lengths of lumber instead of only one length (especially in very large
quantities), as single lengths are usually more expensive and more difficult to procure. With few exceptions, lumber NSN’s specify
random lengths. Any combination of lengths may be specified on a requisition, i.e., requirements for different lengths of the same item
should be combined on one requisition. Never order one long length when it is known that it will be cut in shorter lengths eg, making
two eight foot pieces from one 16 foot piece. This entails unnecessary expense and labor.

9. Every effort should be made to order using National Stock Numbers; with excption data only when necessary. This will shorten
the lead time involved in getting the items to you and will also lessen the chances for error.

10. Remember, the unit of issue for lumber is Board Foot (BF). BF is computed as follows:

TxWx1L
12 = BF per piece

T = Thickness in inches
W = Width in inches
L = Length in feet



Index to Lumber Species and Lumber Inspection Agencies

1. The lumber inspection agencies issue grading rules, and the abbreviations by which they are identified in the trade and in this
publication are as follows:

a. NELMA - Northeastern Lumber Manufacturers Association, 272 Tuttle Rd., P.O. Box 87A, Cumberland Center, ME 04021
(207) 829-6901.

b. NSLB - Northern Software Lumber Bureau, 272 Tuttle Rd., P.O. Box 87A, Cumberland Center, ME 04021 (207) 829-6901
(Formerly NH & PMA).

c. RIS - Redwood Inspection Service, 405 EnFrente Drive, Suite 200, Novato, CA 94949 (415) 382-0662

d. SPIB - Southern Pine Inspection Bureau, 4709 Scenic Hwy., Pensacola, FL 32504 (904) 434-2611

e.  WCLIB - West Coast Lumber Inspection Bureau, 6980 S.W. Varns St., P.O. Box 23145, Portland, OR 97223 (503) 639-0651
f. WWPA - Western Wood Products Association, 1500 Yeon Building, 522 SW Fifth Avenue, Portland, OR 97204 (503)224-3930.

2. Unless otherwise specified in the grading rules or this publication, any of the following species may be supplied under the rules
published by these agencies: *

a. NELMA - Eastern White Pine, Norway Pine, Eastern Hemlock-Tamarack, Eastern Spruce, Balsam Fir, Jack Pine, Pitch Pine,
Northern White Cedar, Aspen.

b. NH&PMA - Balsam Fir, Eastern Hemlock, Eastern Spruce, Eastern White Pine, Jack Pine, Norway Pine, Tamarack, Aspen,
Cottonwood, Yellow-Poplar

c. RIS - Redwood
d. SPIB - Southern Pine
e. WCLIB - Douglas Fir, Douglas Fir - Larch, Hem-Fir, Mountain Hemlock, Sitka Spruce, Western Cedar.

f. 'WWPA - Douglas Fir, Hem-Fir, Englemann Spruce, Mountain Hemlock, Idaho White Pine, Western Larch, Lodgepole Pine,
Ponderosa Pine, Sugar Pine, Western Cedar, Alpine Fir, Aspen, red alder.

3. Other Lumber Grading Agencies:
a. NHLA - National Hardwood Lumber Association, P.O. Box 34518, Memphis, TN 38134 (901) 377-1818
b. MFMA - Maple Flooring Manufacturers Association, 8600 Bryn Ma“./r Ave., Chicago, IL 60631 (312) 693-0990
¢. NOFMA - National Oak Flooring Manufacturers Association, 810 Sterick Bldg., Memphis, TN 38103 (901) 525-5016

d. TP - Timber Products Inspection, Western Division: P.O. Box 17246, 6850 N. Interstate Ave., Portland, OR 97217 (503) 285-
3631, Eastern Division: P.O. Box 919, 884 Blacktown Rd., Conyers, GA 30207 (404) 922-8000

e. PLIB - Pacific Lumber Inspection Bureau, P.O. Box 7235, Bellvue, WA 98008-1235 (206) 746-6542
f. CLIS - California Lumber Inspection Service, 1190 Lincoln Ave., San Jose, CA 95125 (408) 297-8071

Exception data i.s only that data which differs in any respect from that given in this catalog and serves to further define the item desired.
(Special packaging or delivery methods are considered exception data)

If a.particulz.ir size i.e., thickness or width, is desired and an NSN is not listed, order non-NSN NOT by éiting an NSN and specifying
a different size. Basically, a lumber NSN identifies a particular grade, thickness, and width.

Justification/end-use should ALWAYS be included on any requisition citing exception data. Requisitioners will be contacted by
DCSC when justification is not furnished and asked to furnish same, whenever requirements are restricted. This is for the protection
of all parties concerned and will give the wood technologists at DCSC an opportunity to verify that the correct item is being ordered,
See Examples below. )

* (See page 1 General Notes paragraph 7)



A. Exception data is only that data which differs in any respect from that given in this catalog and serves to further define the item
desired. (Special packaging or delivery methods are considered exception data).

'B. If a particular size i.e., thickness or width, is desired and an NSN is not listed, order non-NSN NOT by citing an NSN and
specifying a different size. Basically, a lumber NSN identifies a particular grade, thickness, and width.

C. Justification/end use should ALWAYS be included on any requisition citing exception data. Requisitioners will be contacted
by DCSC when justification is not furnished and asked to furnish same, whenever requirements are restricted. This is for the protec-
tion of all parties concerned and will give the wood technologists at DCSC an opportunity to verify that the correct item is being
ordered. See Examples below.

Examples of Exception Data
- Document Identifier Codes (DIC) AOE (Domestic) and A05 (Overseas) -

’ ‘ 1. Specified lengths:
Requirement: No 1, 2x6 in. 12 and 16 Ft. lengths only.
NSN: 5510-00-220-6148

Exception Data:  40% to be 12 Ft.
60% to be 16 Ft.

*Justification: 12 and 16 Ft. floor spans

2. Restricted species:
Requirement: No. 1, 6x8 random length with minimum of 1150 Fb strength value.
NSN: 5510-00-551-9745

Exception Data: a. Douglas Fir-larch or Southern Pine only OR
b. Min. 1150 Fb

*Justification: Required minimum 1150 Fb strength value for bridge timber.

3. Preservative Treatment:
Requirement: No. 2, 8x10, 14 FT. timbers, treated with waterborne salts for bulkheads in coastal waters.
NSN: 5510-00-273-6771 (Untreated)

Exception Data: Preservative treated for use in coastal waters where teredo present with light limnoria,
waterborne salts only. 14 FT. only.

*Justification: Clean treated timbers for bulkheads in coastal waters, splicing not allowed.



CAUTION
1. The requisitioning activity has the ultimate responsibility for ensuring that the items ordered are of a grade and species com
mensurate with their end-use. Unwarranted use of high grade lumber and needless restriction of species are subject to governmenta
investigation,

" 2. DO NOT communicate with any DCSC contractor. Only the buying activity (DCSC) has the authority to deal directly with the
contractor.

3. Promptly report contract/ order quality discrepancies via telephone to DCSC-QEB, Autovon 850-1720 Commercial (614) 238-
4191 PRIOR to submittal of Std. Form 364 (Report of Discrepancy - ROD) or Std. Form 368 (Quality Deficiency Report-QDR).

Wood products guides available from DCSC ‘

A Guide to Technical Data For Lumber and Other Wood Products - Standards, Rulebooks, etc.



CROSSARMS



CROSSARM WOOD: (Unit of Issue: Each)

General Description: The crossarms listed herein shall be in accordance with MIL SPEC MIL-C-12436 and will prove satisfac-
tory for most power, telephone, and telegraph distribution requirements. Since crossarms are not in direct contact with the soil,
the retention of preservative need not be as high as poles. The most common acceptable preservative treatments are:

a. Pressure treatments

b. Nonpressure treatment by hot and cold submersion, requiring 100% of the sapwood to be penetrated by preservative,
longitudinal penetration to be a minimum of 2-1/2 inches; and if incising is specified, the incision shall be to a minimum

depth of 3/16 of an inch.

The acceptable preservatives are:

a. Creosote in accordance with Std Pl of the American Wood Preservers Association.

b. Pentachlorophenol (Penta) in accordance with Std P8 and P9, requiring the treating solution to contain a minimum of
5% solution of penta by weight.

If special arms are required, drawings shall be submitted showing the following details:

Brace bolt hole diameter.

Brace bolt spacing, center to center. ‘
Center pin spacing, center to center.
Center bolt hole diameter.

Minimum end spacing, center to end.
Thickness.

Height.

Length. _
Number of pins and hole diameter.
Side pin spacing, center to center.

nICrommUuoOw»

EXAMPLE: A Crossarm Showing All Pertinent Data (Typical)

4 =12 12 16 12 124
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i Y
32 : 41/4 G
END VIEW

Pin hole diameters, other than those specified for each crossarm, may be specified in accordance with the following guideline:

Pin Hole Diameter Related to Pin Size
9/16 IN. DIA for 1/2 IN. Steel Pins

- 11/16 IN. DIA for 5/8 IN. Steel Pins

"~ 13/16 IN. DIA for 3/4 IN. Steel Pins

1-9/32 IN. DIA for 1-1/4 IN. Wood Pins

1-17/32 IN. DIA for 1-1/2 IN. Wood Pins



FSC 5510 CROSSARMS
CROSSARM, WOOD

TYPICAL USE: Line Construction

CENTER BOLT HOLE DIAMETER: 11/16 Inches
PRESERVATIVE TREATED: Creosote or Pentachlorophenol preservatives only.
MIL SPEC: MIL-C-12436C, 8 April 1971, and Amendment 1, 21 February 1973.

TYPEIL: 3-1/4 x 4-1/4.

’ PIN HOLE DATA BRACE

ITEM LENGTH SPACING/INCHES BOLT
NO. NIIN FEET INCHES NUMBER CTR SIDE END DIA. SPACING
0001 00-819-2063 3 0 2 28 N/A 4 9/16 25
0002 00-255-9486 4 0 4 16 12 4 1-17/32 28
0003 00-816-2766 5 0 4 18 17 4 9/16 28
0004 00-816-2761 6 0 4 22 21 4 9/16 32
0005 00-816-2765 6 0 6 16 12 4 9/16 32
0006 00-816-2763 8 0 6 18 17-172 4 9/16 32

- 0007 00-274-4109 8 0 8 16 12 4 1-17/32 32
0008 00-816-2762 8 6 10 16 9-3/4 4 9/16 32
0009 00-816-3283 8 6 10 16 9-3/4 4 9/16 28
0010 00-243-9145 10 0 4 9-1/2 N/A 3-172 11/16 N/A
0011 00-988-5235 10 0 8 17-172 15-3/4 4 * 42
0012 00-274-4106 10 0 10 16 12 4 1-17/32 42
0013 00-816-2769 10 0 10 32 10 4 9/16 42
0014 00-988-5236 10 0 12 16 9-5/8  3-1/8 * 42
0015 00-171-9129 10 0 BLANK CROSSARM
0016 00-243-9146 10 0 18 16 8,448, 4 1-17/32 43

- 8,4,4,8
0017 00-243-9144 10 0 18 16 8,448, 4 1-9/32 43
8,448

CROSSARM, WOOD

~ TYPICAL USE: Line Construction

CENTER BOLT HOLE DIAMETER: 11/16 Inches
PRESERVATIVE TREATED: Creosote or Pentachlorophenol preservatives only.
MIL SPEC: MIL-C-12436C, 8 April 1971, and Amendment 1, 21 February 1973.

TYPE II: 2-3/4x 3-3/4

PIN HOLE DATA BRACE

ITEM LENGTH SPACING/INCHES BOLT
NO. NIIN FEET INCHES NUMBER CIR SIDE END DIA. SPACING
0018 00-813-2939 3 6 4 16 9-1/2 3-1/2 9/16 28
0019 00-274-4107 3 6 4 16 9-1/2 3-172  1.9/32 28
0020 00-813-2940 5 2 6 16 9-3/4 3172 1-9/32 28
0021 00-813-2941 6 10 8 16 9-3/4 3-3/4 9/16 28
0022 00-813-2943 10 0 12 16 9-5/8 3-7/8 9/16 28

*Pin hole diameter must be specified when ordered.
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FSC 5510

ITEM
NO.

0023
0024
0025
0026

CROSSARM, WOOD

TYPICAL USE: Line Construction

CENTER BOLT HOLE DIAMETER: 11/ 16 Inches
PRESERVATIVE TREATED: Creosote or Pentachlorophenol preservatives only.
MIL SPEC: MIL-C-12436C, 8 April 1971, and Afnendment 1, 21 February 1973.
TYPE III: 3-1/4 x 4-1/4.

PIN HOLE DATA

LENGTH SPACING/INCHES
NIIN FEET INCHES NUMBER CTR SIDE END DIA.
00-816-2768 3 2 2 30 N/A 4 9/16
00-988-5237 5 7 4 30 14-1/2 4 *
00-068-0392 8 0 6 30 14-1/2 4 1-17/32
00-988-5238 9 2 8 30 12 4 *

CROSSARM, WOOD

TYPICAL USE: Line Construction

CENTER BOLT HOLE DIAMETER: 11/16 Inches
PRESERVATIVE TREATED: Creosote or Pentachlorophenol preservatives only.
MIL SPEC: MIL-C-12436C, 8 April 1971, and Amendment 1, 21 February 1973.
TYPEIV: 3-1/4 x 4-1/4.

PIN HOLE DATA

LENGTH SPACING/INCHES
NIIN FEET INCHES NUMEBER CTR SIDE END DIA.
00-816-2767 3 0 2 30 N/A 3 9/16
00-988-5239 5 6 4 30 13-172 4172 *
00-988-5240 7 9 6 30 13-172  4-1/2 *
00-988-5241 10 0 8 30 13-172  4-1/2 *

*Pin hole diameter must be specified when ordered.

1-2
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FSC 5510
CROSSARM, WOOD

TYPICAL USE: Line Construction

CENTER BOLT HOLE DIAMETER: 13/16 Inches
PRESERVATIVE TREATED: Creosote or Pentachlorophenol preservatives only,
MIL SPEC: MIL-C-12436C, 8 April 1971, and Amendment 1, 21 February 1973.
TYPE V: 3-3/4x 4-3/4.

PIN HOLE DATA

ITEM LENGTH SPACING/INCHES

NO. NIIN FEET INCHES NUMBER CIR SIDE END DIA.
0031 00-988-5243 10 0 8 30 13-5/8  4-1/8 *
0032 00-989-2341 10 0 4 38 36 5 *

CROSSARM, WOOD

TYPICAL USE: Line Construction

CENTER BOLT HOLE DIAMETER: 11/16 Inches
PRESERVATIVE TREATED: Creosote or Pentachlorophenol preservatives only.
MIL SPEC: MIL-C-12436C, 8 April 1971, and Amendment 1, 21 February 1973.
TYPE VI: 3-3/4 x 4-1/4

PIN HOLE DATA

ITEM LENGTH SPACING/INCHES

NO. NIIN FEET INCHES NUMBER CTR SIDE END DIA.
0033 00-988-5244 1 6 2 12 N/A 3 *
0034 00-988-5245 6 0 6 16 12 4 *
0035 00-988-5246 6 8 6 32 10 4 *

* Pin hole diamgter must be specified when ordered.

CROSSARMS

BRACE
BOLT
SPACING
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25



FSC 5510
CROSSARM, WOOD

TYPICAL USE: Line Construction

CENTER BOLT HOLE DIAMETER: 11/16 Inches
PRESERVATIVE TREATED: Creosote or Pentachlorophenol preservatives only.

MIL SPEC: MIL-C-12436C, 8 April 1971, and Amendment 1, 21 February 1973.

TYPE VII CLASS I:  3-1/2 x 4-1/2.
PIN HOLE DATA

ITEM LENGTH SPACING/INCHES

NO. NIIN FEET INCHES NUMBER CTR SIDE END DIA.
0036 00-813-2936 4 0 2 40 N/A 4 9/16
0037 00-813-2937 5 7 4 30 14-1/2 4 9/16
0038 00-255-9485 5 7 4 30 14-1/2 4 1-17/32
0039 00-813-2938 8 0 6 30 14-1/2 4 9/16
0040 00-291-7929 8 0 8 16 12 4 1-17/32

CROSSARM, WOOD

TYPICAL USE: Line Construction

CENTER BOLT HOLE DIAMETER: 11/16 Inches
PRESERVATIVE TREATED: Creosote or Pentachlorophenol preservatives only.

MIL SPEC: MIL-C-12436C, 8 April 1971, and Amendment 1, 21 February 1973.

TYPE VII CLASS 2: 3-3/4x4-3/4
PIN HOLE DATA
ITEM LENGTH SPACING/INCHES
NO. NIIN FEET INCHES NUMBER CTR SIDE END DIA.
0041 00-988-5250 8 0 4 30 °“N/A 3 *
0042 00-988-5251 10 0 6 38 18-1/2 4 *

* Pin hole diameter must be specified when ordered.

14
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DOWELS

(Ash, Beech, Birch, Hickory, Maple, Oak, Sycamore, Sweetgum, and Tupelo Gum
per A-A-1975)






FSC 5510 DOWELS
DOWEL, WOOD

TYPICAL USE: General Purpose Wood Rod Use

UNIT OF ISSUE: Each

SPECIFICATION: Commercial Item Description, A-A-1975A, 3 Apr 1986, Type L.

ITEM DIAMETER LENGTH
NO. NIIN INCHES FEET
0043 00-237-8254 1/8 3
0044 00-223-7182 3/16 3
1062 00-223-0952 5/16 3
0045 00-497-5463 7/16 3
0046 00-978-6858 7/8 3
0047 00-223-0953 1 3
0048 00-223-0954 1-1/8 3
0049 00-223-0955 1-1/4 3
0050 00-223-0956 1-1/2 3

2-1






HARDWOOD LUMBER

Hardwood “Standard Grades” MM-L-736 Type I Cutting grades based on the

percentage of clear cuttings available. This lumber is intended for the manufacture

’ ‘of furniture and other fabricated products where a high quality appearance is
essential. .

Hardwood Construction Lumber - Including Boards, Dimension, and Timbers, MM-
L-736 Type II. This lumber is intended for use in construction and related
applications where it will be used essentially in the size procured.

Hardwood Lumber for Special Use - Including the following: Lignum Vitae,
Bending Oak, Mahogany Planking (Ship), Oak Planking (Ship), Vehicle Lumber,
Maple Flooring-MM-L-736 Type 111, Oak Flooring-MM-L-736 Type III.






FSC 5510 - HARDWOOD LUMBER

ITEM
NO.

0051
0052
0053
0054

ITEM
NO.

0055
0056
0057
0058
0059
0060
0061

(Standard Grades)
LUMBER, HARDWOOD

TYPICAL USE: Cutting grade for remanufacture.

GRADE GRADING RULE SPECIES
No. 1 Common NHLA White Ash
MOISTURE CONTENT: 12 percent maximum.
SURFACING: Rough

LENGTH: 4 feet and longer, permitting a maximum of 10 percent to be furnished in 4 through 7 foot lengths, of
which 1/2 may be 4 and 5 foot lengths and requiring a minimum of 30 percent to be 14 feet and longer.

WIDTH: 3 inches and wider, permitting a maximum of 5 percent to be furnished in 3 inch widths, and requiring a
minimum of 60 percent to be 6 inches and wider.

FED SPEC: MM-L-736C, 9 March 1973 and Amendment 1, 11 March 1983.

NOMINAL
NIIN THK INCHES
00-267-2161 1
00-267-2162 1-1/4
00-267-2163 1-172
00-267-2164 2

LUMBER, HARDWOOD

TYPICAL USE: Cutting grade for remanufacture.

GRADE GRADING RULE SPECIES
Select NHLA White Ash
SURFACING: Rough

LENGTH: 6 feet through 16 feet, permitting a maximum of 40 percent to be in 6 through 11 foot lengths, and requir-
ing a minimum of 25 percent to be 14 feet through 16 feet.

WIDTH: 4 inches and wider, requiring a minimum of 35 percent to be 7 inches and wider.

FED SPEC: MM-L-736C, 9 March 1973, and Amendment 1, 11 March 1983.

NOMINAL MOISTURE
NIIN THK INCHES CONTENT/PERCENT
00-267-2155 1 12
00-267-2156 1-1/4 12
00-267-2157 1-1/2 12
00-267-2158 2 12
00-267-2159 2-1/2 15
00-267-2551 3 15
00-267-2548 4 15

3-1



FSC 5510 ) HARDWOOD LUMBER
(Standard Grades)

LUMBER, HARDWOOD

TYPICAL USE: Cutting grade for remanufacture.

GRADE GRADING RULE  SPECIES
Select NHLA Birch

SURFACING: 528

LENGTH: 6 feet and longer, permitting a maximum of 30 percent to be in 6 through 11 foot lengths, of which 1/6
may be 6 and 7 foot lengths and requiring a minimum of 25 percent to be 14 feet and longer.

WIDTH: 4 inches and wider, requiring a minimum of 35 percent to be 7 inches and wider.
FED SPEC: MM-L-736C, 9 March 1973, and Amendment 1, 11 March 1983.

ITEM NOMINAL MOISTURE
NO. NIIN ' : THK INCHES CONTENT/PERCENT

0062 00-274-5004 1
0063 00-274-5003 1
0064 00-274-5002 1
0065 00-274-5001 2
0066 00-274-4999 2-1/2 15
0067 00-274-4998 3
0068 00-274-4997 4

LUMBER, HARDWOOD

TYPICAL USE: Cutting grade for remanufacture. Highest quality, most expensive.

GRADE GRADING RULE SPECIES
FAS (Firsts and NHLA . Birch
Seconds)

MOISTURE CONTENT: 12 percent maximum,

SURFACING: 828

LENGTH: 8 through 16 feet, permitting a maximum of 30 percent to be 8 through 11 feet of which 1/2 may be 8 and
9 feet.

WIDTH: 6 inches and wider, requiring a minimum of 35 percent of the line item quantity to be 9 inches and wider.

FED SPEC: MM-L-736C, 9 March 1973, and Amendment 1, 11 March 1983.

ITEM NOMINAL
NO. NIIN THK INCHES
0069 00-050-0611 1

3-2



FSC 5510

ITEM

0070
0071
0072
0073
0074
0075
0076

ITEM
NO.

0077
0078
0079
0080
0081
0082
0083

LUMBER, HARDWOOD

TYPICAL USE: Cutting grade for remanufacture.

GRADE
No. 1 Common

SURFACING: Rough

NHLA

GRADING RULE

SPECIES

Hard Maple

HARDWOOD LUMBER
(Standard Grades)

LENGTH: 4 feet and longer, permitting a maximum of 10 percent to be in 4 through 7 foot lengths, and of which 1/2
may be 4 and 5 foot lengths, and requiring a minimum of 30 percent to be 14 feet and longer.

WIDTH: 3 inches and wider permitting a maximum of 5 percent to be in 3 inch widths and requiring a minimum of 60
percent to be 6 inches and wider.

FED SPEC: MM-L-736C, 9 March 1973, and Amendment 1, 11 March 1983.

NIIN

00-267-2280
00-267-2281
00-267-2278
00-267-2279
00-267-2276
00-267-2125
00-267-2126

LUMBER, HARDWOOD

NOMINAL
THK INCHES

TYPICAL USE: Cutting grade for remanufacture.

GRADE
Select

SURFACING: Rough

GRADING RULE

NHLA

SPECIES

Hard Maple

12
12
12
12
15
15
15

MOISTURE
CONTENT/PERCENT

LENGTH: 6 feet and longer, permitting a maximum of 30 percent to be in 6 through 11 foot lengths, of which 1/6
may be 6 and 7 foot lengths, and requiring a minimum of 25 percent to be 14 feet and longer.

WIDTH: 4 inches and wider, requiring a minimum of 35 percent to be 7 inches and wider.

FED SPEC: MM-L-736C, 9 March 1973, and Amendment 1, 11 March 1983.

NOMINAL MOISTURE
NIIN THK INCHES CONTENT/PERCENT
00-267-2296 1 12
00-267-2297 1-1/4 12
00-267-2282 1-1/2 12
00-267-2283 2 12
00-267-2295 2-1/2 15
00-267-2081 3 15
00-267-2082 4 15



- FSC 5510 C ' HARDWOOD LUMBER
. . (Standard Grades)

LUMBER, HARDWOQOOD

TYPICAL USE: Cutting grade for remanufacture. Highest quality, most expensive.

GRADE GRADING RULE . SPECIES
FAS (Firsts and NHLA o Hard Maple
Seconds) -

MOISTURE CONTENT: 12 percent maximum
SURFACING: - Rough

LENGTH: 8 feet and longer, permitting a maximum of 30 perceﬁt to bein 8 through 11 foot lengths, of which 1/2
may be 8 and 9 foot lengths, and requiring a minimum of 40 percent to be 14 feet or longer.

WIDTH: 6 inches and wider, requiring a minimum of 50 percent to be 8 inches and wider.
FED SPEC: MM-L-736C, 9 March 1973, and Amendment 1, 11 March 1983.

ITEM NOMINAL

NO. NIIN THK INCHES

0084 00-267-2293 2

LUMBER, HARDWOOD

TYPICAL USE: Cutting grade for remanufacture.

GRADE GRADING RULE SPECIES
No. 1 Common NHLA = = Mahogany (Africah:, Tropical American or Dark Red
Phillipine) ‘ »

SURFACING: Rough

LENGTH: 6 feet and longer, permitting a maximum of 15 percent to be in 6 or 7 foot lengths, and requiring a
minimum of 30 percent to be 14 feet and longer. o .

WIDTH: 4 inches and wider, requiring a minimum of 60 percent to be 6 inches and wider.

FED SPEC: MM—L-736C, 9 March 1973, and Amendment 1, 11 March 1983.

ITEM NOMINAL MOISTURE

NO. NIIN THK INCHES : CONTENT/PERCENT
0085 00-267-2322 1 12

0086 00-267-2323 1-1/4 12

0087 00-267-2413 2 12

0088 00-267-2429 3 15
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FSC 5510

ITEM
NO.

0089
0090
0091
0092
0093
0094

)

ITEM
NO.

0095
0096
0097
0098
0099

LUMBER, HARDWOOD

HARDWOOD LUMBER
(Standard Grades)

TYPICAL USE: Cutting grade for remanufacture.

GRADE GRADING RULE SPECIES
Select NHLA Mahogany (African, Tropical American, or Dark Red
Phillipine)

SURFACING: Rough

LENGTH: 8 feet and longer, permitting a maximum of 25 percent to be 8 through 11 foot lengths, of which 1/2 may
be 8 and 9 foot lengths, and requiring a minimum of 30 percent to be 14 feet and longer.

WIDTH: 6 inches and wider, requiring a minimum of 60 percent to be 8 inches and wider.

FED SPEC: MM-L-736C, 9 March 1973, and Amendment 1, 11 March 1983.

NOMINAL MOISTURE
NIIN THK INCHES CONTENT/PERCENT
00-267-2416 1 12
00-267-2417 1-174 12
00-267-2418 1-1/2 12
00-267-2419 2 12
00-267-2431 3 15
00-267-2432 4 15

LUMBER, HARDWOOD

TYPICAL USE: Cutting grade for remanufacture. Highest quality, most expensive.

GRADE GRADING RULE SPECIES
FAS (Firsts and NHLA Mahogany (African, Tropical American, or Dark Red
Seconds) Phillipine)

MOISTURE CONTENT: 12 percent maximum.
SURFACING: 828

LENGTH: 8 feet and longer, permitting a maximum of 25 percent to be in 8 through 11 foot lengths, and requiring a
minimum of 25 percent to be in lengths 14 through 16 feet or longer.

WIDTH: 6 inches and wider, requiring a minimum of 35 percent to be 10 inches and wider.

FED SPEC: MM-L-736C, 9 March 1973, and Amendment 1, 11 March 1983.

NOMINAL
NIIN THK INCHES
00-275-2544 1
00-275-2547 1-174
00-275-2546 1-172
00-275-2549 2
00-275-2548 3
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FSC3510 HARDWOOD LUMBER
(Standard Grades)

LUMBER, HARDWOOD

TYPICAL USE: Cutting grade for remanufacture.

GRADE GRADING RULE SPECIES
Select NHLA . Poplar
SURFACING: 828

LENGTH: 8 feet and longer, permitting a maximum of 30 percent to be in 8 through 11 foot lengths, of which 1/2
may be 8 and 9 foot lengths, and requiring a minimum of 20 percent to be in lengths 14 feet and longer.

WIDTH: 6 inches and wider, requiring a minimum of 35 percent to be 7 inches and wider,

FED SPEC: MM-L-736C, 9 March 1973, and Amendment 1, 11 March 1983.

ITEM NOMINAL MOISTURE

NO. NIIN THK INCHES CONTENT/PERCENT
0100 00-275-2557 1 12

0101 00-275-2556 1-1/4 12

0102 00-275-2559 1-1/2 12

0103 00-275-2558 2 12

0104 00-275-2561 3 15

LUMBER, HARDWOOD

TYPICAL USE: Cutting grade for remanufacture. Highest quality, most expensive.

GRADE GRADING RULE SPECIES
FAS (Firsts and NHLA Poplar
Seconds) .

MOISTURE CONTENT: 12 percent maximum
SURFACING: S2S

LENGTH: 8 through 16 feet, permitting a maximum of 30 percent to be in 8 throﬁgh 11 foot lengths, of which 1/2
may be 8 and 9 foot lengths.

WIDTH: 6 inches and wider, requiring a minimum of 35 percent to be 9 inches and wider.

FED SPEC: MM-L-736C, 9 March 1973, and Amendment 1, 11 March 1983,

ITEM NOMINAL
NO. NIIN THK INCHES
0105 00-063-3945 1-1/4
0106 00-063-3944 1-1/2
0107 00-063-3946 2
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FSC 5510 HARDWOOD LUMBER

ITEM
NO.

0108
0109
0110
0111

ITEM
NO.

0112
0113

(Standard Grades)

LUMBER, HARDWOOD

TYPICAL USE: Cutting grade for remanufacture.

GRADE GRADING RULE SPECIES

Select NHLA Walnut (steamed walnut permitted)
MOISTURE CONTENT: 12 percent maximum

SURFACING: 828

LENGTH: 6 feet and longer, requiring a minimum of 70 percent to be furnished in lengths 8 foot and longer, of
which 20 percent must be 10 feet and longer.

WIDTH: 4 inches and wider, requiring a minimum of 35 percent to be 7 inches and wider.

FED SPEC: MM-L-736C, 9 March 1973, and Amendment 1, 11 March 1983.

NOMINAL
NIIN THK INCHES
00-275-2551 1
00-275-2550 1-1/4
00-275-2553 1-1/2
00-275-2552 2

LUMBER, HARDWOOD

TYPICAL USE: Cutting grade for remanufacture. Highest quality, most expensive.

GRADE GRADING RULE SPECIES
FAS (Firsts and NHLA Walnut (steamed walnut permitted)
Seconds)

MOISTURE CONTENT: 12 percent maximum
SURFACING: Rough

LENGTH: 6 feet and longer, requiring a minimum of 60 percent to be furnished in lengths 8 foot and longer, of
which 20 percent must be 10 feet and longer.

WIDTH: 5 inches and wider, requiring a minimum of 35 percent to be 8 inches and wider.

FED SPEC: MM-L-736C, 9 March 1973, and Amendment 1, 11 March 1983.

NOMINAL
NIIN THK INCHES
00-068-1113 1
00-086-2229 2

37



FSC 5510 HARDWOOD LUMBER
(Standard Grades)

LUMBER, HARDWOQOD

TYPICAL USE: Cutting grade for remanufacture. Highest quality, most expensive.

GRADE GRADING RULE SPECIES
FAS (Firsts and NHLA White Oak
Seconds)

MOISTURE CONTENT: 12 percent maximum

LENGTH: 8 feet and longer, permitting a maximum of 30 percent to be in 8 through 11 foot lengths, of which 1/2.
may be 8 and 9 foot lengths, and requiring a minimum of 40 percent to be 14 feet or longer.

WIDTH: 6 inches and wider, requiring a minimum of 60 percent to be 8 inches and wider.

FED SPEC: MM-L-736C, 9 March 1973, and Amendment 1, 11 March 1983.

ITEM NOMINAL

NO. NHN THK INCHES SURFACING
0114 00-267-2392 1-1/4 Rough
0115 00-267-2398 2 S28

LUMBER, HARDWOOD

TYPICAL USE: Cutting grade for remanufacture.

GRADE GRADING RULE SPECIES
No. 1 Common NHLA White Oak
SURFACING: Rough

LENGTH: 4 feet and longer, permitting a maximum of 10 percent to be in 4 through 7 foot lengths, of which 1/2 may
be 4 and 5 foot lengths, and requiring a minimum of 30 percent to be 14 feet and longer.

WIDTH: 3 inches and wider, permitting a maximum of 5 percent to be in 3 inch widths, and requiring a minimum of
60 percent to be 6 inches and wider.

FED SPEC: MM-L-736C, 9 March 1973, and Amendment 1, 11 March 1983.

ITEM NOMINAL MOISTURE
NO. NIIN THK INCHES CONTENT/PERCENT

12
12

0116 00-267-2385 1

0117 00-267-2386 1-1/4

0118 00-267-2288 1-172 12
0119 00-267-2289 2 12
0120 00-267-2286 2-1/2 15
0121 00-267-2284 3 15
0122 00-267-2285 4 15
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FSC 5510

ITEM
NO.

0123
0124
0125
0126
0127
0128
0129

HARDWOOD LUMBER
{Standard Grades)

LUMBER, HARDWOOD

TYPICAL USE: Cutting grade for remanufacture.

GRADE GRADING RULE SPECIES
Select NHLA White Oak
SURFACING: Rough

LENGTH: 6 feet and longer, permitting a maximum of 30 percent to be in 6 through 11 foot lengths, of which 1/6
may be 6 and 7 foot lengths, and requiring a minimum of 30 percent to be 14 feet and longer.

WIDTH: 4 inches and wider, requiring a minimum of 60 percent to be 6 inches and wider.

FED SPEC: MM-L-736C, 9 March 1973, and Amendment 1, 11 March 1983.

NOMINAL MOISTURE
NIIN THK INCHES CONTENT/PERCENT
00-267-2394 1 12
00-267-2401 1-1/4 12
00-267-2402 1-1/2 12
00-267-2403 2 12
00-267-2404 2-1/2 15
00-267-2405 3 15
00-267-2406 4 15
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FSC 5510 ' HARDWOOD LUMBER

ITEM
NO.

0130

ITEM
NO.

0131
0132
0133

(Construction)

LUMBER, HARDWOQOOQOD

TYPICAL USE: Dunnage

GRADE . GRADING RULE SPECIES

No. 3 Const. Bd NHLA All hardwood species

No. 3A/3B Com- NHLA All hardwood species
mon

MOISTURE CONTENT: Any stage of seasoning
SURFACING: Rough

LENGTH: 6 feet through 16 feet

WIDTH: 4 inches and wider.

THICKNESS: 3/4 to 1-1/4 inches.

FED SPEC: MM-L-736C, 9 March 1973, and Amendment 1, 11 March 1983.

NIIN
00-267-2379

LUMBER, HARDWOOD

TYPICAL USE: Pallets, blocking, and bracing.
GRADE GRADING RULE SPECIES
No. 2 Const. Bd NHLA - All hardwood species

SURFACING: 828

LENGTH: 6 feet and longer, permitting a maximum of 10 percent to be furnished in 6 through 9 foot lengths,and re-
quiring a minimum of 40 percent to be 14 feet and longer.

WIDTH: 4 inches and wider, requiring a minimum of 40 percent to be 8 inches and wider.

FED SPEC: MM-L-736C, 9 March 1973, and Amendment 1, 11 March 1983.

NOMINAL MOISTURE
NIIN THK INCHES CONTENT/PERCENT
00-274-5374 1 19
00-274-5375 1-1/4 22
00-274-5376 1-172 24
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FSC 5510 HARDWOOD LUMBER
(Construction)

LUMBER, HARDWOOD

TYPICAL USE: Blocking, bracing, heavy equipment pile support, etc.

GRADE » GRADING RULE SPECIES

No.2 Dimension NHLA All hardwood species IAW NHLA rules
SURFACING: 828

LENGTH: 8 feet and longer, permitting a maximum of § percent to be in 8 and 9 foot lengths, and requiring a
minimum of 40 percent to be in lenghts 14 feet and longer.

WIDTH: 4 inches and wider, requiring a minimum of 40 to be in widths 8 inches and wider.

FED SPEC: MM-L-736C, 9 March 1973, and Amendment 1, 11 March 1983.

ITEM NOMINAL MOISTURE
NO. NIIN THK INCHES CONTENT/PERCENT
0134 00-274-5377 2 24

0135 00-274-5378 2-1/2 24

0136 00-274-5379 3 Any stage of seasoning

LUMBER, HARDWOOD

TYPICAL USE: Wedges and general construction.

GRADE GRADING RULE SPECIES

Common Dimension NHLA Red or White Oak

MOISTURE CONTENT: Any stage of seasoning |

SURFACING: Rough |

LENGTH: 10 feet and longer, requiring a minimum of 60 percent to be 14 feet and longer.
FED SPEC: MM-L-736C, 9 March 1973, and Amendment 1, 11 March 1983. - v

FULL SAWN SIZE

ITEM THK WIDTH
NO. NIIN INCHES INCHES
0137 00-267-2068 3 4
0138 00-267-2069 3 6
0139 00-267-2070 3 8
0140 00-267-2071 3 10
0141 00-267-2072 3 12
0142 00-267-2073 3-172 4
0143 00-267-2074 3-1/2 6
0144 00-267-2075 3-1/2 8
0145 00-267-2076 3-1/2 10
0146 00-267-2133 3-1/2 12
0147 00-267-2134 4 4
0148 00-267-2135 4 6
0149 00-267-2136 4 8
0150 00-267-2043 4 10
0151 00-267-2044 4 12



FSC 5510

HARDWOOD LUMBER
(Construction)

LUMBER, HARDWOOD

ITEM
NO.

0152
0153
0154
0155
0156
0157
0158
0159
0160
0161
0162
0163
0164
0165
0166
0167
0168
0169

TYPICAL USE: Wedges and general construction

GRADE GRADING RULE SPECIES

Common Dimension NHLA Red or White Oak

MOISTURE CONTENT: Any stage of seasoning.

SURFACING: Rough

LENGTH: 10 feet and longer, requiring a minimum of 60 percent to be 14 feet and longer.
FED SPEC: MM-L-736C, 9 March 1973, and Amendment 1, 11 March 1983.

FULL SAWN SIZE
THK WIDTH

NIIN INCHES INCHES
00-267-2045 5 6
00-267-2046 5 8
00-267-2047 5 10
00-267-2048 5 12
00-267-2049 6 6
00-267-2050 6 8
00-267-2051 6 10
00-267-2052 6 12
00-267-2053 6 16
00-267-2054 8 8
00-267-2101 8 10
00-267-2102 8 12
00-267-2137 10 10
00-267-2138 10 12
00-267-2139 12 12
00-267-2140 12 16
00-267-2097 _ 14 14
00-267-2098 16 16

LUMBER, HARDWOOD

TYPICAL USE: Blocking, wedges, heavy equipment pile supports, etc.
GRADE GRADING RULE SPECIES

Sound Square Edge NHLA Red or White Qak
MOISTURE CONTENT: Any stage of seasoning

SURFACING: Rough

LENGTH: 8 feet and longer, permitting a maximum of 5 percent to be furnished in 8 and 9 foot lengths, and requir-
ing a minimum of 40 percent to be furnished in lengths 14 feet and longer.

WIDTH: Requiring a minimum of 40 percent to be a minimum of 4 inches wider than the width specified for each
item.

FED SPEC: MM-L-736C, 9 March 1973, and Amendment 1, 11 March 1983.
(CONTINUED NEXT PAGE)



FSC 5510

LUMBER, HARDWOOD (CONT.)

FULL SAWN SIZE

ITEM THK WIDTH
NO. NIIN INCHES INCHES
0170 00-274-5380 4 4 and wider
0171 00-274-5381 6 6 and wider
0172 00-274-5382 8 8 and wider

LUMBER, HARDWOOD

TYPICAL USE: Dry docks and blocking

GRADE GRADING RULE

Select Car Stock NHLA

HARDWOOD LUMBER

SPECIES

White Oak

MOISTURE CONTENT: Any stage of seasoning

SURFACING: Rough

LENGTH: 8 feet and longer, requiring a minimum of 60 percent to be 12 feet and longer.

FED SPEC: MM-L-736C, 9 March 1973, and Amendment 1, 11 March 1983.

FULL SAWN SIZE

ITEM THK WIDTH
NO. NIIN INCHES INCHES
0173 00-267-2055 10 12
0174 00-267-2063 12 14
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FSC 5510 HARDWOOD LUMBER
(Special Use)

WOOD, LIGNUM-VITAE

TYPICAL USE: Propellor shaft bearings.

UNIT OF ISSUE: LB
Logs may be supplied hexagonal in cross-section.

MIL SPEC: Lignum-vitae logs shall conform to Type A of MIL-2646A, 12 January 1953, and Interim Amendment 1
(SHIPS), 27 August 1962.

ITEM DIAMETER LENGTH
NO. NIIN : INCHES FEET
0175 00-263-3221 10-18 3to 5-1/2
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FSC 5510 HARDWOOD LUMBER
(Special Use)
LUMBER, HARDWOOD
TYPICAL USE: Bending Oak for ship and boat construction
PRESERVATIVE TREATMENT: Waterborne preservatives.
MOISTURE CONTENT: 15% minimum
SURFACING: Rough
SIDE COATING: Not required
LENGTH: &8 feet and longer, requiring a minimum of 50 percent to be 12 feet and longer.
MIL SPEC: Shall conform to Class 5 of MIL-L-2037E, 21 August 1990.
ITEM NOMINAL
NO. NIIN GRADE THK INCHES WIDTH INCHES
0178  00-267-2604 A 1-1/4 6 and Wider
0179  00-267-2605 A 1-1/2 6 and Wider
0180  00-267-2606 B 2 6 and Wider
0181  00-267-2607 B 2-1/2 6 and Wider
0182  00-267-2608 B 4 6 Nominal
0183  00-267-2610 B 4-1/2 4-1/2 Nominal

ITEM

0184
0185
0186
0187

LUMBER, HARDWOOD

TYPICAL USE: Mahagony planking for boat and ship construction

SURFACING: Rough

LENGTH: 8 feet and longer, requiring a minimum of 60 percent to be 16 feet or longer

WIDTH: 6 inches and wider, requiring a minimum of 60 percent to be 10 inches and wider

MIL SPEC: Shall conform to type II Grade B of MIL-L-2594D, 14 March 1988

NIIN

" 00-267-2337
00-267-2338
00-267-2339
00-267-2340

NOMINAL THK INCHES



LENGTH: 8 feet and longer, requiring a minimum of 50 percent to be 16 feet and longer.

HARDWOOD LUMBER
(Special Use)

MIL SPEC: Shall conform to Class 1 (Planking), Grade A of MIL-L-2037E, 21 August 1990.

FSC 5510
LUMBER, HARDWOOD
TYPICAL USE: Oak planking for ships
PRESERVATIVE TREATMENT: Waterborne preservatives
MOISTURE CONTENT: 17% (x 3%)
SURFACING: Rough
SIDE COATING: Not required
ITEM NOMINAL SIZE INCHES
NO. NIIN THK WIDTH
0188 00-255-9262 1 8 and wider
0189 00-255-9264 1-1/4 8 and wider
0190 00-255-9265 1-1/4 8 only
0191 00-255-9268 1-172 8 and wider
0192 00-255-9269 2 8 and wider
0193 00-255-9273 3 8 and wider

ITEM
NO.

0194
0195
0196
0197

LUMBER, HARDWOOD

TYPICAL USE: Construction and repair of vehicle bodies, trailer bed, etc.

GRADE

Vehicle Lumber

SURFACING: 828

LENGTH:

GRADING RULE

NHLA

SPECIES

Ash, Red or White Oak

8 feet through 16 feet, permitting a maximum of 25 percent to be furnished in 8 through 11 foot length, of
which 1/2 may be 8 and 9 foot lengths.

WIDTH: 4 inches and wider, permitting a maximum of 10 percent to be furnished in 4 and 5 widths, and requiring a
minimum of 25 percent to be 10 inches and wider.

FED SPEC: MM-L-736C, 9 March 1973, and Amendment 1, 11 March 1983.

NIIN

00-274-4995
00-274-49%94
00-274-4993
00-274-4992

NOMINAL THK

INCHES

BSW N —

MAXIMUM MOISTURE
CONTENT PERCENT

3-16 -



FSC 5510 o HARDWOOD, LUMBER
(Special Use)

TABLE: - SQUARE FEET TO BOARD

ITEM NO. FEET; SEE PAGE 3-19

0198, 0199

LUMBER, HARDWOOD, FLOORING

TXPICAL USE: Gymnasiums, offices, residences, etc.

GRADE GRADING RULE SPECIES
Second or Better MFMA Hard Maple
MOISTURE CONTENT: 9 percent maximum

SURFACING: T and G, End-match

LENGTH: 15 inches through 8 feet, maximum of 53 percent in bundles under 4 feet, 22 percent in 2 foot bundles,
and 5 percent in 15 inch lengths

FED SPEC: MM-L-736C, 9 March 1973, and Amendment 1, 11 March 1983

ITEM ACTUAL SIZE INCHES
NO. NIIN THK WIDTH
0198 00-266-7006 25/32 2-1/4

LUMBER, HARDWOOD, FLOORING

TYPICAL USE: Excellent appearance oak flooring

GRADE GRADING RULE SPECIES

Select NOFMA Red or White Oak (Plain or Quarter Sawn)
MOISTURE CONTENT: 9 percent maximum

SURFACING: T and G, End-matched

LENGTH: 1-1/4 foot and up. Average length 3 1/4 feet

FED SPEC: MM-L-736C, 9 March 1973, and Amendment 1, 11 March 1983

ITEM ACTUAL SIZE INCHES
NO. NIIN THK WIDTH
0199 00-266-7010 3/4 2-1/4
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FSC 5510 HARDWOOD LUMBER
(Special Use)

TABLE: SQUARE FEET TO BOARD
ITEM NO. 0200, 0201 FEET; SEE PAGE 3-19

LUMBER, HARDWOOD, FLOORING

TYPICAL USE: Highest quality oak flooring

GRADE GRADING RULE SPECIES

Clear NOFMA Red or White Oak (Plain 6r Quarter Sawn)
MOISTURE CONTENT: 9 percent maximum

SURFACING: T and G, End-matched

LENGTH: 1-1/4 foot and up. Average length 3-3/4 feet

FED SPEC: MM-L-736C, 9 March 1973, and Amendment 1, 11 March 1983

ITEM ACTUAL SIZE INCHES
NO. NIIN THK WIDTH
0200 00-266-7008 3/4 2-1/4

LUMBER, HARDWOOD, FLOORING

TYPICAL USE: Residential flooring

GRADE GRADING RULE SPECIES

No. 1 Common NOFMA Red or White Oak (Plain sawn)
MOISTURE CONTENT: 9 percent maximum

SURFACING: T and G, End-matched

LENGTH: 1-1/4 foot and up. Average length 2-3/4 feet.

FED SPEC: MM-L-736C, 9 March 1973, and Amendment 1, 11 March 1983

ITEM ACTUAL SIZE INCHES
NO. NIIN THK WIDTH
0201 00-266-7012 3/4 2-1/74



SQUARE FEET TO BOARD FEET
STRIP FLOORING
For converting square feet of floor space
to board feet of flooring required

SQUARE FEET BOARD FEET (5% Cutting waste included.)

OF REQUIRED
FLOOR SPACE 3/4x2 1/4” 3/4x11/2” 3/4x3 1/4”  1/2x2”  3/8x1 1/2”
5 7 8 6 7 7
10 14 16 13 13 14
20 28 31 26 26 28
30 42 47 39 39 42
40 55 62 52 52 55
50 69 78 65 65 69
60 83 93 77 78 83
70 97 109 90 91 97
80 111 124 103 104 111
90 125 140 116 117 125
100 138 155 129 130 138
200 277 310 258 260 277
300 415 465 387 390 415
400 553 620 516 520 553
500 692 775 645 650 692
600 830 930 774 780 1830
700 968 1085 903 910 968
800 1107 1240 1032 1040 1107
900 1245 1395 1161 1170 1245
1000 1383 1550 1290 1300 1383
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FSC 5110 HARDWOOD LUMBER
(Special Use)

WOOD, LAMINATED, DECKING (
TYPICAL USE: Flooring for MILVAN Containers ONLY. (Preservative treated).

SPECIES: Oak
SURFACING: S2S & S/L

UNIT OF ISSUE: EA

ITEM THK WIDTH  LENGTH ' :
NO. NIIN INCHES INCHES INCHES MERADCOM DRAWING

0201A  00-270-6022 1-1/8 11-1/2 228-7/8  97403-13219E0078 (RIGHT Side plank)

0201B 00-270-6031 111 /8 11-1/2 228-7/8  97403-13219E0079 (LEFT Side plank)

0201C 00-270-6048 1-1/8 11-1/2 228-7/8  97403-13219E0080 (CENTER planks)

3-20



SOFTWOOD LUMBER

Select and Finish Lumber - Including Boards and Dimension. This lumber is inten-
ded for use where good appearance and finishing qualities are desired. It is not
graded or rated for its strength properties.

Common Lumber - Including Boards and Dimension. This lumber is suitable for
general building, construction, and utility purposes (See Typical Use).

Structural lumber 2’ or more in thickness, graded under the National Grading
Rule (NGR) for Softwood Dimension Lumber, is rated for its strength proper-
ties. Stress rated grades include: Select Structural, No. 1, No. 2, No. 3, Con-
struction, Standard, Utility, and Stud. ‘

Note: a. Species within the same grade and size are considered inter-
changeable for all normal requirements.

b. Dimension lumber graded under the NGR will be similar in ap-
pearance regardless of species or grading agency.

Softwood Lumber for Special Uses - Including the following: Lath, Tank Stock,
Cedar planking (Ship), Decking and Planking (Ship), Flooring, Scaffold Plank
(untreated), Shop lumber, Siding, Planking.

Softwood Timbers - Strength Rated (5 x 5 and larger).

Note: Species within the same grade and size are considered interchangeable
for all normal requirements.






FSC 5510

ITEM

0202
0203
0204
0205

) 0206
0207
0208
0209
0210

SOFTWOOD LUMBER
(Select and Finish)

LUMBER, SOFTWOOD, BOARD

TYPICAL USE: Good quality finish for cornice trim, door and window casing, and cabinet work.

GRADE GRADING RULE
D Select NELMA All species permitted unless otherwise specified and justifica-
D Select NH And PMA tion furnished.
Clear RIS
D Finish SPIB
*D Finish WCLIB *B Finish grade Western Cedars acceptable.
D Sel/Quality or WWPA
Prime Fin. :

MOISTURE CONTENT: 15 percent maximum.
SURFACING: S4S

LENGTH: 4 feet and longer, permitting a maximum of 5 percent to be furnished in 4 through 7 foot lengths, and re-
quiring a minimum of 50 percent to be 12 feet and longer.

FED SPEC: MM-L-751H, 13 August 1970.

NOMINAL SIZE

NIIN THK INCHES WIDTH INCHES
00-551-8689 1 4
00-551-8688 1 6
00-551-8687 1 8
00-551-8686 1 10
00-551-8705 1 12
00-978-6648 1-1/4 6
00-978-6645 1-1/4 8
00-978-6646 1-1/4 10
00-978-6644 1-1/4 12
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FSC 5510 SOFTWOOD LUMBER
(Select and Finish)

LUMBER, SOFTWOOD, BOARD

" TYPICAL USE: High quality finish interior trim, cabinet work, casing, baseboard, door and window trim.

GRADE GRADING RULE
C Select NELMA All species permitted unless otherwise specified and justifica-
C and Btr Sel NH And PMA tionfurnished.
Clear RIS
C Finish SPIB
*C and Btr Fin. WCLIB *A Finish grade Western Cedar acceptable

C Sel/Choice or WWPA
Superior Fin.

MOISTURE CONTENT: 15 percent maximum,
SURFACING: S4S

LENGTH: 4 feet and longer, permitting a maximum of 5 percent to be furnished in 4 through 7 foot lengths, and re-
quiring a minimum of 50 percent to be 12 feet and longer.

FED SPEC: MM-L-751H, 13 August 1970.

ITEM NOMINAL SIZE
NO. NIIN THK INCHES WIDTH INCHES
0211 00-550-6968 1 4
0212 00-550-6969 1 6
0213 00-550-6970 1 8
0214 00-550-6939 1 10
0215 00-550-6940 1 12
0216 00-555-9067 1-1/4 4
0217 00-555-9066 1-1/4 6
0218 00-555-9065 1-1/4 8
0219 00-555-9064 1-1/4 10
0220 00-555-9063 1-1/4 12
0221 00-555-9062 1-1/2 4
0222 00-555-9061 1-172 6
0223 00-555-9060 1-172 8
0224 00-555-9059 1-172 10
12

0225 00-555-9058 1-172



FSC 5510 SOFTWOOD LUMBER

ITEM
NO.

0226
0227
0228
0229
’ 0230

(Select and Finish)

LUMBER, SOFTWOOD, DIMENSION

TYPICAL USE: Good quality finish, interior trim, door and window trim, stairwell framing, cabinets.

GRADE GRADING RULE
D Select NELMA All species permitted unless otherwise specified and justifica-
D Select NH And PMA tion furnished.
Clear RIS
D Finish SPIB
*D Finish WCLIB *B Finish grade Western Cedars acceptable.
D Sel/Quality or WWPA
Prime Fin.

MOISTURE CONTENT: 15 percent maximum.
SURFACING: S48

LENGTH: 4 feet and longer, permitting a maximum of S percent to be furnished in 4 through 7 foot lengths, and re-
quiring a minimum of 50 percent to be 12 feet and longer.

FED SPEC: MM-L-751H, 13 August 1970.

NOMINAL SIZE

NIIN THK INCHES WIDTH INCHES
00-551-8699 2 4
00-167-6856 2 6
00-978-6649 2 8
00-551-8696 2 10
00-551-8695 2 12
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FSC 5510 ' SOFTWOOD LUMBER

ITEM
NO.

0231
0232
0233
0234
0235

ITEM
NO.

0236
0237
0238
0239
0240

(Select and Finish)

LUMBER, SOFTWOOD, DIMENSION

TYPICAL USE: Expensive high quality finish lumber for interior trim, door and window trim, cabinets.

GRADE GRADING RULE
C Select NELMA All species permitted unless otherwise specified and justifica-
C and Btr Select NH And PMA tion furnished.
Clear RIS
C Finish SPIB
*C and Btr Finish WCLIB *A Finish grade Western Cedars acceptable.

C Sel/Choice or WWPA
Superior Fin.

MOISTURE CONTENT: 15 percent maximum,
SURFACING: 8§43

LENGTH: 4 feet and longer, permitting a maximum of 5 percent to be furnished in 4 through 7 foot lengths, and re-
quiring a minimum of 50 percent to be 12 feet and longer.

FED SPEC: MM-L-751H, 13 August 1970.
NOMINAL SIZE

NIIN THK INCHES WIDTH INCHES
00-551-9651 2 4
00-551-9650 2 6
00-551-9673 2 8
00-551-9672 2 10
00-551-9671 2 12

LUMBER, SOFTWOOD, DIMENSION

TYPICAL USE: Highest quality, most expensive finish lumber where very high appearance qualities needed. (An-
ticipated end use should be furnished) Not generally available.

GRADE GRADING RULE
Clear All Heart RIS All species permitted unless otherwise specified and justifica-
B and B Finish SPIB tion furnished.

*B and Btr Indus WCLIB *B and Btr Indus Clear grade for Western Cedars acceptable.

B and Btr/1 And WWPA
2 Clear/Supreme

MOISTURE CONTENT: 15 percent maximum.
SURFACING: S$4S

LENGTH: 4 feet and longer, permitting a maximum of 5 percent to be furnished in 4 through 7 foot lengths, and re-
quiring a minimum of 50 percent to be 12 feet and longer.

FED SPEC: MM-L-751H, 13 August 1970.
NOMINAL SIZE

NIIN THK INCHES WIDTH INCHES
00-551-9727 2 4
00-551-9728 2 6
00-551-9729 2 8
00-551-9730 2 10
00-551-9731 2 12 (
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FSC 5510 SOFTWOOD LUMBER

ITEM
NO.

0241
0242
0243
" 0244
0245
0246
0247

0248
0249

(Select and Finish)

LUMBER, SOFTWOOD, DIMENSION

TYPICAL USE: High quality, very expensive finish lumber for high appearance qualities with structural
requirements. (Anticipated end-use should be furnished)

GRADE GRADING RULE

C Select NELMA All species permitted unless otherwise specified and justification
C and Btr. Select NH And PMA furnished. :

Clear RIS

C Finish SPIB

C Industrial WCLIB

C Select/Choice or WWPA
Superior Fin.

MOISTURE CONTENT: 19 percent maximum.
SURFACING: S4S

LENGTH: 4 feet and longer, permitting a maximum of 5 percent to be furnished in 4 through 7 foot lengths, and re-
quiring a minimum of 50 percent to be 12 feet and longer.

FED SPEC: MM-L-751H, 13 August 1970.

NOMINAL SIZE

NIIN THK INCHES WIDTH INCHES
00-555-9113 3 6
00-555-9114 3 8
00-555-9115 3 10
00-555-9116 3 12
00-555-9117 4 4
00-555-9118 4 6
00-555-9119 4 8
00-555-9120 4 10
00-555-9121 4 12
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FSC 5510 SOFTWOOD LUMBER

(Common)
LUMBER, SOFTWQOOD, BOARD
TYPICAL USE: Low quality sheathing, dunnage, boxing, and crating. ‘
GRADE GRADING RULE
No. 5 Com/Indus NELMA All species permitted unless otherwise specified and justification
5 Common NH And PMA furnished.
Economy RIS
No. 4 Boards SPIB
Economy WCLIB
5 Com/Econ/Indus WWPA ‘

MOISTURE CONTENT: 19 percent maximum.
SURFACING: Any degree of surfacing permitted.

LENGTH: 4 feet and longer, permitting a maximum of 20 percent to be furnished in 4 through 9 foot lengths, and re-
quiring a minimum of 20 percent to be 14 feet and longer.

WIDTH: 6 inches and wider, requiring a minimum of 30 percent to be 8 inches and wider.

FED SPEC: MM-L-751H, 13 August 1970.

ITEM NOMINAL
NO. NIIN THK INCHES
0250 00-272-7752 1

LUMBER, SOFTWOOD, BOARD

TYPICAL USE: Temporary sheathing, dunnage, boxing and crating.

GRADE GRADING RULE

No. 4 Com/Std NELMA All species permitted unless otherwise specified and justification
4 Common NH And PMA furnished.

Merchantable RIS

No. 3 Boards SPIB

Utility WCLIB

4 Com/Util WWPA

MOISTURE CONTENT: 19 percent maximum.
SURFACING: S4S

LENGTH: 6 feet and longer, permitting a maximum of 10 percent to be furnished in 6 through 9 foot lengths, and re-
quiring a minimum of 30 percent to be 14 feet and longer.

FED SPEC: MM-L-751H, 13 August 1970.

ITEM NOMINAL SIZE
NO. NIIN THK INCHES WIDTH INCHES

0251 00-220-6110
0252 00-220-6112
0253 00-220-6114
0254 00-220-6118

—
N 0o ON

—
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FSC 5510 : SOFTWOOD LUMBER

(Common)
LUMBER, SOFTW0OOD, BOARD
TYPICAL USE: Light weight box and crate construction.
GRADE GRADING RULE
No. 3 Com/Std NELMA All species permitted unless otherwise specified and justification
3 Common NH And PMA furnished.
No. 2 Boards SPIB
Standard WCLIB
3 Com/Std WWPA

MOISTURE CONTENT: 19 percent maximum,
SURFACING & THICKNESS: S$4S to 1/2 inch thick.

LENGTH: 6 feet and longer, permitting a maximum of 10 percent to be furnished in 6 through 9 foot lengths, and re-
quiring a minimum of 30 percent to be 14 feet and longer.

FED SPEC: MM-L-751H, 13 August 1970.

ITEM NOMINAL
NO. NIIN WIDTH INCHES
0255 00-555-9080 6

LUMBER, SOFTWOOD, BOARD

TYPICAL USE: Cleat stock for boxes, furring strips, and subflooring.

GRADE GRADING RULE

No. 3 Com/Std NELMA All species permitted unless otherwise specified and justification
3 Common NH And PMA furnished.

No. 2 Boards SPIB

Standard WCLIB

3 Com/Std WWPA

MOISTURE CONTENT: 19 percent maximum.
SURFACING: S4S or S2S1E.

LENGTH: 2 feet and longer, permitting a maximum of 5 percent to be furnished in 2 through 4 foot lengths, and re-
quiring a minimum of 70 percent to be 10 feet and longer.

NOTE: This item may be ripped from wider pieces which have been grade stamped.

FED SPEC: MM-L-751H, 13 August 1970.

ITEM NOMINAL SIZE

NO. NIIN THK INCHES WIDTH INCHES
0256 00-555-9081 1 2

0257 00-269-9484 1 3

47



FSC 5510

ITEM
NO.

0258
0259
0260
0261
0262
0263
0264
0265
0266
0267
0268
0269
0270
0271
0272

LUMBER, SOFTW0OOD, BOARD

TYPICAL USE: Roof and wall sheathing, subflooring, boxes, crates, and pallets.

GRADE GRADING RULE
No. 3 Com/Std NELMA

3 Common NH And PMA
Const Com RIS

No. 2 Boards SPIB

Standard WCLIB

3 Com/Std WWPA

MOISTURE CONTENT:

SURFACING: S4S

19 percent maximum.

SOFTWOOD LUMBER
(Common)

All species permitted unless otherwise specified and justification

furnished.

LENGTH: 6 feet and longer, permitting a maximum of 10 percent to be furnished in 6 through 9 foot lengths, and re-
quiring a minimum of 30 percent to be 14 feet and longer.

FED SPEC: MM-L-751H, 13 August 1970.

NIIN THK INCHES
00-272-9060 1
00-220-6078 1
00-220-6080 1
00-220-6082 1
00-220-6084 1
00-220-6086 1
00-220-6090 1-1/74
00-220-6092 1-1/4
00-220-6094 1-174 .
00-220-6096 1-1/4
00-220-6098 1-1/4
00-220-6102 1-1/2
00-220-6104 1-172
00-220-6106 1-1/2
00-220-6108 1-172

NOMINAL SIZE
WIDTH INCHES

— it
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FSC 5510 . SOFTWOOD LUMBER

(Common)
Standard 1"’ S2S & CM
3/4 .

I ]

1/4

31/8,51/8,67/8

ITEM NO.
0273, 0274, 0275

LUMBER, SOFTWOOD, BOARD

TYPICAL USE: Roof and wall sheathing, subflooring, boxes, and crates.

GRADE GRADING RULE

No. 3 Com/Std NELMA All species permitted unless otherwise specified and justification
3 Common NH And PMA furnished. ~

Const Com RIS '

No. 2 Boards SPIB

Standard WCLIB

3 Com/Std WWPA

MOISTURE CONTENT: 19 percent maximum.
SURFACING: 8S2S and CM

LENGTH: 6 feet and longer, permitting a maximum of 10 percent to be furnished in 6 through 9 foot lengths, and re-
quiring a minimum of 30 percent to be 14 feet and longer.

FED SPEC: MM-L-751H, 13 August 1970.

ITEM NOMINAL SIZE

NO. NIIN THK INCHES WIDTH INCHES
0273 00-272-9052 1 4

0274 00-132-7106 1 6

0275 00-132-7107 1 8
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FSC 5510 SOFTWOOD LUMBER

(Common)
Standard 1’ Shiplapf
3/4
3/8 —u— 3/8  fe—
m 51/8,67/8 ‘—ﬂ
ITEM NO.
0276, 0277
LUMBER, SOFTWOOD, BOARD

TYPICAL USE: Roof and wall sheathing, subflooring.
GRADE GRADING RULE
No. 3 Com/Std NELMA All species permitted unless otherwise specified and justification
3 Common NH And PMA  furnished.
Const Com RIS
No. 2 Boards SPIB
Standard WCLIB
3 Com/Std WWPA

MOISTURE CONTENT: 19 percent maximum.
SURFACING: S2S and S/L

LENGTH: 6 feet and longer, permitting a maximum of 10 percent to be furnished in 6 'through 9 foot lengths, and re-
quiring a minimum of 30 percent to be 14 feet and longer.

FED SPEC: MM-L-751H, 13 August 1970.

ITEM NOMINAL SIZE

NO. NIIN THK INCHES WIDTH INCHES
0276 00-132-7098 1 6

0277 00-197-3006 1 8
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FSC 5510 SOFTWOOD LUMBER

(Common)
LUMBER, SOFTWOOD, BOARD
TYPICAL USE: High quality construction, sheathing, and blocking.
GRADE GRADING RULE
No. 2 Com/Prem NELMA ' All species permitted unless otherwise specified and justification
2 Common NH And PMA furnished.
Select RIS
No. 1 Boards SPIB
Construction WCLIB

2 Com/Const/Ster WWPA
MOISTURE CONTENT: 19 percent maximum,
SURFACING: S4S

LENGTH: 6 feet and longer, permitting a maximum of 10 percent to be furnished in 6 through 9 foot lengths, and re-
quiring a minimum of 30 percent to be 14 feet and longer.

FED SPEC: MM-L-751H, 13 August 1970.

ITEM NOMINAL SIZE
NO. NIIN THK INCHES WIDTH INCHES

0278 00-152-0404
0279 00-167-6851
0280 00-167-6852
0281 00-167-6853
0282 00-167-6854

NO oo

bt bt bk e e

(CONTINUED NEXT PAGE)
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FSC 5510 SOFTWOOD LUMBER
. (Common)

LUMBER, SOFTWOOD, DIMENSION

TYPICAL USE: Stud use including use in load-bearing walls.

NGR GRADE GRADING RULE

Stud NELMA All species permitted unless otherwise specified and justification
NH And PMA furnished.
RIS
SPIB
WCLIB
MOISTURE CONTENT: 19 percent maximum.
SURFACING: S4S
LENGTH: 8 feet. NOTE: May be ordered in 10 foot lengths (maximum)

FED SPEC: MM-L-751H, 13 August 1970.

ITEM NOMINAL SIZE
NO. NIIN THK INCHES WIDTH INCHES
0284 00-167-6855 2 4

LUMBER, SOFTWOOD, DIMENSION

TYPICAL USE: Temporary construction, low grade, bracing, crating, and dunnage.

GRADE GRADING RULE

NGR Utility NELMA All species permitted unless otherwise specified and justification
NGR Utility NH And PMA furnished.

Economy RIS

Economy SPIB

Economy WCLIB

Economy WWPA

MOISTURE CONTENT: 19 percent maximum.
SURFACING: Any dégree of surfacing permitted.

LENGTH: 4 feet and longer, permitting a maximum of 20 percent to be furnished in 4 through 7 foot lengths, and re-
quiring a minimum of 20 percent to be 14 feet and longer.

WIDTH: 4 inches and wider.

FED SPEC: MM-L-751H, 13 August 1970. -

ITEM NOMINAL
NG. NIIN THK INCHES
0285 00-272-7753 2



FSC 5510 SOFTWOOD LUMBER
(Common)

LUMBER, SOFTWOOD, DIMENSION

TYPICAL USE: Low cost construction, blocking, concrete forms, crates, and dunnage.
NGR GRADE GRADING RULE

Utility or No. 3 NELMA All species permitted unless otherwise specified and justification
NH And PMA furnished.
RIS
SPIB
WCLIB
WWPA

MOISTURE CCONTENT: 19 percent maximum.
SURFACING: S4S

LENGTH: 6 feet and longer, permitting a maximum of 10 percent to be furnished in 6 through 9 foot lengths, and re-
quiring a minimum of 40 percent to be 14 feet and longer.

FED SPEC: MM-L-751H, 13 August 1970.

ITEM NOMINAL SIZE
NO. NIIN THK INCHES WIDTH INCHES
0286 00-220-6242 2 4

LUMBER, SOFT WOOD, DIMENSION

TYPICAL USE: Light framing; ordinary construction, boxes, crates, rafters, studs, etc.

NGR GRADE GRADING RULE

Standard or No. 2 NELMA All species permitted unless otherwise specified and justification
NH And PMA furnished.
RIS
SPIB
WCLIB
WWPA

MOISTURE CONTENT: 19 percent maximum.
SURFACING: 84S

LENGTH: 6 feet and longer, permitting a maximum of 10 percent to be furnished in 6 through 9 foot lengths, and re-
quiring a minimum of 40 percent to be 14 feet and longer.

FED SPEC: MM-L-751H, 13 August 1970.

ITEM NOMINAL SIZE
NO. NIIN THK INCHES WIDTH INCHES

0287 00-720-0567

2 2
0288 00-220-6192 2 3
0289 00-220-6194 2 4
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FSC 5510

SOFTWOOD LUMBER
(Common)
LUMBER, SOFTWOOD, DIMENSION
TYPICAL USE: Light framing; high quality construction, boxes, studs, roof trusses, etc.
NGR GRADE GRADING RULE
Construction or NELMA All species permitted unless otherwise specified and justification
No. 1 NH And PMA furnished.
RIS
SPIB
WCLIB
WWPA

ITEM
NO.

0290
0291

MOISTURE CONTENT: 19 percent maximum,

SURFACING: 84S

LENGTH: 6 feet and longer, permitting a maximum of 10 percent to be furnished in 6 through 9 foot lengths, and re-
quiring a minimum of 40 percent to be 14 feet and longer.

FED SPEC: MM-L-751H, 13 August 1970.
NOMINAL SIZE -

NIIN THK INCHES WIDTH INCHES
00-220-6144 2 3
00-220-6146 2 4

LUMBER, SOFTWOOD, DIMENSION

ITEM
NO.

0292
0293
0394
0395

TYPICAL USE: Low cost construction, blocking, concrete forms, crates, dunnage.

NGR GRADE GRADING RULE

No. 3 NELMA All species permitted unless otherwise specified and justification
NH And PMA furnished. ’
RIS :
SPIB
WCLIB
WWPA

MOISTURE CONTENT: 19 percent maximum.
SURFACING: S4S

LENGTH: 6 feet and longer, permitting a maximum of 10 percent to be furnished in 6 through 9 foot lengths, and re-
quiring a minimum of 40 percent to be 14 feet and longer.

" FED SPEC: MM-L-751H, 13 August 1970.

NOMINAL SIZE

NIIN THK INCHES WIDTH INCHES
00-220-6244 2 6
00-220-6246 2 8
00-220-6248 2 10
00-220-6250 2 12
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FSC 5510 SOFTWOOD LUMBER

ITEM
NO.

0296
0297
0298
0299

ITEM
NO.

0300
0301
0302
0303
0304

(Common)

LUMBER, SOFTWQOOD, DIMENSION

TYPICAL USE: High quality construction, boxes, rafters, decking, stringers, etc.
NGR GRADE GRADING RULE

No. 1 NELMA All species permitted unless otherwise specified and justification
NH And PMA furnished.
RIS
SPIB
WCLIB
WWPA

MOISTURE CONTENT: 19 percent maximum.
SURFACING: S4S

LENGTH: 6 feet and longer, permitting a maximum of 10 percent to be furnished in 6 through 9 foot lengths, and re-
quiring a minimum of 40 percent to be 14 feet and longer.

FED SPEC: MM-L-751H, 13 August 1970.

NOMINAL SIZE
NIIN THK INCHES WIDTH INCHES
00-220-6148 2 6
00-220-6150 2 8
00-220-6152 2 10
00-220-6154 2 12

LUMBER, SOFTWOOD, DIMENSION

TYPICAL USE: Structural light framing and josts and planks for highest quality construction.
NGR GRADE GRADING RULE

Select Struc. NELMA All species permitted unless otherwise specified and justification
NH And PMA furnished.
RIS
SPIB
WCLIB
WWPA

MOISTURE CONTENT: 19 percent maximum.
SURFACING: S4S

LENGTH: 6 feet and longer, permitting a maximum of 10 percent to be furnished in 6 through 9 foot lengths, and re-
quiring a minimum of 40 percent to be 14 feet and longer.

FED SPEC: MM-L-751H, 13 August 1970.

NOMINAL SIZE
NIIN THK INCHES WIDTH INCHES
00-551-9669 2 4
00-551-9670 2 6
00-551-9667 2 8
00-551-9668 2 10
00-551-9666 2 12



FSC 5510 SOFTWOOD LUMBER
(Common)

LUMBER, SOFTWOOD, DIMENSION

TYPICAL USE: Low cost construction, blocking, concrete forms, crates, dunnage.

NGR GRADE GRADING RULE

Utility or No. 3 NELMA All species permitted unless otherwise specified and justification
NH And PMA furnished.
RIS
SPIB
WCLIB
WWPA

MOISTURE CONTENT: Any stage of seasoning.
SURFACING: Any degree of surfacing permitted.

LENGTH: 8 feet and longer, permitting a maximum of 5 percent to be furnished in 8 and 9 foot lengths, and requir-
ing a minimum of 50 percent to be 14 feet and longer.

FED SPEC: MM-L-751H, 13 August 1970.

ITEM NOMINAL SIZE
NO. NIIN THK INCHES WIDTH INCHES
0305 00-220-6274 4 4

LUMBER, SOFTW0OOD, DIMENSION

TYPICAL USE: General construction, boxes, crates, dunnage, blocking.

NGR GRADE GRADING RULE

Standard or No. 2 NELMA All species permitted unless otherwise specified and justification
NH And PMA furnished.
RIS
SPIB
WCLIB
WWPA:

MOISTURE CONTENT: Any stage of seasoning.
SURFACING: S§45

LENGTH: 8 feet and longer, permitting a maximum of 5 percent to be furnished in 8 and 9 foot lengths, and requir-
ing a minimum of 50 percent to be 14 feet and longer.

FED SPEC: MM-L-751H, 13 August 1970.

ITEM NOMINAL SIZE

NO. NIIN « THK INCHES WIDTH INCHES
0306 00-555-9105 3 3

0307 00-220-6214 3 4

0308 00-220-6226 4 4



FSC 5510 SOFTWOOD LUMBER

ITEM
NO.

0309
0310
0311
0312

(Common)

LUMBER, SOFTWOOD, DIMENSION

TYPICAL USE: Ordinary construction, boxes, crates, rafters, blocking, etc.
NGR GRADE GRADING RULE

No. 2 NELMA All species permitted unless otherwise specified and justification
NH And PMA furnished.
RIS
SPIB
WCLIB
WWPA

MOISTURE CONTENT: 19 percent maximum.
SURFACING: S4S

LENGTH: 6 feet and longer, permitting a maximum of 10 percent to be furnished in 6 through 9 foot lengths, and re-
quiring a minimum of 40 percent to be 14 feet and longer.

FED SPEC: MM-L-751H, 13 August 1970.

NOMINAL SIZE

NIIN THK INCHES WIDTH INCHES
00-220-6196 2 6
00-220-6198 2 8
00-220-6200 2 10
00-220-6202 2 12



FSC 5510

ITEM
NO.

0313

SOFTWOOD LUMBER

Standard 2’  Flooring or Decking (Common
PR
1172
—.
— s 1/8 o
el 5
: ITEM NO.
LUMBER, SOFTWOOD, DIMENSION 0313
TYPICAL USE: Subflooring, decking, heavy sheathing.
NGR GRADE GRADING RULE
No. 2 NELMA All species permitted unless otherwise specified and justification
NH And PMA furnished.
RIS
SPIB
WCLIB
WWPA

MOISTURE CONTENT: 19 percent maximum.

SURFACING: S2S and CM

LENGTH: 6 feet and longer, permitting a maximum of 5 percent to be furnished in 6 through 9 foot lengths, and re-
quiring a minimum of 40 percent to be 14 feet and longer.

FED SPEC: MM-L-751H, 13 August 1970.

NIIN

00-132-7108

NOMINAL SIZE
THK INCHES WIDTH INCHES

2 6
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FSC 5510 SOFTWOOD LUMBER

(Common)
LUMBER, SOFTWOOD, DIMENSION
TYPICAL USE: High quality construction and industrial uses.
NGR GRADE GRADING RULE
Construction or NELMA All species permitted unless otherwise specified and justification
No. 1 NH And PMA furnished.
RIS
SPIB
WCLIB
WWPA

MOISTURE CONTENT: Any stage of seasoning.
SURFACING: §4S

LENGTH: 8 feet and longer, permitting a maximum of 5 percent to be furnished in 8 and 9 foot lengths, and requir-
ing a minimum of 50 percent to be 14 feet and longer.

FED SPEC: MM-L-751H, 13 August 1970.

ITEM NOMINAL SIZE

NO. NIIN THK INCHES WIDTH INCHES
0314 00-220-6166 3 4

0315 00-220-6178 4 4

LUMBER, SOFTWOOD, DIMENSION

TYPICAL USE: Low cost construction, boxes, crates, dunnage, blocking.
NGR GRADE GRADING RULE

No. 3 NELMA All species permitted unless otherwise specified and justification
NH And PMA furnished.
RIS
SPIB
WCLIB
WWPA

MOISTURE CONTENT: Any stage of seasoning.
SURFACING: Any degree of surfacing permitted.

LENGTH: 8 feet and longer, permitting a maximum of 5 percent to be furnished in 8 and 9 foot lengths, and requir-
ing a minimum of 50 percent to be 14 feet and longer.

FED SPEC: MM-L-751H, 13 August 1970.

ITEM NOMINAL SIZE

NO. NIIN THK INCHES WIDTH INCHES
0316 00-167-6857 4 6

0317 00-167-6858 4 8

0318 00-167-6859 4 10

0319 00-167-6860 4 12

- 4-19



FSC 5510 SOFTWOOD LUMBER
(Common)

LUMBER, SOFTWOOD, DIMENSION

TYPICAL USE: General construction, skids, heavy crating.

NGR GRADE GRADING RULE

No. 2 NELMA All species permitted unless otherwise specified and justification
NH And PMA furnished.
RIS
SPIB
WCLIB
WWPA

MOISTURE CONTENT: Any stage of seasoning.
SURFACING: S48

LENGTH: 8 feet and longer, permitting a maximum of § percent to be furnished in 8 and 9 foot lengths, and requir-
ing a minimum of 50 percent to be 14 feet and longer.

FED SPEC: MM-L-751H, 13 August 1970.

ITEM NOMINAL SIZE

NO. NIIN THK INCHES WIDTH INCHES
0320 00-220-6216 3 6

0321 00-220-6218 3 8

0322 00-220-6220 3 10

0323 00-220-6222 3 12

0324 00-220-6228 4 6

0325 00-220-6230 4 8

0326 00-220-6232 4 10

0327 00-220-6234 4 12
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FSC 5510 SOFTWOOD LUMBER
(Common)

LUMBER, SOFTW0OD, DIMENSION

TYPICAL USE: High quality construction and industrial uses, heavy framing, decking.

NGR GRADE GRADING RULE

No. 1 NELMA All species permitted unless otherwise specified and justification furnished.
NH And PMA
RIS
SPIB
WCLIB
WWPA

MOISTURE CONTENT: Any stage of seasoning.
SURFACING: 545

LENGTH: 8 feet and longer, permitting a maximum of 5 percent to be furnished in 8 and 9 foot lengths, and requiring a
minimum of 50 percent to be 14 feet and longer.

FED SPEC: MM-L-751H, 13 August 1970.

ITEM NOMINAL SIZE
NO. NIIN THK INCHES WIDTH INCHES
0328 00-220-6168 3 6
0329 00-220-6170 3 8
0330 00-220-6172 3 10
0331 00-220-6174 3 12
0332 00-220-6180 4 6
0333 00-220-6182 4 8
0334 00-220-6184 4 10
0335 00-220-6186 4 12
0335A 00-274-5296 3 14
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FSC 5510

SOFTWOOD LUMBER
(Common)

LUMBER, SOFTWOOD, DIMENSION

ITEM
NO.

0336
0337
0338
0339
0340
0341
0342
0343
0344
0345

TYPICAL USE: Highest quality construction where good appearance and high strength are necessary.

NGR GRADE GRADING RULE

Select Struc. NELMA All species permitted unless otherwise specified and justification
NH And PMA furnished.
RIS
SPIB
WCLIB
WWPA

MOISTURE CONTENT: Any stage of seasoning.

'SURFACING: Rough

LENGTH: 8 feet and longer, permitting a maximum of 5 percent to be furnished in 8 and 9 foot lengths, and requir-
ing a minimum of 50 percent to be 14 feet and longer.

FED SPEC: MM-L-751H, 13 August 1970.
NOMINAL SIZE

NIIN THK INCHES WIDTH INCHES
00-551-9664 3 4
00-551-9663 3 6
00-551-9662 3 8
00-551-9661 3 10
00-551-9660 3 12
00-551-9659 4 4
00-551-9658 4 6
00-551-9657 4 8
00-551-9716 4 10
00-551-9717 4 12
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SOFTWOOD LUMBER
(Special Use)

All species permitted unless otherwise specified and justification
furnished.

FSC 5510
LATH, WOOD
TYPICAL USE: Lath ground work for plastering.
UNIT OF ISSUE: Bundle (50 pieces per BD)
MOISTURE CONTENT: Any stage of seasoning.
THICKNESS: 3/8 inch.
WIDTH: 1-1/4to 1-5/8 inch.
LENGTH: 4 feet.
GRADE GRADING RULE
Lath Grade RIS
No. 2 Lath SPIB
No. 2 Lath WCLIB
No. 2 Lath WWPA
ITEM
NO. NIIN

0346 00-183-8173
GRADE
Lath Grade
No. 1 Lath
No. 1 Lath
No. 1 Lath

ITEM
NO. NIIN

0347 00-132-8148

GRADING RULE

RIS
SPIB
WCLIB
WWPA

All species permitted unless otherwise specified and justification
furnished.
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FSC 5510 SOFTWOOD LUMBER
(Special Use)

LUMBER, SOFTWOOD, BOARD

TYPICAL USE: Tank (container) and boat construction.

GRADE GRADING RULE SPECIES

Tank Stock RIS Redwood

Under Four Inch WCLIB Douglas-Fir, Western Red Cedar
Tank Stock

MOISTURE CONTENT: 12 percent maximum.
SURFACING: S4S

LENGTH: 8 feet and longer, permitting a maximum of 10 percent to be furnished in 8 foot lengths, and requiring a
minimum of 40 percent to be 14 feet and longer.

WIDTH: 6 inches and wider.

FED SPEC: MM-L-751H, 13 August 1970.

ITEM FULL SAWN
NO. NIIN THK INCHES
0348 00-197-3003 1

LUMBER, SOFTWOOD, DIMENSION

TYPICAL USE: Tank (container) and boat construction.

GRADE GRADING RULE SPECIES

Tank Stock RIS Redwood

Under Four Inch WCLIB Douglas-Fir, Western Red Cedar
Tank Stock

SURFACING: S4S

LENGTH: 8 feet and longer, permitting a maximum of 10 percent to be furnished in 8 foot lengths, and requiring a
minimum of 40 percent to be 14 feet and longer.

WIDTH: 6 inches and wider

FED SPEC: MM-L—751H, 13 August 1970.

ITEM FULL SAWN

NO. NIIN THK INCHES MOISTURE CONTENT
0349 00-197-3004 2 15 Percent

0350 00-235-9769 3 19 Percent
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FSC 5510 SOFTWOOD LUMBER
(Special Use)

' LUMBER, SOFTWOOD, BOARD

TYPICAL USE: CEDAR planking for boats and ships.

SURFACING: Rough

LENGTH: 12 feet and longer, requiring a minimum of 50 percent to be 16 feet or longer.

WIDTH: 6 inches and wider, requiring a minimum of 60 percent to be 8 inches and wider, of which 15 percent must
' be 10 inches and wider.

MIL SPEC: Shall conform to Type I, Grade A, of MIL-L-2594D, 14 March 1988. (Port Orford or Alaska yellow:
cedar only.)

ITEM :

NO. NIIN NOMINAL THK (INCHES)

0351 00-220-4702

1
0352 00-220-4706 1-1/4
0353 00-220-4711 1-172

LUMBER, SOFTWOOD, DIMENSION

TYPICAL USE: CEDAR planking for boats and ships.

SURFACING: Rough

LENGTH: 12 feet and longer, requiring a minimum of 50 percent to be 16 feet or longer.

WIDTH: 6 inches and wider, requiring a minimum of 60 percent to be 8 inches and wider, of which 15 percent must
’ be 10 inches and wider.

MIL SPEC: Shall conform to Type 1, Grade B, of MIL-1.-2594D, 14 March 1988. (Port Orford or Alaska yellow:
cedar only.)

ITEM
NO. NIIN NOMINAL THK (INCHES)
0354 00-220-4716 2
LUMBER, SOFTW0OOD, DECKING
TYPICAL USE: Decking and manufacture of laminated shipdecking.
GRADE GRADING RULE SPECIES
C Ship Decking WCLIB Douglas-Fir All material shall be V.G. all sound heart-
Ship Decking WCLIB Douglas-Fir wood. No cutouts are permitted.
C and Btr VG Fin. WCLIB Douglas-Fir (V.G. = Vertical Grain)
SLOPE OF GRAIN: Not to exceed 1 in 12
MOISTURE CONTENT: 15 percent maximum
SURFACING: Rough
LENGTH: 16 feet and longer, requiring a minimum of 50 percent to be 20 feet or longer.
MIL SPEC: MIL-L-751H, 13 August 1970
ITEM FULL SAWN SIZE (INCHES)
NO. NIIN THK WIDTH
' NOTE: “DENSE” decking must be specified when ordering.
0355 00-551-5191 1 5
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FSC 5510 . SOFTWO0OOD LUMBER
(Special Use)

LUMBER, SOFTWOOD, DECKING

TYPICAL USE: Decking and planking for ships and barges.

GRADE GRADING RULE SPECIES

Ship Decking WCLIB Douglas-Fir SEE NOTE BELOW
MOISTURE CONTENT: 19 percent maximum

SURFACING: Rough

LENGTH: 16 feet and longer, requiring a minimum of 50 percent to be 20 feet or longer.

MIL SPEC: MIL-L-751H, 13 August 1970

ITEM FULL SAWN SIZE (INCHES)
NO. NIIN THK WIDTH
0356 00-559-1294 3-172 6-1/2

0357 00-559-1293 3-1/2 10

0358 00-752-9361 3-1/2 12

0359 01-176-1086 4 8

0360 00-220-4678 4-1/2 12

LUMBER, SOFTWOOD, DECKING

TYPICAL USE: Decking for ships and carriers.

GRADE GRADING RULE SPECIES

Ship Decking WCLIB Douglas-Fir SEE NOTE BELOW
SLOPE OF GRAIN: Not to exceed 1in 10

MOISTURE CONTENT: 19 percent maximum

SURFACING: S48

LENGTH: 16 feet and longer, requiring a minimum of 50 percent to be 20 feet or longer. .

MIL SPEC: MIL-L-751H, 13 August 1970

ITEM NET SURFACED SIZE (INCHES)
NO. NIIN THK WIDTH
0361 . 00-984-7553 3-1/2 6-1/2

NOTE: ‘‘DENSE” decking must be specified when ordering.
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FSC 5510

LUMBER, SOFTWOOD, DECKING

ITEM
NO.

0362
0363

TYPICAL USE: Decking and planking for barges.

SOFTWOOD LUMBER
(Special Use)

GRADE GRADING RULE SPECIES
Barge Planking and WCLIB Douglas-Fir SEE NOTE BELOW
Decking

MOISTURE CONTENT: 19 percent maximum

SURFACING: Rough, square edged

LENGTH: 20 feet and longer, requiring a minimum of 50 percent to be 30 feet or longer.

MIL SPEC: MIL-L-751H, 13 August 1970

NOMINAL SIZE (INCHES)

NIIN THK WIDTH
00-550-6933 3 12
00-550-6934 4 12

LUMBER, SOFTWOOD, DECKING

ITEM
NO.

0364

NOTE:

TYPICAL USE: Decking for ship and carrier margins.
GRADE GRADING RULE SPECIES
Margin Plank WCLIB Douglas-Fir
MOISTURE CONTENT: 19 percent maximum

SURFACING: S48

LENGTH: 16 feet and longer, requiring a minimum of 50 percent to be 20 feet or longer.

MIL SPEC: MIL-L-751H, 13 August 1970

FULL SAWN SIZE (INCHES)
NIIN THK WIDTH

00-984-7556 3-1/2 10

“DENSE”’ decking must be specified when ordering.
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FSC 5510 SOFTWOOD LUMBER

Standard 1’’ Flooring Pattern (Special Use)

3/4 ‘

1/4 r—

21/8,31/8,51/8

ITEM NO.
0365, 0366, 0367

LUMBER, SOFTWOOD, FLOORING

TYPICAL USE: High quality flooring

GRADE GRADING RULE SPECIES

Clear RIS Redwood

C Flooring SPIB Southern Pine

C And Btr Flooring WCLIB Douglas-Fir, Hem-Fir

C Select or Superior WWPA Douglas-Fir, Hem-Fir, Larch
Fin.

MOISTURE CONTENT: 15 percent maximum

SURFACING: S2S & SM. |

LENGTH: 4 feet and longer, permitting a maximum of 5 percent to be furnished in 4 through 7 foot lengths, and re-
quiring a minimum of 50 percent to be 12 feet and longer.

MIL SPEC: MIL-L-751H, 13 August 1970

ITEM NOMINAL SIZE (INCHES)
NO. ‘ NIIN THK WIDTH
0365 - 00-274-5269 1 3
0366 00-274-5270 1 4
0367 00-274-5271 1 6
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FSC 5510 Standard 1”’ Flooring Pattern SOFTWOOD LUMBER
(Special Use)

1/4 joemem——

— 21/8,31/8,51/8
LUMBER, SOFTWOOD, FLOORING
ITEM NO.
TYPICAL USE: High quality flooring. (Vertical Grain) 0369
GRADE GRADING RULE SPECIES
Clear, V.G. RIS Redwood
C Flooring, V.G. SPIB Southern Pine
C and Btr Floor- WCLIB Douglas-Fir, Hem-Fir
ing, V.G.
C Sel. V.G. or WWPA Douglas-Fir, Hem-Fir, Larch

Superior V.G. Fin.

MOISTURE CONTENT: 15 percent maximum
SURFACING: S2S & SM.

LENGTH: 4 feet and longer, permitting a maximum of 5 percent to be furnished in 4 through 7 foot lengths, and
requiring a minimum of 50 percent to be 12 feet and longer.

MIL SPEC: MIL-L-751H, 13 August 1970

ITEM NOMINAL SIZE (INCHES)
NO. NIIN THK WIDTH
0369 00-550-6875 1 4

LUMBER, SOFTWOOD, LAMINATED

“PERFECT PLANK?” pattern pine.

TYPICAL USE: Pattern making, models, bucks, etc.
SPECIES: Vertical grain soft pine.
SURFACING: S2S1E

. LENGTH: Assorted lengths 8 thru 16 feet. (OR AS SPECIFIED)

ITEM FREEMAN CO. (CAGE 1F275)
NO. NIIN THICKNESS WIDTH PART NO.

0931 01-257-4906 2 18 074014

0933 01-276-8670 2-1/2 18 074020
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FSC 5510

LUMBER, SOFTWOOD, SCAFFOLD PLANK

TYPICAL USE: Scaffold plank for boats and ships.

GRADE GRADING RULE SPECIES

Dense Indus. 65 SPIB Southern Pine
Scaffold Plank

Select Struc. Scaffold ~ WCLIB Douglas-Fir
Plank

Scaffold No. 2 WWPA ' Douglas-Fir, Larch

MOISTURE CONTENT: 19 percent maximum
SURFACING: No surfacing permitted
LENGTH: 16 feet

MIL SPEC: MIL-L-751H, 13 August 1970

ITEM FULL SAWN SIZE (INCHES)
NO. NIIN THK WIDTH
0370 00-550-6866 2 12

0371 00-550-6869 3 12

LUMBER, SOFTWOOD, SCAFFOLD PLANK

TYPICAL USE: Scaffold plank for boats and ships.

GRADE GRADING RULE SPECIES

Dense Indus. 72 SPIB Southern Pine
Scaffold Plank

Dense Premium WCLIB Douglas-Fir

Scaffold Plank

Scaffold No. 1 WWPA Douglas-Fir, Larch

MOISTURE CONTENT: 19 percent maximum
SURFACING: No surfacing permitted
LENGTH: 16 feet

MIL SPEC: MIL-L-751H, 13 August 1970

ITEM FULL SAWN SIZE (INCHES)
NO. . NIIN THK WIDTH
0372 00-551-9862 2-1/2 12

0373 00-550-6871 3 12
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(Special Use)



FSC 5510 ~ SOFTWOOD LUMBER

ITEM
NO.

0374
0375
0376
0377
0378
0379
0380

ITEM
NO.

0381
0382
0383
0384

(Special Use)

LUMBER, SOFTWOOD, SHOP

TYPICAL USE: Cutting quality finish grades used in lieu of shop grades for remanufacturing and finish purposes.

GRADE GRADING RULE SPECIES

D Select NELMA Eastern White Pine, Norway Pine
D Select NH And PMA Eastern White Pine, Norway Pine
D Select/Prime Fin  WWPA Ponderosa Pine, Sugar Pine
Quality WWPA Idaho White Pine

SURFACING: S25/S4S

LENGTH: 4 feet and longer, permitting a maximum of 5 percent to be furnished in 4 through 7 foot lengths, and re-
quiring a minimum of 50 percent to be 12 feet and longer.

WIDTH: 4 inches and wider, requiring a minimum of 60 percent to be 8 inches and wider.

MIL SPEC: MIL-L-751H, 13 August 1970

PERCENT
NIIN NOMINAL THK (INCHES) MOISTURE CONTENT
00-273-6765 1 15
00-273-6764 1-1/4 15
00-274-5260 1-172 15
00-273-6766 2 15
00-273-6767 2-172 19
00-274-5259 3 19
00-274-5648 4 19

LUMBER, SOFTWOOD, SHOP

TYPICAL USE: Cutting grade for remanufacturing purposes such as door and window stock, patterns, furniture,
and templates. (Minimum 50 percent clear)

GRADE GRADING RULE

No. 1 Cuts/No. 1 Shop NELMA All species permitted unless otherwise specified and justification
No. 1 Shop NH And PMA furnished.

No. 1 Shop RIS

No. 1 Shop SPIB (“‘D finish (or better)’’ grade for items 0384, 0385).

No. 1 Shop . WCLIB

No. 1 Shop WWPA

SURFACING: Rough
LENGTH: 4 feet and longer, permitting a maximum of 25 percent to be furnished in 4 through 8 foot lengths.
WIDTH: 4 or 5 inches and wider, per applicable association standard.

FED SPEC: MM-L-751H, 13 August 1970.

NOMINAL PERCENT
NIIN THK INCHES MOISTURE CONTENT
00-220-1663 1 15
00-220-1651 . 1-172 15
00-220-1652 2 15
00-220-1654 3 19
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FSC 5510 SOFTWOOD LUMBER
: ) {Special Use)

LUMBER, SOFTW0OOD, SHGP

TYPICAL USE: Cutting grade for remanufacturing purposes such as door and window stock, patterns, furniture, !

and templates. (Minimum 50 percent clear)

GRADE GRADING RULE

No. I Cuts/No. | Shop NELMA All species permitted unless otherwise specified and justification
No. 1 Shop - * NH And PMA furnished. :

No. 1 Shop RIS

No. 1 Shop : SPIB

No. 1 Shop WCLIB

No. 1 Shop WWPA

MOISTURE CONTENT: 15 percent maximum.

SURFACING: 828

LENGTH: 4 feet and longer, permitting a maximum of 25 percent to be furnished in 4 through 8 foot lengths.
WIDTH: 4 or 5 inches and wider, per applicable association standard.

FED SPEC: MM-L-751H, 13 August 1970.

ITEM NOMINAL
NO. NIIN THK INCHES
0386 00-220-1642 1

0387 .00-220-1643 1-1/4

LUMBER, SOFTWOOD, SHOP

TYPICAL USE: Cutting grade for remanufacturing purposes such as door and window stock, patterns, furniture,
and templates. (Minimum 70 percent clear)

GRADE GRADING RULE

Factory Select NH And PMA Eastern Spruce, Eastern White Pine,
Norway Pine

Factory Select/Select Shop WCLIB Douglas-Fir, Sitka Spruce

Factory Select WWPA Douglas-Fir, Idaho White Pine,
Ponderosa Pine, Sugar Pine

Factory Select NELMA Eastern White Pine, Norway Pine

SURFACING: Rough

LENGTH: 4 feet and longer, permitting a maximum of 25 percent to be furnished in 4 through 8 foot lengths.
WIDTH: 5 inches and wider, per applicable association standard.

FED SPEC: MM-L-751H, 13 August 1970.

ITEM NOMINAL PERCENT
NO. NIIN THK INCHES MOISTURE CONTENT

0388 00-220-1537 1
0389 00-220-1538 1
0390 00-220-1539 1
0391 00-220-1540 2 15
0392 00-220-1542 3
0393 00-220-1543 4
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FSC 5510 SOFTWOOD LUMBER
(Special Use)

LUMBER, HARDWOOD/SOFTWOOD

TYPICAL USE: Templates and patterns.

GRADE GRADING RULE SPECIES

C Select NELMA Eastern White Pine, Balsam Fir, Eastern Spruces

Selects NHLA Basswood

C and Btr Sel NH And PMA Balsam Fir, Eastern Spruces, Eastern White Pine

C and Btr Fin WCLIB Sitka Spruce

C Select or Sup. WWPA Englemann Spruce, Idaho White Pine, Ponderosa Pine, Sugar
Finish Pine

Choice WWPA Idaho White Pine

MOISTURE CONTENT: 15 percent maximum.
SURFACING: 84S

LENGTH: 8 feet and longer, permitting a maximum of 5 percent to be furnished in 8 foot lengths, and requiring a
minimum of 50 percent to be 12 feet and longer.

FED SPEC: Hardwood Lumber - MM-L-736C, 9 March 1973.
Softwood Lumber - MM-L-751H, 13 August 1970.

ITEM NOMINAL SIZE

NO. NIIN THK INCHES WIDTH INCHES
0394 00-551-5186 3/8 6

0395 00-551-5184 3/8 10
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FSC 5510 SOFTWOOD LUMBER
(Special Use)

Bevel Siding. : 1/2°'x6”

15/32
3/16

5172 —

ITEM NO.
0396

LUMBER, SOFTWOOD, SIDING

TYPICAL USE: Beveled siding for exterior surfaces.

GRADE GRADING RULE SPECIES
Clear Siding RIS Redwood
B Bevel Siding WCLIB Western Red Cedar
B Bevel Siding WWPA Western Red Cedar

MOISTURE CONTENT: 15 percent maximum.
SURFACING: SIS2E Beveled Siding.

LENGTH: 4 feet and longer, permitting a maximum of 5 percent to be furnished in 4 through 7 foot lengths, and re-
quiring a minimum of 50 percent to be 12 feet and longer.

FED SPEC: MM-L-751H, 13 August 1970.

ITEM NOMINAL SIZE
NO. NIIN THK INCHES WIDTH INCHES
0396 00-550-6884 172 6
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FSC 5510 SOFTWOOD LUMBER
(Special Use)

Standard Pattern 1’’ Drop Siding

r——/ 23/32

—— el 3/8  |jeem————

e 5,6 3/4, A——

ITEM NO.

LUMBER, SOFTWOOD, SIDING 0397, 0398, 0400

TYPICAL USE: Drop siding for exterior surfaces.

GRADE GRADING RULE

D Select NELMA All species permitted unless otherwise specified and justification
D Select NH And PMA furnished.

Clear RIS

D Drop Siding SPIB

D WCLIB

D Select/Quality WWPA

MOISTURE CONTENT: 15 percent maximum.
SURFACING: Standard pattern No. 105. (S8/L)

LENGTH: 4 feet and longer, permitting a maximum of 5 percent to be furnished in 4 through 7 foot lengths, and re-
quiring a minimum of 50 percent to be 12 feet and longer.

FED SPEC: MM-L-751H, 13 August 1970.

ITEM ' NOMINAL SIZE

NO. NIIN THK INCHES WIDTH INCHES
0397  00-274-5335 1 6

0398  00-274-5332 1 8

435



FSC 5510 ’ SOFTWOOD LUMBER
(Special Use)

STANDARD PATTERN 1’ DROP SIDING

_ 4 -

23/32
1/4
5-1/8 ‘
ITEM NO.
0401
LUMBER, SOFTWOOD, SIDING

TYPICAL USE: High quality drop siding for exterior surfaces.
GRADE GRADING RULE
C Select NELMA All species permitted unless otherwise specified and justification
C Select NH And PMA furnished.
Clear RIS
C Drop Siding SPIB
C and Btr Siding WCLIB
C Select/Choice WWPA

MOISTURE CONTENT: 15 percent maximum.

LENGTH: 4 feet and longer, permitting a maximum of 15 percent to be furnished in 4 through 7 foot lengths, and re- ‘
quiring a minimum of 50 percent to be 12 feet and longer.

FED SPEC: MM-L-751H, 13 August 1970.

ITEM NOMINAL SIZE

NO. NIIN THK INCHES WIDTH INCHES SURFACING

0400 00-550-6887 1 ' 6 Std pattern No. 105 (S/L)
0401 00-550-6886 1 . 6 Std pattern No. 106 (T&G)
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FSC 5510 SOFTWOOD, LUMBER
(Special Use)

2"’ Stepping
1172
11 1/4 —
ITEM NO.
0402
LUMBER, SOFTWOOD, STEPPING
TYPICAL USE: Stair Steps.
GRADE GRADING RULE SPECIES
C Stepping SPIB Southern Pine
C and Btr V.G. WCLIB/WWPA Douglas-Fir, Hem-Fir

Stepping
MOISTURE CONTENT: 15 percent maximum.
SURFACING: S3SNIE; nosed edge shall have a radius of 7/8 inch.

LENGTH: 4 feet and longer, permitting a maximum of 20 percent to be furnished in 4 through 7 foot lengths, and re-
quiring a minimum of 50 percent to be 12 feet and longer.

FED SPEC: MM-L-751H, 13 August 1970.

ITEM NOMINAL SIZE
NO. NIIN THK INCHES WIDTH INCHES
0402 00-174-2025 2 12
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FSC 5510 SOFTWOOD LUMBER

(Timbers)
LUMBER, SOFTWQOOD, TIMBER
TYPICAL USE: Beams, stringers, posts, columns, struts. '
GRADE GRADING RULE
No. 2 NELMA All species permitted unless otherwise specified and justification
No. 2 NH And PMA furnished.
No. 2 Struc. RIS
No. 2 SR SPIB
No. 2 Struc. WCLIB
No. 2 WWPA

MOISTURE CONTENT: Any stage of seasoning.

SURFACING: Rough

LENGTH: 10 feet and longer, permitting a maximum of 10 percent to be furnished in 10 foot lengths, and requiring a
minimum of 50 percent to be 14 feet and longer.

FED SPEC: MM-L-751H, 13 August 1970.

ITEM NOMINAL SIZE

NO. NIIN THK INCHES WIDTH INCHES
0403 00-273-6791 6 6
0404 00-273-6790 6 8
0405 00-640-9722 6 10
0406 00-167-6861 6 12
0407 '00-275-2574 8 8
0408 00-273-6771 8 10
0409 00-167-6862 8 12
0410 00-167-6863 10 10
0411 00-167-6864 12 12
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FSC 5510 SOFTWOOD LUMBER

(Timbers)
LUMBER, SOFTWOOD, TIMBER
TYPICAL USE: Beams, stringers, posts, columns, structs.
GRADE GRADING RULE
No. 1 NELMA All species permitted unless otherwise specified and justification
No. 1 NH And PMA . furnished.
No. 1 Struc. RIS
No 1 SR SPIB
No. 1 Struc. WCLIB
No. 1 WWPA

MOISTURE CONTENT: Any stage of seasoning.v
SURFACING: Rough

LENGTH: 10 feet and longer, permitting a maximum of 10 percent to be in 10 foot lengths, and requiring a minimum
of 50 percent to be 14 feet and longer.

FED SPEC: MM-L-751H, 13 August 1970.

ITEM NOMINAL SIZE

NO. NIIN THK INCHES WIDTH INCHES
0412 00-550-6825 6 6
0413 00-551-9745 6 8
0414 00-551-9746 6 10
0415 00-551-9747 6 12
0416 00-551-9748 6 14
0417 00-286-1228 6 16
0418 00-550-6824 8 8
0419 00-551-9749 8 10
0420 - 00-551-9750 8 12
0421 00-551-9751 8 14
0422 00-550-6823 10 10
0423 00-551-9752 10 12
0424 00-551-9753 10 14
0425 00-550-6822 12 12
0426 00-551-9755 12 14
0427 00-551-9754 12 ' 16
0428 00-550-6821 14 14
0429 00-550-6820 16 16
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FSC 5510 SOFTWOOD LUMBER

(Timbers)
LUMBER, SOFTWOOD, TIMBER
TYPICAL USE: Beams, stringers, posts, columns, struts,
GRADE GRADING RULE
No. 1 Cohe NELMATC T ’ ~ All species permitted unless otherwise specified and justification
No. 1 NH And PMA o furnished.
No. 1 Struc. RIS
No 1 SR SPIB
No. 1 Struc. WCLIB
No. 1 WWPA

MOISTURE CONTENT: Any stage of seasoning.
SURFACING: S48

LENGTH: 10 feet and longer, permitting a maximum of 10 percent to be in 10 foot lengths, and requiring a minimum
of 50 percent to be 14 feet and longer.

FED SPEC: MM-L-751H, 13 August 1970.

ITEM NOMINAL SIZE =
NO. NIIN THK INCHES : "WIDTH INCHES
0430  00-550-6819 6 ; 6
0431  00-551-9756 6 ‘ 8
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FSC 5510 SOFTWOOD LUMBER

(Timbers)
LUMBER, SOFTWO0OOD, TIMBER
TYPICAL USE: High quality beams, stringers, posts, columns, struts.
GRADE GRADING RULE
Select Struc. NELMA All species permitted unless otherwise specified and justification
Select Struc. NH And PMA furnished.
Select Struc. RIS
No. 1 Dense SR SPIB
Select Struc. WCLIB
Select Struc. WWPA

MOISTURE CONTENT: Any stage of seasoning.
SURFACING: Rough

LENGTH: 10 feet and longer, permitting a maximum of 10 percent to be furnished in 10 foot lengths, and requiring a
minimum of 50 percent to be 14 feet and longer.

FED SPEC: MM-L-751H, 13 August 1970.

ITEM NOMINAL SIZE :
NO.  NIIN THK INCHES WIDTH INCHES

0432 00-272-7761 6

0433 00-551-8927 6

0434 00-197-3000 6 10
6
8
8

0435 00-551-8925 12
0436 00-551-8923 10
0437 00-197-3001 12
0438 00-273-6783 10 10
0439 00-551-8920 10 12
0440 00-273-6784 12 12
0441 00-551-8918 12 14
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MOULDING






FSC 5510 » MOULDiNGS

ASTRAGAL ASTRAGAL BASE SHOE
ITEM NO. 0442 : ITEM NO. 0443 ITEM NO. 0444

MOULDING, WOOD

TYPICAL USE: Interior and exterior trim.

UNIT OF ISSUE: FT

GRADE GRADING RULE All species permitted. Glued stock is not permitted.
Clear RIS

B and B Mouldings SPIB

Mouldings WCLIB

Std. Mouldings WWPA

MOISTURE CONTENT: 15 percent maximum.

LENGTH: 4 feet and longer, permitting a maximum of 10 percent to be 4 through 7 feet long, and requiring a
minimum of 60 percent to be 12 feet and longer.

FED SPEC: MM-L-751H, 13 August 1970.
NOTE: See Southern Pine Inspection Bureau publication ‘‘Standard Wood Mouldings 8000 Series Moulding Book”’

and Western Wood Moulding and Millwork Producers catalog ‘““WM Series Moulding Patterns’’ for illustrations of
other available patterns and sizes.

ITEM

NO. NIIN SECTIONAL SIZE (INCHES) PATTERN NUMBER
0442 00-222-1703 1-5/8 x 2-1/2 8875

0443 00-274-7431 1-5/16 x 2-5/8 8876

0444 00-274-7432 /8 x3/4 8427

(CONTINUED NEXT PAGE)
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FSC 5510

D

BASE SHOE CORNER
ITEM NO. 0445 ITEM NO. 0446

N

HALF ROUND

CROWN ITEM NO. 0450, 0451,
ITEM NO. 0449 0452, 0453, 0454

MOULDING, WOOD (CONT)

ITEM

NO. NIIN SECTIONAL SIZE (INCHES) PATTERN NUMBER
0445 00-224-7622 172 x3/4 8422/WM126
0446 00-274-7434 1-5/16 x 1-5/16 8238/WM204
0447 00-274-7436 3/4 x1/8 8060/WM92
0448 00-274-7437 3/4 x1-1/8 8061/WM90
0449 00-224-7624 9/16 x 1-3/4 WM60

0450 00-132-8162 5/16 x 5/8 8076/WM123
0451 00-224-7625 3/8 x11/16 8077/ WM122
0452 00-222-1701 172 x1 8078/WM120
0453 00-224-7626 - 5/8 x1-1/4 8079

0454 00-222-8357 174 x 172 WMI124
0455 00-224-7627 9/32 x 1-3/8 WM267

0456 00-224-7628 9/32x 1-3/4 WM265

MOULDINGS

COVE
ITEM NO. 0447, 0448

-

L

LATTICE
ITEM NO. 0455, 0456

(CONTINUED NEXT PAGE) ‘



FSC 5510

MOULDING, WOOD (CONT)

SCREEN/S4S STOCK
ITEM NO. 0457

PICTURE
ITEM NO. 0460

ITEM
NO.

0457
0458
0459
0460
0461
0462
0463
0464
0465
0466
0467

PICTURE
ITEM NO. 0458

QUARTER ROUND
ITEM NO. 0461, 0462,
0463, 0464, 0465, 0466

MOULDINGS

PICTURE
ITEM NO. 0459

SCREEN
ITEM NO. 0467

8065/ WM 105 - May be supplied as WM106, 11/16 x 11/16

NIIN SECTIONAL SIZE (INCHES) PATTERN NUMBER
00-274-7445 1/2x 3/4 8432/ WM254
00-274-7446 11/16 x 1-3/4 WM276
00-274-7447 3/4x 1-3/4 8265
00-222-1699 11/16 x 1-3/4 WM273
00-224-7629 1/ax1/4 WMI110
00-132-8170 3/8x3/8 WM109

. 00-224-7630 1/2x1/2 8063/ WM 108
00-276-9991 5/8x5/8 8064/ WM107
00-222-1700 3/4x3/4
00-132-8175 1-1/16 x 1-1/16 WM103
00-274-7448 1/4x3/4 8610/ WM 142

5-3
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FSC 5510 MOULDINGS

SCREEN SCREEN STOP ‘
ITEM NO. 0468 ITEM NO. 0469 ITEM NO. 0470

D,

STOP, WINDOW

STOP, WINDOW STOP, WINDOW AND DOOR
AND DOOR AND DOOR ITEM NO. 0474, 0475,
ITEM NO. 0471, 0472 ITEM NO. 0473 0476

MOULDING, WOOD (CONT)

ITEM

NO. NIIN SECTIONAL SIZE (INCHES) PATTERN NUMBER
0468 00-274-7449 174 x 3/4 8611/WM144
0469 00-224-7632 3/8 x 3/4 8140/WM137
0470 00-276-9995 3/8x1/2 8562

0471 00-274-7443 1/2 x 1-1/8 8118

0472 00-274-7444 1/2 x 1-3/8 8119

0473 00-274-7442 1/2 x 1-3/8 8098

0474 00-274-7439 3/8 x 1-5/8 8085/WM915
0475 00-274-7441 1/2 x 1-1/8 8097

0476 00-274-7440 1/2 x 1-3/8 8096

(CONTINUED NEXT PAGE) ‘
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FSC 5510

WATER TABLE/DRIP CAP

ITEM NO. 0477

ITEM NO. 0478

MOULDING, WOOD (CONT)

ITEM
NO.

0477
0478
1060
0969

NIIN

00-276-9994
00-276-999%6
01-209-0863
01-287-8897

SECTIONAL SIZE (INCHES)

1-1/16 x 2-1/2
1-1/16 x 3-5/8
11/16x2-1/4
11/16x2-1/4

WINDOW, STOOL

CASING

CASING ITEM NO.0969

ITEM NO. 1060

PATTERN NUMBER

8285

8267/ WM 1131
WM330
WM324

5-5
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PILING

Preservative treated for:
A. Coastal Waters
B. Land or Fresh Water

NOTE: See ASTM D25-89 for additional sizes.



FSC 5510 PILING
WOOD-DAMAGE CHARACTERISTICS

by Marine Borers

Limnoria (gribbles) typical
1/4 to 1/2 in.

(6 to 12mm) Note: CREOSOTE ineffective
deep burrows against Limnoria Tripunctata.

=00

‘““HOURGLASS"’ Effect

Teredo (shipworm) damage (typical)

NOTE: Usually little evidence can be
found to indicate shipworm attack.
(1/16 inch diameter or less)
entrance hole)

Pholad damage (typical)

Note: Approx 1/4 inch entrance
hole. ‘
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FSC 5510 PILING
PILE, WOOD

' PRESERVATIVE TREATMENT: Shall conform to Table II FED SPEC TT-W-00571J; 31 October 1974.

SPECIES: Coastal Douglas-Fir, Southern Pine
TYPE: 1I TABLE 1 of ASTM D25-89

NOTE: For use in Coastal Waters in areas where moderate to heavy Limnoria attack expected but Pholads absent
(waterborne salts only)

’ FED SPEC: MM-P-371C, 14 December 1972

ITEM MINIMUM
CIRCUMFERENCE (INCHES)

NO. NIIN LENGTH (FEET) 3 FT FROM BUTT- TIP*
0479 00-260-5927 25 38 27
0480 00-260-5928 30 41 29
0481 00-260-5929 35 41 28
0482 00-260-5930 40 ‘ 41 27
0483 00-260-5931 45 ’ 41 26
0484 00-260-5932 50 44 28
0485 00-260-5933 55 44 27
0486 00-260-5934 60 47 30
0487 00-260-5935 65 50 31
0488 00-260-5936 70 50 30
0489 00-260-5937 75 50 29
0490 00-241-2590 80 57 35

' PILE, WOOD

PRESERVATIVE TREATMENT: Shall conform to Table 11 FED SPEC TT-W-00571J; 31 October 1974.
SPECIES: Coastal Douglas-Fir, Southern Pine

TYPE: 1I Table 1 of ASTM D25-89

NOTE: For use in Coastal Waters in areas where Teredo are present with light Limnoria activity (Creosote only).

FED SPEC: MM-P-371C, 14 December 1972

ITEM . MINIMUM
CIRCUMFERENCE (INCHES)

NO. NIIN LENGTH (FEET) 3F¥T FROM BUTT- TIP*
0491 00-260-5943 25 38 27
0492 00-260-5944 30 41 29
0493 00-260-5945 35 41 28
0494 00-260-5946 40 41 27
0495 00-260-5947 45 41 26
0496 00-260-5948 50 44 28
0497 00-260-5949 55 44 27

* Order other size piles IAW the accompanying ASTM D-25 tables, preceding this page.

(CONTINUED NEXT PAGE)
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FSC 5510

ITEM
NO.

0498
0499
0500
0501

ITEM
NO.

0502
0503
0504
0505
0506
0507

PILE, WOOD, (CONT)

'LENGTH (FEET) .

MINIMUM
CIRCUMFERENCE

~ 3FT FROM BUTT-

47
50
50
50

(INCHES)
TIP*

PILING

PRESERVATIVE TREATMENT: Shall conform to Table IIl FED SPEC TT-W-00571J, 31 October 1974,

SPECIES: Coastal Douglas-Fir, Southern Pine

TABLE 1 of ASTM D25-89

NOTE: For use in Coastal Waters in areas where Limnoria Tripunctata and Pholads are acnve or tropical waters
where Borer hazard information is lacking. (Waterborne salts and creosote)

FED SPEC: MM-P-371C, 14 December 1972

LENGTH (FEET)

NIIN
00-260-5950
00-260-5951 65
00-260-5952 70
00-260-5953 75

PILE, WOOD

TYPE: 11

NIIN
00-889-2358 40
00-889-2359 55
00-889-2360 60
00-889-2361 65
00-889-2362 70
00-889-2363 75

MINIMUM

CIRCUMFERENCE
3 FT FROM BUTT-

* Order other size piles AW the accompanying ASTM-D-25 tables.

6-2

(INCHES)

TIP*



FSC 5510 PILING
PILE, WOOD

TYPICAL USE: Docks, wharves, building foundations, etc.

PRESERVATIVE TREATMENT: Shall conform to Table Il of FED SPEC TT-W-00571J, 31 chober 1974.
SPECIES: Coastal Douglas-Fir, Lodgepole Pine, Southern Pine, Ponderosa Pine, Jack Pine, Red (Norway) Pine.
TYPE: 1I TABLE 1 of ASTM D25-89

NOTE: Land or fresh water use.

FED SPEC: MM-P-371C, 14 December 1972

ITEM . MINIMUM CIRCUMFERENCE (INCHES)
NO. NIIN LENGTH (FEET) 3FT FROM BUTT- TIP*
0508 00-290-2082 25 38 - 27
0509 00-160-3513 30 41 29
0510 00-160-3514 35 41 28
0511 00-160-3515 40 4] 27
0512 . 00-290-2091 45 41 26
0513 00-160-3517 50 44 28
0514 00-160-3518 55 44 27
0515 00-160-3519 60 47 30
0516 00-290-2083 65 50 ' 31
0517 00-160-3521 70 50 30
0518 00-160-3522 75 50 29
0519 00-160-3523 80 57 35
0520 00-160-3525 90 57 33
PILE, WOOD

TYPICAL USE: Cofferdams, falsework, other temporary construction,

SPECIES: Coastal Douglas-fir, Lodgepole Pine, Southern Pine, Ponderosa Pine, Jack Pine, Red (Norway) Pine.
PRESERVATIVE TREATMENT: Shall conform to Table I FED SPEC TT-W-00571J, 31 October 1974.
TYPE: 11 TABLE 2 of ASTM D25-89

NOTE: Land or fresh water use.

FED SPEC: MM-P-371C, 14 December 1972

ITEM MINIMUM CIRCUMFERENCE (INCHES)

NO. NIIN LENGTH (FEET) 3FT FROM BUTT- TIP*
0521 00-290-2109 25 30 30
0522 00-290-2110 40 26 19
0523 00-290-2107 45 27 19
0524 00-290-2108 50 28 19
0525 00-290-2105 55 29 19
0526 00-290-2106 60 30 19
0527 00-290-2103 65 31 19
0528 00-290-2104 70 32 19
0529 00-290-2102 75 33 19

* Order other size piles IAW the accompanying ASTM-D-25 tables.
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FSC 5510 PLUGS
PLUG, WOOD

TYPICAL USE: Damage control on ships.

SPECIES: Various

Conical cross section with parallel ends and smooth sides of regular taper.

UNIT OF ISSUE: Each

NAVSEA DRAWING: 803-5184291, January 24, 1984 - Rev. A, October 27, 1988.

ITEM DIAMETER/INCHES LENGTH
NO. NIIN LARGE SMALL  INCHES
0530 00-260-8953 1 0 3
0531 00-260-8958 2 0 4
0532 00-260-8962 3 0 8
0533 00-260-8966 5 1 10
0534 00-260-8969 7 3 10
0535 00-260-8973 8 4 10
0536 00-260-8949 10 7 12

PLUG, WOOD

TYPICAL USE: Emergency repair to fabric water tanks, pneumatic boats, life rafts, fuel tanks, and drums.
SPECIES: Various hardwood.

Conical shape and threaded.

UNIT OF ISSUE: Each

ARMY DRAWING: 13211E3085, 25 May 1965, Revision J.

ITEM DIAMETER/INCHES LENGTH

NO. NIIN LARGE SMALL INCHES

0537 00-255-9493 3/4 174 3
PLUG, WOOD

TYPICAL USE: Emergency repair to fabric water tanks, pneumatic boats, life rafts, fuel tanks, and drums.
SPECIES: Various hardwood

Conical shape and threaded

UNIT OF ISSUE: Each

ARMY DRAWING: 13211E3084, 25 May 1965.

ITEM DIAMETER/INCHES iENGTH
NO. NIIN LARGE SMALL  INCHES
0538 00-255-9492  1-172 172 5
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POLES

Line Construction, gained and bored for two
crossarms.

Preservative Treated. If a specific type preser-
vative is desired, it must be specified.



FSC 5510 POLES

Pole (typical) with slab gain Pole (typical) with mortise
and 150 roof. gains and flat roof.

Holes - 11/16 in. dia. Holes - 11/16 in. dia.

——l ) 101/4” £ 1/4>

Y 10 1/47 £ 1747 -1

L I

:

247

0
£

ik

30

13

Side Side



FSC 5510

ITEM
NO.

0539
0540
0541
0542
0543
0544
0545
0546
0547
0548
0549
0550
0551
0552
0553
0554
0555
0556
0557
0558
0559
0560
0561
0562
0563
0564 .
0565
0566
0567
0568
0569
0570
0571
0572
0573
0574
0575
0576
0577
0578
0579
0580
0581
0582
0583
0584
0585
0586
0587

POLE, LINE CONSTRUCTION, WOOD

TYPICAL USE: Communication and transmission lines.

ROOFING AND GAINING, AND BORING:
4-1/2 inch crossarms, 2 holes drilled 11/16 inch diameter and s

POLES

15 Degree one way or flat, mortise or slab gained for two standard

inch, plus or minus 1/4 inch from peak of roof.

TYPE:

paced 24 inches apart with center of top hole 10-1/4

PRESERVATIVE TREATMENT: Shall conform to Table 1I, FED SPEC TT-W-00571J, 31 October 1974

FED SPEC: MM-P-371C, 14 December 1972

NIIN

00-983-8814
00-983-8807
00-161-2770
00-983-8813
00-263-8669
00-161-3410
00-161-2771
00-641-1102
00-161-2908
00-983-8811
00-983-8821
00-161-2951
00-161-3411
00-161-2772
00-983-8812
00-161-2952
00-161-2756
00-161-2773
00-161-3316
00-983-8815
00-983-8810
00-983-8820
00-161-2953
00-161-2757
00-161-2774
00-880-9283
00-161-3317
00-983-8816
00-983-8809
00-983-8819
00-263-8673
00-161-2758
00-161-2775
00-983-8817
00-161-3318
00-161-2912
00-983-8808
00-161-2955
00-161-2759
00-161-2776
00-161-3301
00-161-3319
00-161-2913
00-161-2956
00-161-2760
00-161-2777
00-161-3302
00-161-3320
00-161-2914

LENGTH (FEET)

16

O\MhWN'—‘O\M&WNH\IO\MJ&WNH\O\IO\M-lkwNH\O\IO\MWNHO\WNH\O\JO\MMNHO\M\IO\

CLASS* (Minimum Circumference)

(CONTINUED NEXT PAGE)



FSC 5510 ' ) POLES
POLE, LINE CONSTRUCTION, W0OOD (Cont)

ITEM

NO. NIIN LENGTH (FEET) CLASS* (Minimum Circumference)
0588 00-161-2957 50 1
0589 00-161-2761 50 2
0590 00-161-2778 50 3
0591 00-161-3303 50 -4
0592 00-161-2958 55 1
0593 00-161-2762 55 2
0594 00-161-2779 55 3
0595 00-983-8818 55 4
0596 00-161-2959 60 1
0597 00-161-2763 60 2
0598 00-161-2780 60 3
0599 00-161-3305 60 4
0600 00-161-3404 65 1
0601 00-161-2764 65 2
0602 00-161-2781 65 3
0603 00-161-3405 70 1
0604 00-161-2765 70 2
0605 00-161-2782 70 3
0606 00-161-3406 75 1
0607 00-161-2766 75 2
0608 00-161-2783 75 3
0609 00-161-3407 80 1
0610 00-161-2767 80 2
0611 00-161-2784 80 3
0612 00-161-3309 80 4
0613 00-161-3408 85 1
0614 00-161-2768 85 2
0615 00-161-2785 85 3
0616 00-161-3409 90 1
0617 00-161-2769 90 2
0618 00-161-2786 90 3
0619 00-263-8685 95 1
0620 00-268-3157 95 2
0621 00-263-8546 95 3
0622 00-263-8686 100 1
0623 00-268-3158 100 2
0624 00-263-8547 100 3
0625 00-263-8687 105 1
0626 00-268-3127 105 2
0627 00-263-8688 110 1
0628 00-268-3128 110 2
0629 00-263-8689 115 1
0630 00-268-3129 115 2
0631 00-263-8690 120 1
0632 00-268-3130 120 2

NOTE: See ANSI 05.1-87 for size classes.
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POSTS

Preservative treatéd fence posts. If a specific
type preservative is desired, it must be specified.






FSC 5510 POSTS
POST, WOOD

TYPICAL USE: Corner or line posts.

SPECIES: Douglas-Fir, Jack Pine, Lodgepole Pine, Ponderosa Pine, Red (Norway) Pine, Southern Pine, Western
Hemlock, Western Larch.

GRADE: Post shall be sound, free from decay, excessive knots, checks, and end splits that might affect serviceability.
Crooks are permitted in one plane only.

MANUFACTURE: Post shall be cleanly peeled. The natural taper shall be followed in peeling. Post shall have ends
cut square. ’

PRESERVATIVE TREATMENT: Shall conform to Table II, FED SPEC TT-W-00571J, 31 October 1974,

NOTE: Preservative type desired should be specified.

ITEM MINIMUM

NO. NIIN LENGTH (FEET) DIAMETER INCHES TYPE
0633 00-276-3319 6 8 Corner
0634 00-276-3321 7 4 Line
0635 00-276-3328 8 5 Corner
0636 00-276-3329 8 6 Corner
0637 00-276-3331 8 8 Corner

9-1






STAKES






FSC 5510 STAKES

STAKE, W0OOD

TYPICAL USE: Ground stake

SPECIES: Oak

ARMY DWG: SCA 14724, FSCM 80063; 15 June 1944, Revision B. Round stake with steel collar at one end, pointed
at the opposite end.

ITEM SIZE IN INCHES
NO. NIIN DIAMETER LENGTH
0639 00-224-7706 1-9/16 36
0640 00-286-7202 1-3/4 36

STAKE, WOOD

TYPICAL USE: Ground stake.

SPECIES: Oak

ARMY DWG: 8129881, FSCM 18876; 30 June 1953, Revision B. Square cross section, four-beveled end shape,

ITEM SIZE IN INCHES
NO. NIIN DIAMETER LENGTH
0641 00-171-4043 1-172 18

10-1






TIES

Railroad; Cross and Switch type. Preservative
treated with creosote or pentachlorophenol in
heavy oil only.






FSC 5510 TIES
TIE, RAILROAD, WOOD

' TYPICAL USE: Railroad crosstie.

UNIT OF ISSUE: EA
PRESERVATIVE TREATMENT: TT-W-00571J, 31 October 1974, Table 1

FED SPEC: MM-T-371E, Type 2; 31 July 1975.

ITEM DIMENSIONS
' NO. NIIN THK INCHES WIDTH INCHES LENGTH (FEET)
0642 00-263-9235 6 8 8
0643 00-227-1193 6 8 8-1/2
0644 00-263-9236 7 g 8
0645 00-227-1194 7 8 8-1/2
0646 00-227-1192 7 9 g-1/2

TIE, SET, WOOD, RAILWAY TURNOUT

TYPICAL USE: Switchties for railroad turnout.

UNIT OF ISSUE: SE

PRESERVATIVE TREATMENT: TT-W-00571J, 31 October 1974, Table 1
FED SPEC: MM-T-371E, Type 3; 31 July 1975.

NOTE: ' Each tie in set is 7 inches thick by 9 inches wide.

ITEM
NO. NIIN

0647  00-275-2542
SET CONSISTS OF 57 PIECES AS FOLLOWS
QUANTITY LENGTH (FT) QUANTITY LENGTH (FT)
. .
9-1/2

10
10-1/2

13
13-1/2

— N A WW RO
WWwWwULhwWwNWw
—

5
P
—
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OR
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w
—

=
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FSC 5510

ITEM
NO.

0648
0649
0650
0651
0652
0653
0654
0655
0656
0657
0658
0659
0660
0661
0662
0663

TIE, RAILROAD, WOOD

TIE, WOOD, RAILWAY TURNOUT

TYPICAL USE: Switchties for railroad turnouts.

UNIT OF ISSUE: EA

PRESERVATIVE TREATMENT: TT-W-00571J, 31 Oct 1974, Table 1

FED SPEC: MM-T-371E, Type 3, 31 July 1975

NOTE: Switch Ties shall be 7 inches thick by 9 inches wide.

NIIN

00-263-9239
00-160-3790
00-160-3791
00-160-3792
00-160-3793
00-160-3794
00-160-3795
00-160-3796
00-160-3797
00-160-3798
00-160-3799
00-160-3800
00-160-3801
00-160-3802
00-160-3803
00-263-9259

LENGTH (FEET)

9
9-1/2

TIES



WEDGES






FSC 5510 WEDGES
WEDGE, WOOD

TYPICAL USE: Damage control on ships.

SPECIES: Various
SIDE SURFACE RELATIONSHIP: Tapered to a feathered edge. Butt end perpendicular to one face.
NAVSEA DWG: 803-5184291, January 24, 1984

UNIT OF ISSUE: Each

ITEM DIMENSIONS IN INCHES

NO. NIIN LENGTH THK. WIDTH TYPE
0664 00-268-3475 12 1-172 2 Shoring
0665 00-268-3476 12 1-1/72 3 Shoring
0666 00-268-3477 18 2-1/4 3 Shoring
0667 00-268-3478 18 2-1/4 4 Shoring
0668 00-268-3479 8 2 2 Plugging
0669 00-268-3480 8 2 4 Plugging
0670 00-268-3485 8 4 2 Plugging
0671 00-268-3486 12 3 2 Plugging
0672 00-268-3481 12 3 3 Plugging
0673 00-268-3482 12 3 6 Plugging
0674 00-268-3489 16 3 3 Plugging
0675 00-268-3487 18 3 2-1/4 Plugging
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PRESERVATIVE OR
FIRE RETARDANT
TREATED
SOFTWOOD LUMBER

-Boards, Dimension, Flooring, Siding, Timbers, Scaffold Plank-

The species listed in this section are only those that will accept pressure
preservtive treatment in accordance with Fed Spec TT-W-00571J and
applicable AWPA Standards.

See QPL 19140 for allowable fire retardant treated species.

NOTE: The fire-retardant treated items listed in this section will be
treated with an exterior (weather-resistant) type fire-retardant, and
will be colored with a safe, permanent, blue stain for identification
purposes.






FSC 5510 PRESERVATIVE TREATED LUMBER

ITEM
NO.

0676
0677
0678
0679
0680 -
0681

(Boards)
LUMBER, SOFTWOOD, BOARD

TYPICAL USE: High quality construction, sheathing, etc., where cleanliness and paintability required above ground.

PRESERVATIVE TREATMENT: Shall conformto Fed Spec TT-W-00571J, Wood preservation: Treating Practices,
31 October 1974; Table I -Lumber, for use above ground. Waterborne preservatives or pentachlorophenol (in solution
with light petroleum or volatile solvents) only, for cleanliness and paintability.

GRADE GRADING RULE SPECIES

Premium NELMA Eastern White Pine, Norway Pine

No. 2 Common NELMA Jack Pine

2 Common NH And PMA Eastern White, Jack, and Norway Pine

Select RIS Redwood

No. 1 Boards SPIB Southern Pine

Construction WCLIB Coastal Douglas-fir, Western Hemlock, Hem-fir

2 Com/const WWPA Coastal Douglas-fir, Western Hemlock, Lodgepole Pine,
Ponderosa Pine, Hem-fir

Sterling WWPA ' - Idaho White Pine

MOISTURE CONTENT: 19 percent maximum at time of grading and after treatment.
SURFACING: S4S, except 5510-00-285-6433 is S2S and CM*

LENGTH: 6 feet and longer, permitting a maximum of 10 percent to be 6 through 9 foot lengths, and requiring a
minimum of 30 percent to be 14 foot lengths and longer. '

FED SPEC: MM-L-751H, 13 August 1970

NOMINAL SIZE
NIIN THK INCHES WIDTH INCHES

00-285-6449
00-285-6450
00-285-6433*
00-285-6447
00-285-6448
00-285-6446

—— ot s
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FSC 5510 PRESERVATIVE TREATED LUMBER
) (Dimension)

LUMBER, SOFTWOOD, DIMENSION

(

TYPICAL USE: High quality construction, boxes, studs, etc.,where cleanliness and paintability required above
ground.

PRESERVATIVE TREATMENT: Shallconform to Fed Spec TT-W-00571J, Wood preservation: Treating Practices,
31 October 1974; Table I -Lumber, for use above ground. Waterborne preservatives or pentachlorophenol (in solution
with light petroleum or volatile solvents) only, for cleanliness and paintability.

GRADE GRADING RULE SPECIES

Construction or No.1 'NELMA Eastern White, Jack, and Norway Pines ‘
Construction or No. 1 NH And PMA Eastern White, Jack, and Norway Pines

Construction or No. 1 RIS Redwood

Construction or No. 1 SPIB Southern Pine

Construction or No. 1 WCLIB Coastal Douglas-fir, Western Hemlock, Hem-fir

Construction or No. 1 WWPA Coastal Douglas-fir, Western Hemlock, Idaho White Pine,

Lodgepole Pine, Ponderosa Pine, Hem-fir
MOISTURE CONTENT: 19.percent maximum at time of grading and after treatment.
SURFACING: S4S |

LENGTH: 6 feet and longer, permitting a maximum of 10 percent to be 6 through 9 foot lengths and requiring a
minimum of 40 percent to be 14 foot lengths and longer.

FED SPEC: MM-L-751H, 13 August 1970

ITEM NOMINAL SIZE
NO. NIIN THK INCHES WIDTH INCHES
0682 00-551-9872 2 4 ‘
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FSC 5510

LUMBER, SOFTW0OOD, DIMENSION

PRESERVATIVE TREATED LUMBER
(Dimension)

TYPICAL USE: High quality construction, for use in ground contact or fresh water.

PRESERVATION TREATMENT: Shall conform to Fed Spec TT-W-00571J, Wood Preservation: Treating Prac-
tices, 31 October 1974; Table I -Lumber, for use in fresh water, in ground contact, or for important structural members
not in contact with ground or water.

GRADE

Construction or No.
Construction or No.
Construction or No.
Construction or No.
Construction or No.
Construction or No.

GRADING RULE-

NELMA

NH And PMA
RIS

SPIB

WCLIB
WWPA

SPECIES

Eastern White, Jack, and Norway Pines

Eastern White, Jack, and Norway Pines

Redwood

Southern Pine

Coastal Douglas-fir, Western Hemlock, Hem-fir

Coastal Douglas-fir, Western Hemlock, Idaho White Pine,
Lodgepole Pine, Ponderosa Pine, Hem-fir

MOISTURE CONTENT: 19 percent maximum at time of grading and after treatment

SURFACING: S48

LENGTH: 6 feet and longer, permitting a maximum of 10 percent to be 6 through 9 foot lengths and requiring a
minimum of 40 percent to be 14 foot lengths and longer.

FED SPEC: MM-L-751H, 13 August 1970

ITEM

NO. NIIN THK INCHES WIDTH INCHES

0683 00-558-0416

NOMINAL SIZE

2 4

NOTE: Unless otherwise specified, any type preservative may be used.
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FSC 5510 ' PRESERVATIVE TREATED LUMBER

ITEM
NO.

0684
0685
0686
0687

(Dimension)

LUMBER, SOFTWOOD, DIMENSION

TYPICAL USE: 'High quality construction, boxes, etc., where cleanliness and paintability required above ground.

PRESERVATIVE TREATMENT: Shall conform to Fed Spec TT-W-00571J, Wood Preservation: Treating Prac-
tices, 31 October 1974; Table 1 -Lumber, for use above ground. Waterborne preservatives or pentachlorophenol (in
solution with light petroleum or volatile solvents) for cleanliness and paintability.

GRADE GRADING RULE SPECIES

No. 1 NELMA Eastern White, Jack, and Norway Pines

No. 1 NH And PMA Eastern White, Jack, and Norway Pines

No. 1 RIS Redwood

No. 1 SPIB Southern Pine

No. 1 WCLIB Coastal Douglas-fir, Western Hemlock, Hem-fir

No. 1 WWPA Idaho White Pine, Lodgepole Pine, Ponderosa Pine, Hem-fir,

Coastal Douglas-fir, Western Hemlock
MOISTURE CONTENT: 19 percent maximum at time of grading and after treatment
SURFACING: S4S

LENGTH: 6 feet and longer, permitting a maximum of 10 percent to be 6 through 9 foot lengths, and requiring a
minimum of 40 percent to be 14 foot lengths and longer.

FED SPEC: MM-L-751H, 13 August 1970

NOMINAL SIZE
NIIN THK INCHES WIDTH INCHES
00-551-9871 2 6 \
00-551-9870 2 8
00-551-9869 2 10
00-551-9868 2 12

LUMBER, SOFTWOOD, DIMENSION

TYPICAL USE: High quality construction, for use in fresh water or ground contact.

PRESERVATION TREATMENT: Shall conform to Fed Spec TT-W-00571J, Wood Preservation: Treating Prac-
tices, 31 October 1974; Table I -Lumber, for use in fresh water, in ground contact, or for important structural members
not in contact with ground or water.

GRADE GRADING RULE SPECIES

No. 1 NELMA Eastern White, Jack, and Norway Pines

No. 1 NH And PMA Eastern White, Jack, and Norway Pines

No. 1 RIS Redwood

No. 1 SPIB Southern Pine

No. 1 WCLIB Coastal Douglas-fir, Western Hemlock, Hem-fir

No. 1 WWPA Coastal Douglas-fir, Western Hemlock, Idaho White Pine,

Lodgepole Pine, Ponderosa Pine, Hem-fir

(CONTINUED NEXT PAGE)
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FSC 5510

ITEM
NO.

0692

PRESERVATIVE TREATED LUMBER
(Dimension)

LUMBER, SOFTWOOD, DIMENSION (Cont)

MOISTURE CONTENT:. 19 percent maximum at time of grading and after treatment.
SURFACING: S4S

LENGTH: 6 feet and longer, permifting a maximum of 10 percent to be 6 through 9 foot lengths, and requiring a
minimum of 40 percent to be 14 foot lengths and longer.

FED SPEC: MM-L-751H, 13 August 1970

NOMINAL SIZE
NIIN THK INCHES WIDTH INCHES
00-558-0417 2 6
00-558-0418 2 8
00-558-0419 2 10
00-558-0420 2 12

NOTE: Unless otherwise specified any type preservative may be used.

LUMBER, SOFTWOOD, DIMENSION

TYPICAL USE: General construction, boxes, etc., where cleanliness and paintability required above ground.

PRESERVATIVE TREATMENT: Shall conform to Fed Spéc TT-W-00571J, Wood Preservation: Treating Prac-
tices, 31 October 1974; Table I -Lumber, for use above ground. Waterborne preservatives or pentachlorophenol (in
solution with light petroleum or volatile solvents) only, for cleanliness and paintability.

GRADE GRADING RULE SPECIES

Standard or No. 2 NELMA Eastern White, Jack, and Norway Pines.

Standard or No. 2 NH And PMA Eastern White, Jack and Norway Pines.

Standard or No. 2 RIS - Redwood

Standard or No. 2 SPIB Southern Pine.

Standard or No. 2 WCLIB Coastal Douglas-fir, Western Hemlock, Hem-fir

Standard or No. 2 WWPA Coastal Douglas-fir, Western Hemlock, Idaho White Pine,

Lodgepole Pine, Ponderosa Pine, Hem-fir
MOISTURE CONTENT: Any Stage of seasoning
SURFACING: S4S

LENGTH: 8 feet and longer, permitting a maximum of 5 percent to be 8 and 9 foot lengths, and requiring a minimum
of 50 percent to be 14 foot lengths and longer.

FED SPEC: MM-L-751H, 13 August 1970

NOMINAL SIZE
NIIN THK INCHES WIDTH INCHES

00-554-7760 4 4



FSC 5510 PRESERVATIVE TREATED LUMBER
(Dimension)

LUMBER, SOFTWOOD, DIMENSION

TYPICAL USE: High quality construction, cleanliness and and paintability required above ground.

PRESERVATIVE TREATMENT: Shall conform to Fed Spec TT-W-00571J, Wood Preservation: Treating Prac-
tices, 31 October 1974; Table I -Lumber, for use above ground. Waterborne preservatives or pentachlorophenol (in
solution with light petroleum or volatile solvents) only, for cleanliness and paintability.

GRADE GRADING RULE SPECIES

Construction or No. 1 NELMA Eastern White, Jack, and Norway Pines

Construction or No. 1 NH And PMA Eastern White, Jack, and Norway Pines

Construction or No. 1 RIS Redwood

Construction or No. 1 SPIB Southern Pine

Construction or No. | WCLIB Coastal Douglas-fir, Western Hemlock, Hem-fir
Construction or No. 1 WWPA Coastal Douglas-fir, Western Hemlock, Idaho White Pine,

Lodgepole Pine, Ponderosa Pine, Hem-fir
MOISTURE CONTENT: Any stage of seasoning

SURFACING: S48

LENGTH: 8 feet and longer, permitting a maximum of 5 percent to be 8 and 9 foot lengths, and requiring a minimum
of 50 percent to be 14 foot lengths and longer.

FED SPEC: MM-L-751H, 13 August 1970

ITEM NOMINAL SIZE
NO. NIIN THK INCHES WIDTH INCHES
0693 00-558-0429 4 4
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FSC 5510 PRESERVATIVE TREATED LUMBER

ITEM
NO.

0694
0695
0696
0697

(Dimension)

LUMBER, SOFTWOOD, DIMENSION

TYPICAL USE: General construction skids, etc., Where cleanliness and paintability required above ground.

PRESERVATIVE TREATMENT: Shall conform to Fed Spec TT-W-00571J, Wood Preservation: Treating Prac-
tices, 31 October 1974; Table I -Lumber, for use above ground. Waterborne preservatives or pentachlorophenol (in
solution with light petroleum or volatile solvents) only, for cleanliness and paintability.

GRADE GRADING RULE SPECIES

No. 2 NELMA Eastern White, Jack, and Norway Pines

No. 2 NH And PMA Eastern White, Jack, and Norway Pines

No. 2 RIS Redwood

No. 2 SPIB Southern Pine

No. 2 WCLIB Coastal Douglas-fir, Western Hemlock, Hem-fir

No. 2 . WWPA Coastal Douglas-fir, Western Hemlock, Idaho White Pine,

Lodgepole Pine, Ponderosa Pine, Hem-fir
MOISTURE CONTENT: Any stage of seasoning
SURFACING: S4S

LENGTH: 8 feet and longer, permitting a maximum of 5 percent to be 8 and 9 foot lengths, and requiring a minimum
of 50 percent to be 14 foot lengths and longer.

FED SPEC: MM-L-751H, 13 August 1970

NOMINAL SIZE
NIIN THK INCHES WIDTH INCHES
00-554-7761 4 6
00-554-7762 4 8
00-554-7763 4 10
00-554-7764 4 12

LUMBER, SOFTW0OOD, DIMENSION

TYPICAL USE: High quality construction where oil-type preservatives required above ground

PRESERVATION TREATMENT: Shall conform to Fed Spec TT-W-00571J, Wood Preservation: Treating Prac-
tices, 31 October 1974; Table I -Lumber, for use above ground. Preservative to be creosote, creosote solutions, or pen-
tachlorophenol AWPA P9, Type A only.

GRADE GRADING RULE SPECIES

No. 1 NELMA Eastern White, Jack, and Norway Pines

No. 1 NH And PMA Eastern White, Jack, and Norway Pines

No. 1 RIS Redwood

No. 1 SPIB Southern Pine

No. 1 WCLIB Coastal Douglas-fir, Western Hemlock, Hem-fir

No. 1 WWPA Coastal Douglas-fir, Western Hemlock, Idaho White Pine,

Lodgepole Pine, Ponderosa Pine, Hem-fir

(CONTINUED NEXT PAGE)
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FSC 5510 PRESERVATIVE TREATED LUMBER
(Dimension)

LUMBER, SOFTWOOD, DIMENSION (Cont)

MOISTURE CONTENT: Any stage of seasoning.
SURFACING: Rough

LENGTH: 8feet and longer, permitting a maximum of 5 percent to be 8 and 9 foot lengths, and requiring a minimum
of 50 percent to be 14 foot lengths and longer.

FED SPEC: MM-L-751H, 13 August 1970

ITEM NOMINAL SIZE
NO. NIIN THK INCHES WIDTH INCHES
0698 00-558-0425 3 6
0699 00-558-0426 3 8
0700 00-558-0427 3 10
0701 00-558-0428 3 12
0702 00-558-0430 4 6
0703 00-558-0431 4 8
. 0704 00-558-0432 4 10
0705 00-558-0433 4 12
0706 00-558-0434 4 14
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~FSC 5510 PRESERVATIVE TREATED LUMBER

(Dimension)
(Flooring)

LUMBER, SOFTWO0OOD, DIMENSION

TYPICAL USE: Cribbing in Bailey type bridges

PRESERVATIVE TREATMENT: Shall conformto Fed Spec TT-W-00571J, Wood preservation: Treating Practices,
31 October 1974; Table I Lumber, for above ground use. Waterborne or pentachlorophenol preservatives only.

GRADE GRADING RULE SPECIES

No. 1 RIS Redwood

No. 1 SPIB Southern Pine

No. 1 WCLIB Coastal Douglas-fir
No. 1 WWPA Coastal Douglas-fir

MOISTURE CONTENT: 19 percent maximum at time of grading and after treatment.
SURFACING: Rough
LENGTH: See NSN

FED SPEC: MM-L-751H, 13 August 1970

ITEM NOMINAL SIZE/INCHES
NO. NIIN THK WIDTH LENGTH
0707 00-255-9483 -3 6 54
0708 00-291-7886 3 12 33

LUMBER, SOFTWOOD, FLOORING

TYPICAL USE: High quality flooring or decking for exterior uses.

PRESERVATIVE TREATMENT: Shall conform to Fed Spec TT-W-00571J, Wood preservation: Treating Practices,
31 October 1974; Table I -Lumber, for use above ground. Waterborne preservatives only, for cleanliness and paintability.

GRADE GRADING RULE SPECIES

Clear, VG RIS Redwood

C Flooring, VG SPIB Southern Pine

C & Btr Flooring, VG WCLIB Coastal Douglas-fir, Western Hemlock
C Select, VG or WWPA Coastal Douglas-fir, Western Hemlock

Superior VG Finish
MOISTURE CONTENT: 15 percent maximum at time of grading and after treatment.
SURFACING: S2S & SM.

LENGTH: 4 feet and longer, permitting a maximum of 5 percent to be 4 thru 7 foot lengths, and requiring a
minimum of 50 percent to be 12 foot and longer.

FED SPEC: MM-L-751, 13 August 1970

ITEM NOMINAL SIZE
NO. NIIN THK INCHES WIDTH INCHES
0709 00-551-9889 1 4
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FSC 5510 PRESERVATIVE TREATED LUMBER
' ‘ (Siding)

LUMBER, SOFTWOOD, SIDING

TYPICAL USE: High quality drop siding for exterior surfaces.

PRESERVATIVE TREATMENT: Shallconformto Fed Spec TT-W-00571J, Wood preservation: Treating Practices,
31 October 1974; Table I -Lumber, for use above ground. Waterborne preservatives or pentachlorophenol (in solution
with light petroleum or volatile solvents) only, for cleanliness and paintability.

GRADE GRADING RULE SPECIES

C Select NELMA Eastern White, Jack, and Norway Pines

C Select NH And PMA Eastern White, Jack, and Norway Pines

Clear RIS Redwood

C Drop Siding SPIB Southern Pine

C & Btr Siding WCLIB Coastal Douglas-fir, Western Hemlock, Hem-fir

C Select WWPA Coastal Douglas-fir, Western Hemlock, Lodgepole
Pine, Ponderosa Pine, Hem-fir

Choice WWPA Idaho White Pine

MOISTURE CONTENT: 1[5 percent maximum at time of grading and after treatment.
SURFACING: Standard pattern no. 105 (S/L)

LENGTH: 4 feet and longer, permitting a maximum of 5 percent to be 4 thru 7 foot lengths, and requiring a
minimum of 50 percent to be 12 foot and longer.

FED SPEC: MM-L-751H, 13 August 1970

ITEM NOMINAL SIZE
NO. NIIN THK INCHES  WIDTH INCHES
0710 00-550-6885 1 6

13-10



FSC 5510 PRESERVATIVE TREATED LUMBER
(Timbers)

LUMBER, SOFTWOOD, TIMBER

TYPICAL USE: Beams, stringers, etc., for use in fresh water or ground contact, with oil-type preservatives.

PRESERVATIVE TREATMENT: Shall conformto Fed Spec TT-W-00571J, Wood preservation: Treating Practices,
31 October 1974; Table I -Timbers, for important structural members used in fresh water or in ground contact.
Preservative to be creosote, creosote solution, or pentachlorophenol AWPA P9, Type A only.

GRADE GRADING RULE SPECIES

No. I SR SPIB Southern Pine

No. I Str WCLIB Coastal Douglas-fir, Western Hemlock
No. 1 WWPA Coastal Douglas-fir, Western Hemlock

MOISTURE CONTENT: Any stage of seasoning.
SURFACING: Rough

LENGTH: 10 feet and longer, permitting a maximum of 10 percent to be 10 foot lengths, and requiring a minimum
of 50 percent to be 14 foot and longer.

FED SPEC: MM-L-751H, 13 August 1970

ITEM NOMINAL SIZE
NO. NIIN THK INCHES  WIDTH INCHES
0711 00-551-9876 6 6
0712 00-550-6851 6 8
0728 00-550-6850 6 10
0729 00-550-6849 6 12
0730 00-550-6848 6 14
0731 00-550-6847 6 20
0713 00-551-9877 8 8
0714 00-550-6846 8 10
0732 00-550-6845 8 12
0733 00-550-6844 8 14
0715 00-551-9878 10 10
0716 00-550-6843 10 12
0734 00-550-6842 10 14
0735 00-550-6841 10 20
0717 00-551-9879 12 12
0718 00-550-6840 12 14
0736 00-550-6839 12 16
0719 00-551-9880 14 14
0720 00-551-9881 16 16
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FSC 5510 PRESERVATIVE TREATED LUMBER
(Timbers)

LUMBER, SOFTWOOQOD, TIMBER

TYPICAL USE: Beams, stringers, etc., for use above ground.

PRESERVATIVE TREATMENT: Shall conform to Fed Spec TT-W-00571J, Wood Preservation: Treating Prac-
tices, 31 October 1974; Table I -Timbers, for use above ground.

GRADE GRADING RULE SPECIES

No. 1 NELMA Eastern White, Jack or Norway Pines

No. 1 NH And PMA Eastern White, Jack, or Norway Pines

No. 1 Str RIS Redwood

No. 1 SR SPIB Southern Pine

No. 1 Str WCLIB Coastal Douglas-fir, Western Hemlock, Hem-fir
No. 1

WWPA Coastal Douglas-fir, Western Hemlock, Idaho White
, Pine, Lodgepole Pine, Ponderosa Pine, Hem-fir

MOISTURE CONTENT: Any stage of seasoning
SURFACING: Rough

- LENGTH: 10 feet and longer, permitting a maximum of 10 percent to be 10 foot lengths, and requiring a minimum
of 50 percent to be 14 foot and longer.

FED SPEC: MM-L-751H, 13 August 1970

ITEM NOMINAL SIZE

NO. NIIN THK INCHES  WIDTH INCHES
0721 00-551-9867 6 6

0722 00-551-9866 6 8

0723 00-551-9865 6 10

0724 00-551-9864 6 12

0725 00-551-9863 8 12

NOTE: Unless otherwise specified, any type preservative may be used
LUMBER, SOFTWOOD, TIMBER

TYPICAL USE: Beams, stringers, etc., for use in fresh water or ground contact

PRESERVATIVE TREATMENT: Shall conform to Fed Spec TT-W-00571J, Wood Preservation: Treating Prac-
tices, 31 October 1974; Table I -Timbers, for important structural members used in fresh water or in ground contact.
Preservative to be creosote, creosote solution, or pentachlorophenol AWPA P9, Type A only

GRADE GRADING RULE SPECIES

No. 1 SPIB Southern Pine

No. | WCLIB Coastal Douglas-fir, Western Hemlock
No. | WWPA Coastal Douglas-fir, Western Hemlock

MOISTURE CONTENT: Any stage of seasoning
SURFACING: Rough

FED SPEC: MM-L-751H, 13 August 1970

ITEM NOMINAL SIZE/INCHES

NO. NIIN THK WIDTH LENGTH
0726 00-272-7739 6 6 36
0727 00-255-9482 6 6 54
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FSC 5510

' FIRE-RETARDANT TREATED LUMBER
(Dimension)
(Scaffold Plank)

LUMBER, SOFTWOOD, DIMENSION

TYPICAL USE: Damage control shoring

TREATMENT: Type II - Category 2, Shall be treated in accordance with MIL-L-19140, “Lumber and Plywood, Fire
Retardant Treated,” (latest issue).

GRADE GRADING RULE SPECIES
Select Str SPIB Southern Pine
Select Str WCLIB Douglas-Fir
Select Str WWPA Douglas-Fir

MOISTURE CONTENT:

19 percent maximum at time of grading and after treatment for lumber less than 4 inches

in thickness (nominal). 25 percent maximum at time of grading and after treatment for lumber 4 inches and over in

thickness (nominal).

SURFACING: Rough

FED SPEC: MM-L-751H, 13 August 1970

NOMINAL SIZE/INCHES

ITEM

NO. NIIN THK WIDTH LENGTH

0737  00-663-4687 2 4 12 Ft

0738 00-663-4689 2 10 14 Ft

0739 00-663-4691 4 4 8 Ft

0740  00-663-4693 4 4 12 Ft

0741 01-016-7437 2 6 8 Ft and longer

0741A 01-278-2712 2 8 16 Ft - Surfacing is S4S.

LUMBER, SOFTWOOD, SCAFFOLD PLANK

TYPICAL USE: Boat and ship construction

TREATMENT: Type Il - Category 2, Shall be treated in accordance with MIL-L-19140, “Lumber and Plywood,
Fire Retardant treated,” (latest issue).

GRADE GRADING RULE SPECIES
Dense Indus, 72 SPIB Southern Pine
Scaffold Plank :
Dense Premium Scaf- WCLIB Douglas-Fir

fold Plank
Scaffold No. 1 WWPA Douglas-Fir

MOISTURE CONTENT: 19 percent maximum at time of-grading and after treatment.
SURFACING: No surfacing permitted. (Incising permitted)

LENGTH:

16 feet. Unless otherwise specified, a maximum of 10% of the quantity ordered may be trimmed to 14 ft
lengths. »

FED SPEC: MM-L-751H, 13 August 1970

ITEM FULL SAWN SIZE
NO. NIIN THK INCHES WIDTH INCHES
0742 00-551-9860 2 12
0743 00-550-6870 2-1/2 12
0744  00-550-6868 3 12
NOTE: 1. See note preceding pg 13-1.

2. Restriction of species must be supported with justification.
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FSC 5510 FIRE-RETARDANT TREATED LUMBER
(Scaffold Plank)
(Timbers)

SCAFFOLD PLANK, WOOD, LAMINATED
TYPICAL USE: Fire retardant treated scaffold plank for boats and ships. (Same as solid-sawn scaffold plank)

Meets OSHA standards for scaffold plank.

Fire-retardant treated 1/ A/ W MIL-L-19140E, 28 June 1984/ Amd. 1, 1 October 1985; Type II (exterior) - Category 2.
SURFACING: Rough.

MOISTURE CONTENT: 19% maximum after treatment.

ACTUAL SIZE IN INCHES: Thickness - 2., Width - 12.

LENGTH: 16 feet.

UNIT OF ISSUE: Each (E4)

ET(I)E.M NIIN PRODUCT NAME & DESCRIPTION MANUF. NAME/CAGE

0922 01-323-5928  “Micro=Lam” - Laminated Douglas-fir veneer. Trus Joist Corp./3T733

0938 01-326-1533  “Power Plank” - Edge grain laminated dense Southern ~ Anthony Forest Products Co./3F404
Pine (non-veneer).

0981 01-326-1534  “Micro=Lam”- Laminated Southern Pine veneer. Trus Joist Corp./3T733

0983 01-326-1535  “Master Plank” - Laminated Spruce veneer. McCausey Lbr. Co./0F5X6

0985 01-326-1536  “Master Plank” - Laminated Southern Pine veneer. McCausey Lbr. Co./0F5X6

0988 01-326-1537 “Master Plank” - Laminated Douglas-fir veneer. McCausey Lbr. Co./0F5X6

LUMBER, SOFTWOOD, TIMBER
TYPICAL USE: Damage control shoring

TREATMENT: Type II - Category 2, Shall be treated in accordance with MIL-L-19140, “Lumber and Plywood,
Fire Retardant treated”, (latest issue).

GRADE GRADING RULE SPECIES
Dense Struct. 86 SPIB Southern Pine
Dense Select Struct. WCLIB Douglas-fir
Dense Select Struct. WWPA Douglas-fir

MOISTURE CONTENT: 25 percent maximum at time of grading and after treatment.

SURFACING: Rough
FED SPEC: MM-L-751H, 13 August 1970

NOMINAL
SIZE
ITEM THK WIDTH LENGTH
NO. NIIN INCHES INCHES FEET
0745  00-663-4695 6 6 14
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FSC 5510
Examples of other FSC 5510 Wood products purchased through
DEFENSE CONSTRUCTIGN SUPPLY CENTER (DCSC):
Block Flooring
Camel Logs
Ceiling and Partition Lumber
Cypress
Eastern Softwood Furniture Grades
Furniture Flat Stock (hardwood)
Industrial Lumber
Ladder and Pole Stock
Laminated Pattern Stock
Mechanically Stress-Rated Lumber
Mine and Railway Car Lumber
Stadium Planking
Teak

Tie Plugs
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DOORS



FEDERAL SUPPLY CLASS (FSC) 5520
'"GENERAL NOTES

This section will provide Military Activities with information that will be helpful in requisitioning doors for interior and exterior use.
Because the vast majority of doors procured by the Government are constructed in accordance with Industry Standards, these are the
only doors that will be described in this catalog. Because many NSNs for doors are not in accordance with current industry standards,
DO NOT rely on existing catalog data for accurate item descriptions for FSC 5520.

The door designs and sizes in this catalog are only a portion of those depicted in the Industry Standards. Those that are shown are
ones often ordered by Military Activities and only those which DCSC has been able to relate to a NSN. For complete information
on door construction and the variety of designs and sizes recognized in the industry, applicable Military Activities are encouraged to
obtain the following Industry Standards:

a. American National Standards Institute/ National Wood Window and Door Association Standard for Wood Flush Doors LS.
1 Series. (ANSI/NWWDA) latest issue.

b. Industry Standard for Wood Stile and Rail Doors ANSI/NWWDA LS. 6-86 or latest issue.

These two publications are available for a charge from the National Wood Window and Door Association, 1400 East Touhy Avenue,
Des Plaines, Illinois 60018. (Tele:  312-299-5200)

c. The preceding standards will also be found in the Visual Search Micro Film (VSMF) Building Products File.

Metal entrance doors and door frames as well as metal overhead doors are under FSC 5670. However, pre-hung wood doors and
overhead wood doors are under FSC 5520. When ordering these wood doors, complete information, including opening size and a
current manufacturers name and description, must be furnished; for pre-hung doors, this includes whether the door is right or left
hand hung.

Flush Doors: It should be noted that Birch and Philippine Mahogany (Lauan) are specified as common veneers for flush doors.
Unless substantial justification can be provided, activities should avoid ordering flush doors with veneers of Walnut, Cherry, Hon-
duras Mahogany and other such species shown in the Industry Standard for Flush Doors. Doors with these veneers would cost two
to three times as much as the Philippine Mahogany and Birch doors. Also, the descriptions in this guide indicate the veneer to be
“Grade I1.” This will provide a door that can receive a natural (clear) finish. When doors are to be painted, “Sound Grade” should
be specified. “Grade 1” should be avoided because of the higher cost. Grades are established on the basis of matching the face veneer
pieces for color and grain. Briefly the grades are described as follows:

Grade I: When the face veneer consists of more than one piece, the pieces shall be matched for color and grain at the joints.
Grade II:  Veneer pieces need not be matched for color and grain but sharp contrast between pieces is not permitted.

Sound Grade: Veneer picces need not be matched for color and grain. Patches and sound knots are permitted provided the surface
is smooth for a paint finish.

Hollow core doors have cores of wood, wood derivatives, or insulation board, with intervening hollow cells or spaces. This arrange-
ment gives full support to the outer faces of the door. Hollow core doors will generally satisfy all interior door requirements. The solid
core doors have cores of wood blocks or particle board that completely fill the space between the two faces. Solid core doors will
primarily be used for exterior applications. The exception would be when solid core flush doors are manufactured for interior use as
Fire Rated Doors, Sound Resistant Doors or X-ray Resistant Doors. Solid Core Doors are more expensive than hollow core doors.

Adhesives used in the manufacture of flush doors are designated as Type I or Type 11 Bonds. Type I Bond doors are specified for ex-
terior applications, such as entrance doors. Type I Bond should also be specified when interior doors will be subjected to prolonged
periods of high humidity, such as laundry rooms. Type II Bond doors are specified for interior use where moisture is not a problem.
It is not necessary to designate the Type I Bond when exterior doors are ordered. This bond is a mandatory requirement for all ex-
terior doors ordered by the Defense Construction Supply Center.

By means of this catalog every attempt has been made to provide complete information that will be needed by requisitioning activities
when ordering doors. If further assistance is required, this can be obtained from the Wood Technologists at DCSC by calling Autovon
850-3748 or Area Code 614-236-3748. Letter inquires may be sent to the New Defense Construction Supply Center, Columbus, OH
43216-5000 and marked for the attention of DCSC-STF.



FSC 5520

ITEM

0746
0747
0748
0749

ITEM
NO.

0756
0757
0758

DOOR, WOOD

TYPICAL USE: EXTERIOR

DESIGN TYPE: FLUSH

CONSTRUCTION: SOLID CORE (Any Type)

DOORS
(Hus_h)

STANDARDS: Doors shall conform to the National Wood Windcw and Door Association (ANSI/NWWDA) In-
dustry Standard for Wood Flush Doors 1.S. 1 Series (latest issue).

PRESERVATIVE: Water-repellent Treated In Accordance with NWWDA LS. 4 (latest issue).

SPECIES: Birch or Phillipine Mahogany (Lauan)
GRADE: Grade II and unfinished
ADHESIVE: Type I

NOTE: Specify Sound grade if door is to be painted.

OVERALL DIMENSIONS (INCHES)

NIIN WIDTH  HEIGHT THICKNESS
00-274-5362 30 80 1-3/74
00-274-5365 32 80 1-3/4
00-240-8859 36 80 1-3/4
00-274-5364 36 84 1-3/4

DOOR, WOOD

TYPICAL USE: EXTERIOR

DESIGN TYPE: FLUSH (With glass)

CONSTRUCTION: SOLID CORE (Any type)

STANDARDS: Doors shall conform to the National Window and Door Association (ANSI/NWWDA) Industry

Standard for Wood Flush Doors 1.S. 1 Series (latest issue).

PRESERVATIVE: Water-repellent Treated In Accordance with NWWDA 1.S. 4 (latest issue).

SPECIES: Birch or Phillipine Mahogany (Lauan)
GRADE: Grade II and unfinished
ADHESIVE: Typel

NOTE: One pane of Tempered or Laminated safety glass

approx. 18 x 18 inches in top half of door.

OVERALL DIMENSIONS (INCHES)

NIIN WIDTH  HEIGHT THICKNESS
00-273-8326 36 80 1-3/74
00-240-8861 36 84 1-3/4
00-274-5361 42 82 1-3/4
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FSC 5520
DOOR, WOOD

TYPICAL USE: INTERIOR

DESIGN TYPE: FLUSH

CONSTRUCTION: HOLLOW CORE

dustry Standard for Wood Flush Doors 1.S. 1 Series (latest issue).

SPECIES: Birch or Phillipine Mahogany (Lauan)

GRADE: Grade II and unfinished

ADHESIVE: Typell

NOTE: Specify Sound grade if door is to be painted.
ITEM OVERALL DIMENSIONS (INCHES)
NO. NIIN WIDTH HEIGHT THICKNESS
0753A  00-274-5018 24 72 1-3/8
0753 00-240-8860 28 80 1-3/8
0754 00-240-8862 30 80 - 1-3/8
0755 00-222-1765 30 82 1-3/8
0756 00-274-4989 32 80 1-3/8
0757 00-274-5363 32 84 1-3/8

CONSTRUCTION: SOLID CORE
ITEM OVERALL DIMENSIONS (INCHES)
NO. NIIN WIDTH HEIGHT THICKNESS
0758 00-441-7600 32 80 1-3/8
0759 01-008-3886 32 80 1-3/4
0760 00-628-1056 36 84 1-3/4

DOORS
(Flush)

STANDARDS: Doors shall conform to the National Wood Window and Door Association (ANSI/NWWDA) In-
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FSC 5520 DOORS
(Flush)

DOOR, WOOD

TYPICAL USE: Interior Openings requiring a fire-performance rating
DESIGN TYPE: Flush
CONSTRUCTION: Solid Core (Any type)

STANDARDS: Doors shall conform to the National Wood Window and Door Association (ANSI/NWWDA) In-
dustry Standard for Wood Flush Doors 1.S.1 Series (latest issue)

SPECIES: Birch or Philippine Mahogany (Lauan)
GRADE: Grade II and unfinished

FIRE RATING: Class C(3/4 Hour)

ITEM OVERALL DIMENSIONS (INCHES)
NO. NIIN WIDTH HEIGHT THICKNESS
0761 00-275-2577 30 82 13/4
0762 00-053-0189 32 80 13/4
1061 00-921-0223 32 80 1 3/4 - 1dentical to item 0762 (00-053-0189) except 20 inches
wide x 12 inches high metal louver in bottom of door.
0763 00-053-0191 36 - 80 1-3/4
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FSC 5520 DOORS

(Interior)
TWO SOLID FLAT PANELS THREE SOLID RAISED PANELS
ITEM NO. 0764 - 0773 ITEM NO. 0774 - 0781
DOOR, WOOD

TYPICAL USE: INTERIOR
DESIGN TYPE: PANEL

STANDARDS: Doors shall conform to American National Standards Institute/ National Wood Window and Door
Association (ANSI/NWWDA). L.S.6. :

SPECIES: Ponderosa Pine, Sugar Pine, White Pine, Douglas Fir, Western Hemlock, Sitka Spruce.
GRADE: STANDARD and unfinished.
DESIGN: ANSI/NWWDA - No. 82-000

NOTE: When interior doors are used as exterior doors, it must be stated by the requisitioner in order that requirements
for glue bond and water-repellent preservative treatment can be added.

DESIGN: ANSI/NWWDA - No. 30-000

ITEM OVERALL DIMENSION(INCHES)
NO. NIIN WIDTH HEIGHT THICKNESS

0764A  00-221-8063 24 80 1-3/8
0764  00-221-8065 30 80 1-3/8
0765  00-221-8066 30 84 1-3/8
0766  00-221-8067 32 80 1-3/8
0767  00-274-4987 32 84 1-3/8
0768  00-272-3384 32 80 1-3/4
0769  00-221-8068 34 80 1-3/8
0770  00-275-2515 36 80 1-3/8
0771 00-221-8069 36 82 1-3/8
0772 00-272-3391 36 84 1-3/8
0773 00-221-8062 40 84 1-3/4
0774  00-275-2496 24 80 1-3/8
0775  00-274-5369 28 80 1-3/8
0776 00-221-8073 30 80 1-3/8
0777  00-274-5368 30 84 1-3/8
0778  00-274-7461 o 32 80 1-3/8
0779  00-275-2495 32 84 1-3/8
0780  00-221-8071 36 80 1-3/8
0781  00-274-4990 36 84 1-3/8
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FSC 5520

ITEM
NO.

0782
0783
0784
0785
0786
0787
0788
0789
0790
0791
0792
0793
0794
0795
0796
0797
0798
0799
0800

DOORS
(Interior)

I
|

LI

—J

(] i
FOUR SOLID RAISED PANELS FIVE RAISED PANELS
ITEM NO. 0782 - 0788 ITEM NO. 0789 - 0800

DOOR, WOOD

TYPICAL USE: INTERIOR

DESIGN TYPE: PANEL

STANDARDS: Doors shall conform to American National Standards Institute/National Wood Window and
Door Association (ANSI/NWWDA) 1.S.6.

SPECIES: Ponderosa Pine, Sugar Pine, White Pine, Douglas Fir, Western Hemlock, Sitka Spruce.
GRADE: Standard and unfinished.
DESIGN: ANSI/NWWDA - No. 44-106

NOTE: When interior doors are to be used as exterior doors, it must be stated by the requisitioner in order that re-
quirements for glue bond and water repellent preservative treatment can be added.

DESIGN: ANSI/NWWDA - No. 55-107

OVERALL DIMENSIONS (INCHES)

NIIN WIDTH  HEIGHT THICKNESS
00-221-8075 24 80 1-3/8
00-275-2512 30 80 1-3/8
00-275-2494 30 84 1-3/8
00-275-2503 32 80 1-3/8
00-275-2502 32 84 1-3/8
00-221-8074 36 80 1-3/8
00-275-2501 36 84 1-3/8
00-240-8867 24 80 1-3/8
00-221-8082 28 80 1-3/8
00-221-8083 28 84 1-3/8
00-221-8078 30 78 1-3/8
00-221-8084 30 80 1-3/8
00-640-9622 30 84 1-3/8
00-190-4179 32 80 1-3/8
00-275-2513 32 82 1-3/8
00-640-9623 32 84 1-3/8
00-240-8870 36 80 1-3/8
00-240-8874 36 84 1-3/8
00-640-9625 40 84 1-3/8
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FSC 5520

NO IMTERMEDIATE RAILS OR BARS
ITEM NO. 0801 - 0803

DOOR, SCREEN, WOOD

ITEM
NO.

0801
0802
0803
0804
0805
0806
0807

DOORS
(Screen)

ol
L
§20%6%% %

0,099
X5

’:‘.. SRERRKR
%

X2
%%

%
XX

5
D%l
020

S
I
(2

D

ONE SOLID RAISED PANEL
ITEM NO. 0804 - 0807

STANDARDS: Doors shall conform to American National Standards Institute/National Wood Window and

Door Association (ANSI/NWWDA) 1.S.6.

PRESERVATIVE: Water repellent treated in accordance with NWWDA L.S. 4 (latest issue).

SPECIES: Ponderosa Pine, Sugar Pine, White Pine, Douglas Fir, Western Hemlock, Sitka Spruce.

GRADE: STANDARD and unfinished.

NOTE:

DESIGN: ANSI/NWWDA - No. 1851-851

DESIGN: ANSI/NWWDA - No. 1841-841

NIIN

00-237-5318
00-237-5329
00-272-3393
00-275-2525
00-275-2526
00-237-5316
00-275-2527

WIDTH

81
81
81

HEIGHT

14-6

1-1/8
1-1/8
1-1/8
1-1/8
1-1/8
1-1/8
1-1/8

81 inch standard height to allow for trimming to the door sill at the job site.

Aluminum, bronze, or galvanized steel screens; 18 x 16 or 18 x 18 mesh.

OVERALL DIMENSIONS (INCHES)
THICKNESS



FSC 5520

ITEM
NO.

0808
0809
0810

0811
0812
0813

TWO INTERMEDIATE RAIL AND
ONE BAR
ITEM NO. 0808 - 0810

DOOR, SCREEN, WOOD.

i

DOORS
(Screen)

THREE INTERMEDIATE RAILS
ITEM NO. 0811 - 0813

STANDARDS: Doors shall conform to American National Standards Institute/National Wood Window and

Door Association (ANSI/ NWWDA) L.S.6.

PRESERVATIVE: Water repellent treated in accordance with NWWDA L.S. 4 (latest issue).

SPECIES: Ponderosa Pine, Sugar Pine, White Pine, Douglas Fir, Western Hemlock, Sitka Spruce.

GRADE: STANDARD and unfinished.

NOTE: 81 inch standard height to allow for trimming to the door sill at the job site.

DESIGN: ANSI/NWWDA - No. 1855-835

DESIGN: ANSI/NWWDA - No. 1840-839

NIIN

00-237-5321
00-237-5319
00-237-5320

00-237-5313
00-237-5312
00-237-5310

Aluminum, bronze, or galvanized steel screen; 18 x 16 or 18 x 18 mesh.

WIDTH

30
32
36

30
32
36

HEIGHT

81
81
81

81
81
81
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1-1/8
1-1/8
1-1/8
1-1/8

1-1/8
1-1/8

OVERALL DIMENSIONS (INCHES)
THICKNESS



FSC 5520 DOORS
(Exterior)

—
[—]

ONE SOLID RAISED PANEL TWO SOLID RAISED HORIZONTAL PANEL

ONE LIGHT (GLASS) ONE LIGHT (GLASS)
ITEM NO. 0814 - 0819 ITEM NO. 0820 - 0823
DOOR, WOOD

TYPICAL USE: EXTERIOR
DESIGN TYPE: PANEL AND GLASS

STANDARDS: Doors shall conform to American National Standards Institute/National Wood Window and
Door Association (ANSI/NWWDA) L.S.6.

SPECIES: Ponderosa Pine, Sugar Pine, White Pine, Douglas-Fir, Western Hemlock, Sitka Spruce.
GRADE: STANDARD and unfinished
PRESERVATIVE: Water-repellant Treated In Accordance with NWWDA 1.S. 4 (latest issue).

DESIGN: ANSI/NWWDA - No. 182-575

ITEM OVERALL DIMENSIONS (INCHES)
NO. NIIN WIDTH HEIGHT  THICKNESS
0814 00-272-3385 30 80 1-3/4
0815 00-221-8077 30 84 1-3/4
0816 00-275-2500 32 80 1-3/4
0817 00-275-2506 32 84 1-3/4
0818 00-275-2504 36 80 1-3/4
0819 00-272-3386 36 84 1-3/4

DESIGN: ANSI/NWWDA - No. 000-514

ITEM

NO. NIIN

0820 00-272-3390 30 80 1-3/4
0821 00-274-5366 32 80 1-3/4
0822 00-221-8070 32 84 1-3/4
0823 00-272-3392 36 80 1-3/4
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FSC 5520 DOORS

(Exterior)

Il
I

THREE SOLID RAISED PANELS ONE SOLID RAISED PANEL THREE SOLID RAISED PANELS
ONE LIGHT (GLASS) THREE LIGHTS (GLASS) THREE LIGHTS (GLASS)
ITEM NO. 0824 - 0827 ITEM NO. 0828 ITEM NO. 0829

ITEM
NO.

0824
0825
0826
0827

ITEM
NO.

0828

ITEM
NO.

0829
0829A

DOOR, WOOD

TYPICAL USE: EXTERIOR

DESIGN TYPE: PANEL AND GLASS

STANDARDS: Doors shall conform to American National Standards Institute/National Wood Window and
Door Association (ANSI/NWWDA) L.S.6.

SPECIES: Ponderosa Pine, Sugar Pine, White Pine, Douglas Fir, Western Hemlock, Sitka Spruce.
GRADE: STANDARD and unfinished

PRESERVATIVE: Water-repellent Treated In Accordance with NWWDA 1.S. 4 (latest issue).
DESIGN: ANSI/NWWDA - No. 118-537

OVERALL DIMENSIONS (INCHES)

NIIN WIDTH HEIGHT THICKNESS
00-274-4984 30 80 1-3/4
00-274-4983 34 96 1-3/8
00-273-6794 36 80 1-3/74
00-555-1550 36 84 1-3/4

DESIGN: ANSI/NWWDA - No. 382-574

NIIN

00-275-2505 30 80 1-3/4

DESIGN: ANSI/NWWDA - No. 318-536

NIIN
00-274-5360 36 84 1-3/4
00-275-2516 32 80 1-3/4
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FSC 5520

ITEM
NO.

0830
0831
0832

ITEM
NO.

0833
0834
0835
0836
0837
0838
0839
0840
0841

—
—

TWO SOLID RAISED HORIZONTAL PANELS
FOUR LIGHTS (GLASS)
ITEM NO. 0830 - 0832

DOOR, WOOD

TYPICAL USE: EXTERIOR

DESIGN TYPE: PANEL AND GLASS

THREE SOLID RAISED PANELS

==
=3

FOUR LIGHTS (GLASS)
ITEM NO. 0833 - 0841

DOORS
(Exterior)

STANDARDS: Doors shall conform to American National Standards Institute/ National Wood Window and
Door Association (ANSI/NWWDA) 1.S.6.

SPECIES: Ponderosa Pine, Sugar Pine, White Pine, Douglas-Fir, Western Hemlock, Sitka Spruce.

GRADE: STANDARD and unfinished

PRESERVATIVE: Water-repellent Treated In Accordance with NWWDA L.S. 4 (latest issue).

DESIGN:

NIIN

00-221-8059
00-221-8060
00-221-8061

DESIGN:

NIIN

00-272-3389
00-275-2524
00-275-2523
00-274-5358
00-275-2522
00-275-2521
00-275-2520
00-274-5359
00-221-8072

ANSI/NWWDA - No. 000-515

OVERALL DIMENSIONS (INCHES)
THICKNESS

WIDTH  HEIGHT

30
32
36

ANSI/NWWDA - No. 418-538

80
80
80
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1-3/4
1-3/4
1-3/4

1-3/8
1-3/4
1-3/4
1-3/8
1-3/4
1-3/4
1-3/8
1-3/4
1-3/8



FSC 5520

ITEM
NO.

0842
0843
0832

ITEM

0845
0846
0847
0848
0849
0850
0851

ITEM
NO.

0852

0853
. 0854

DOORS
(Exterior)
= [ —
ONE SOLID RAISED PANEL THREE SOLID RAISED PANELS FOUR SOLID RAISED PANELS
SIX LIGHTS (GLASS) SIX LIGHTS (GLASS) ONE LIGHT (GLASS)
ITEM NO. 0842 - 0844 ITEM NO. 0845 - 0851 ITEM NO. 0852 - 0854

DOOR, WOOD

TYPICAL USE: EXTERIOR

DESIGN TYPE: PANEL AND GLASS

STANDARDS: Doors shall conform to American National Standards Institute/ National Wood Window and
Door Association (ANSI/NWWDA) L.S.6.

SPECIES:

Ponderosa Pine, Sugar Pine, White Pine, Douglas-Fir, Western Hemlock, Sitka Spruce.

GRADE: STANDARD and unfinished

PRESERVATIVE: Water-repellent Treated In Accordance with NWWDA L.S. 4 (latest issue).

DESIGN:

NIIN

00-275-2498
00-275-2499
00-275-2497

DESIGN:

NIIN

00-274-5367
00-275-2519
00-272-3383
00-275-2518
00-272-3382
00-275-2517
00-221-8076

DESIGN:

NIIN

00-240-8875
00-221-8085
00-221-8080

ANSI/NWWDA - No. 682-578

OVERALL DIMENSIONS (INCHES)
WIDTH HEIGHT THICKNESS

32 84 1-3/4
36 80 1-3/4
36 84 1-3/4

ANSI/NWWDA - No. 618-000

30 80 1-3/4
30 84 1-3/4
32 80 1-3/8
32 80 1-3/4
36 80 1-3/74
36 84 1-3/4
44 84 1-3/8

ANSI/NWWDA - No. 117-549

32 80 1-3/8
36 80 1-3/8

36 84 1-3/8
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PLYWOOD AND
VENEER

Notes: a. Consult Fed. Spec TT-W-00571J, Table III for
preservative treatments available.

b. Fire retardant treatment, interior or exterior,
also available.

c¢. Unit of Issue: SH (Sheet). Requisitions to be
submitted to DCSC (S9C).



FEDERAL SUPPLY CLASS (FSC) 5530
GENERAL NOTES

P]()j/wood is manufactured from a wide variety of wood species and is divided into two main classifications: Hardwood and Soft-
wood.

Hardwood plywood is normally used as finishing material for furniture and paneling. There are four grades of hardwood veneer:
Grade B (B) for natural finishes.
Grade 2 (Sound Qrade) for painted finishes.
Grade 3 (Indus'trlal Grade) for construction and other uses where appearance is not a prime factor.
Grade 4 (Backing Grade) for lower cost tonstruction, contains larger defect characteristics.
These veneers are combined into four standard types of hardwood plywood:
Technical-fully waterproof bond.
Type I (Exterior)-fully waterproof bond.

Type 1I (Interior)-water resistant bond.
Type III (Interior)-moisture resistant bond.

Softwood Plywood is most widely used for construction purposes. Softwood plywood is divided into two types, exterior and in-
terior, dependent mainly upon the grade of veneers allowed in its construction. Virtually all softwood plywood produced in the U.S.
is manufactured with an exterior type glue. ’

There are four grades of softwood veneer:

Grade A (Sound)-highest quality and appearance for natural fiﬁishing. (When specified).
Grade B (Solid)-permits circular plugs and tight knots for painted finish.

Grade C-permits knotholes and other small defects.

Grade D-permits larger defects than grade C. Not permitted in exterior grade plywood.

Plywood is normally produced in panels 48 in. wide by 96 in. long. Other standard widths are 36 and 60 in., other standard
lengths are 60, 72, 84, 120, and 144 in. When ordering plywood less than 72 in. long, the grain direction must be specified as to
whether being parallel to the length or width.

Due to changes in production techniques by the softwood plywood industry, the following thickness of Plywood, Softwood,
Construction will be permitted:

A. Sanded Grades (AA, AB, AC, AD, BB, BC, BD)
1. 11/32inch in lieu of 3/8 inch
2. 15/32 inch in lieu of 1/2 inch
3. 19/32inch in lieu of 5/8 inch
4. 23/32inch in lieu of 3/4 inch
B. Sheathing Grades (CC, CD, Rated Sheathing)
1. 15/32inch in lieu of 1/2 inch
2. 19/32inch in lieu of 5/8 inch
3. 23/32inch in lieu of 3/4 inch

For plywood within this document, lengths or widths other than those specified may be requested for special uses. Specific species
groups may also be specified for special uses. _

To minimize the variety of items that need to be stocked and to permit increasing orders for individual items to full carload or
truckload quantities, it is recommended that stocking requirements for softwood plywood be reduced to three quality levels and that
liberal substitutions of grades be permitted within these quality levels. The strength of plywood panels is not affected by the grade of
the panel. -

Good two sides: Grades AA, AB and BB
Good one side: Grades AC, AD, BC, and BD
Sheathing and Crating: Grades CC and CD

Sheet Sheets Per Square Feet
Thickness Thirty Inch Skid Per Skid

1/8 240 7680
3/16 160 5120
1/4 120 3840
5/16 100 3200
3/8 80 2560
172 60 1920
5/8 ] 50 1600
3/4 40 1280
7/8 34 1088

1 30 960

1-1/8 28 896

NOTE: Standard commercial plywood may be supplied in 30 thru 36 inch skids.



THE FOLLOWING APPLIES PRIMARILY TO C-D INTERIOR W/EXTERIOR GLUE (ITEMS 1005-1010) AND TO A
LIMITED DEGREE, C-C EXTERIOR (ITEMS 0999-1003):

Thanks to advances in plywood manufacturing technology, structural wood panel products are available in forms other than
conventional plywood (laminated wood veneers) i.e., waferboard, oriented strand board, structural particleboard, or composite

panels.

These products are manufactured under written performance standards that provide performance criteria for specific designated
construction applications, primarily for use as subflooring, wall sheathing, and roof sheathing.

Such performance-rated panels are widely used in construction and in many cases are more readily available and/ or cheaper in cost
than conventional plywood. ‘

Serious consideration should be given by the using activity to the acceptance of performance-rated panels as a substitute for
conventional plywood.

If performance-rated panels, as described above, are acceptable, submit AOE/A0S requisition citing the catalog NSN with the
statement, “Performance-rated panels acceptable substitute”. (The lowest bidder will then have the option of shipping performance-
rated panels OR conventional plywood.).






FSC 5530 PLYWOOD
(Aircraft)

PLYWOOD, AIRCRAFT, FLAT PANEL

TYPICAL USE: Fabrication of structural or highly stressed aircraft parts such as wing rib webs or wing and fuselage
covering ONLY.

NOTE: Aircraft plywood I/ A/W MIL-P-6700 is limited in availability and very expensive. If plywood is to be used
flatwise, consideration should be given to alternate grades of plywood, e.g., A-A Marine grade.

MIL SPEC: MIL-P-6070.

Group 1 (High Density) faces, crossbands and core:

ITEM THK (Min/Max) WIDTH LENGTH NUMBER
NO. NIIN INCHES INCHES INCHES PLIES
0855 00-266-4023 .092/.108 48 72 3
0856  00-266-4024 .115/.135 48 72 3
0857 00-266-4025 .1737.197 48 72 3
0858 00-266-4027 .235/.265 36 84 5
0859 00-266-4028 .235/.265 48 72 5
0860 00-266-4029 .300/.330 48 72 5
0861 00-266-4030 .357/.393 48 72 5
0862 00-266-4031 .390/.430 48 72 7
0863 00-266-4032 .438/.482 48 72 7
0864 00-266-4033 .517/.563 48 72 7
0865 00-266-4016 .565/.615 48 72 9
0866 00-266-4035 .667/.723 48 72 9

Group 1 (High Density) faces, Group 2 (Medium Density) crossbands and core:
0867 00-266-4043 .235/.265 48 72 5

Group 1 (High Density) faces, Group 3 (Low Density) crossbands and core:

0868 00-266-4037 .115/.135 48 72 3
0869 00-266-4018 .173/.197 48 72 3
0870 00-266-4046 .173/.197 48 96 3
0871 00-266-4039 .235/.265 48 72 5
0872 00-266-4040 .300/.330 48 72 5
0873 00-266-4019 .357/.393 48 72 5
Group 2 (Medium Density) faces, crossbands and core:
0874 00-274-4063 .063/.077 48 72 3
0875,  00-274-4061 .092/.108 48 72 3
0876 00-274-4068 .175/.205 48 72 5
0877 00-274-4069 .235/.265 48 72 5
0878 00-274-4065 .357/.393 48 72 5

Group 2 (Medium Density) faces, Group 3 (Low Density) crossbands and core:

0879 00-274-4076 .063/.077 36 72 3
0880 00-274-4072 .063/.077 48 72 3
0881 00-274-4060 .092/.108 30 72 3
0882 00-274-4080 .092/.108 48 72 3
0883 00-274-4078 .115/.135 30 72 3

(CONTINUED NEXT PAGE)
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FSC 5530 PLYWOOD

(Aircraft)
PLYWOOD, AIRCRAFT, FLAT PANEL, (CON T.) ' ‘
Group 2 (Medium Density) faces, Group 3 (Low Density) crossbands and core:
ITEM THK (Min/Max) WIDTH LENGTH NUMBER
NO. NIIN INCHES INCHES INCHES PLIES
0884 00-274-4075 .235/.265 48 72 5
Group 3 (Low Density) faces, crossbands and core:
0885 00-266-4044 .063/.077 , 48 72 3
0886 00-266-4051 .175/.205 48 72 5
0887 00-266-4052 .235/.265 48 72 5
0888 00-266-4053 .300/.330 48 72 5
0889 00-266-4055 .438/.482 48 72 7
0890 00-266-4020 .517/.563 48 -T2 7
0891 00-266-4057 .667/.723 48 72 9
The following stock numbers are applicable to C-124 aircraft:
Birch faces and crossbands, Poplar core, sanded:
0892 00-180-2429 .438/.482 10(Min) 36(Min) 7
Birch faces and crossbands, Balsa core, sanded:
0893 00-266-4017 1/2 48 72 5 ‘
Basswood faces and crossbands, Balsa and Poplar, Balsa and Fir or Balsa and Spruce core, sanded:
0894 00-274-4090 1/2 48 96 5
0895 00-274-4089 9/16 48 96 5
0896 00-274-4088 3/4 48 96 5
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FSC 5530

ITEM
NO.

0897
0898
0899
0900
0901
0902
0903

0904
0905
0906
0907
0908

PLYWOOD
(Hardwood, Sanded)

PLYWOOD, HARDWOOD, DECORATIVE

TYPICAL USE: Interior uses requiring highest appearance of one side only.

CONSTRUCTION: Veneer Core.

TYPE: II - (Interior, water resistant bond).

GRADE: B Grade (B) face and Industrial (3) Grade back.

NOTE: If both face and back are to be natural finish for the following NIIN, specify (B) grade both sides. If one side
is to be natural finish and the other painted, order (B) grade Face/Sound (2) grade back. If both sides are to be painted,
order Sound (2) grade both sides.

FED SPEC: NN-P-530E, ‘Plywood, Flat Panel’’, 19 May 1977. ANSI/HPMA HP-1983 “Hardwood and
Decorative Plywood.”’)

SPECIES: BIRCH

THICKNESS WIDTH LENGTH

NIIN INCHES INCHES INCHES
00-234-4808 1/8 48 96
00-234-4809 3/16 48 96
00-234-4810 1/4 48 96
00-234-4811 3/8 48 96
00-234-4812 172 48 96
00-234-4813 5/8 48 96
00-234-4814 3/4 48 96

SPECIES: MAHOGANY (African, Tropical American, Dark Red Phillipine)

00-199-6897 174 48 96
00-199-6898 5/16 48 96
00-199-6899 3/8 48 96
00-199-6900 1/2 48 96
00-199-6901 5/8 48 96
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FSC 5530

ITEM
NO.

0909
0910
0911
0912
0913
0913A

0914
0915
0916
0917
0918

0919
0920
0921

0923
0924

0925
0926

0927
0928
0929
0930

0932
0934

0935
0936
0937

PLYWOOD, SOFTWOOD, CONSTRUCTION

PLYWOOD

(Softwood, Construction)

FED SPEC: NN-P-530E, “Plywood, Flat Panel”, 19 May 1977. (U.S. Product Standard PS 1-83 for Construction ‘
and Industrial Plywood)

TYPICAL USE: Interior uses requiring both sides to be natural finished such as cabinets or furniture.

NIIN

00-171-6703
00-171-6701
00-171-6700
00-079-8790
00-297-2358
01-238-3771

TYPICAL USE:

paintable.

00-128-5419
00-128-5447
00-128-5475
00-128-5503
00-128-5531

1/4
3/8
1/2
5/8
3/4

THICKNESS WIDTH

INCHES  INCHES
1/4 48
3/8 48
12 48
5/8 48
3/4 48
1 48

LENGTH
INCHES

GRADE

A-A Interior
A-A Interior
A-A Interior
A-A Interior
A-A Interior
A-A Interior

Interior use where two solid surfaces necessary but appearance on one side less important and

A-B Interior
A-B Interior
A-B Interior
A-B Interior
A-B Interior

TYPICAL USE: Exterior use where two solid surfaces necessary but appearance on one side less important and

paintable such as signs and carports.

00-129-2093
00-262-8180
00-129-2097

00-129-2121
00-262-8181

00-129-2125
00-129-2126

00-129-2149
00-262-8195
00-129-2153
00-129-2154

00-262-8196
00-129-2182

00-129-2005
00-262-8182
00-129-2009

1/4
1/4
1/4

3/8
3/8

3/8
3/8

1/2
1/2
1/2
1/2

5/8
5/8

3/4
3/4
3/4

48
48
48

48
48

48
48

48
48
48
48

48
48

48
48
48

72
96
120

72
96

120
144

72
96
120
144

96
144

72
96
120

A-B Exterior
A-B Exterior
A-B Exterior

A-B Exterior
A-B Exterior

A-B Exterior
A-B Exterior

A-B Exterior
A-B Exterior
A-B Exterior
A-B Exterior

A-B Exterior
A-B Exterior

A-B Exterior

" A-B Exterior
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FSC 5530

PLYWOOD
(Softwood, Construction)

PLYWOQOD, SOFTWOOD, CONSTRUCTION (CONT.)

ITEM
NO.

0939

0940
0941
0942
0943

0944
0945
0946
0947

0948
0949
0950

0951
0952
0953
0954
0955
0956
0957
0958

0959

0960
0961

0963

0964
0965

0966

0967
0968

0970

NIIN

00-129-2063

THICKNESS
INCHES

1

WIDTH
INCHES

48

LENGTH
INCHES

96

GRADE

A-B Exterior

TYPICAL USE: Exterior use where appearance of only one side is important such as soffits, fences, structural use,

box car lining, and gable ends.

00-129-7719
00-129-7721
00-262-8178
00-129-7724

00-129-7747
00-129-7749
00-129-7751
00-129-7752

00-129-7777
00-129-7779
00-129-7780

00-129-7803
00-262-8179
00-129-7807
00-129-7808

00-129-7831
00-129-7833
00-129-7835
00-129-7836

00-129-7889

TYPICAL USE:

00-128-4749
00-128-4751

00-128-4779

00-128-4005
00-128-4007

00-128-4033

00-128-4061
00-128-4063

00-555-9411

1/4
174
1/4
1/4

3/8
3/8
3/8
3/8

172
172
1/2

5/8
5/8
5/8
5/8

3/4
3/4
3/4
3/4

1

48
48
48
48

48
48
48

48 -

48
48
48

72
96
120
144

72
96
120
144

96
120
144

72
96
120
144

72
96
120
144

96

A-C Exterior
A-C Exterior
A-C Exterior
A-C Exterior

A-C Exterior
A-C Exterior
A-C Exterior
A-C Exterior

A-C Exterior
A-C Exterior
A-C Exterior

A-C Exterior
A-C Exterior
A-C Exterior
A-C Exterior

A-C Exterior
A-C Exterior
A-C Exterior
A-C Exterior

A-C Exterior

Interior use where appearance of only one side is

1/4
1/4

3/8

172
172

5/8

3/4
3/4

1

48
48

48

48
48

48

48
48

48

72
96

96

96
120

96

96
120

96

A-D Interior
A-D Interior

A-D Interior

A-D Interior
A-D Interior

A-D Interior

A-D Interior
A-D Interior

A-D Interior

important such as paneling, ceiling, or displays.
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FSC 5530

PLYWOOD, SOFTWOOD, CONSTRUCTION (CONT.)

TYPICAL USE: Concrete Forms with blemish-free surface and reusable.

ITEM THICKNESS WIDTH LENGTH

NO. NIIN INCHES INCHES INCHES GRADE
0971 00-128-5133 5/8 48 96 B-B (Concrete form) PS1 Class I
0972 00-128-5134 3/4 48 96 B-B (Concrete form) PS1 Class 1

PLYWOOD
(Softwood, Construction)

NOTE: 1/2inch, 1-1/8 inch, and 1-3/8 inch thicknesses also available. Unless otherwise specified, panels to be edge

sealed and mill oiled. (OES)

TYPICAL USE: Where a hard, high density, translucent, abrasion resistant surface not requiring painting is re-

quired; such as counter and table tops, cabinets, etc.

0973 00-199-6922 5/16 48 96 B-B Exterior HDO
0974 00-199-6924 3/8 48 96 B-B Exterior HDO
0975 00-199-6925 172 48 96 B-B Exterior HDO
0976 00-276-9989 9/16 48 96 B-B Exterior HDO
0977 00-199-6926 5/8 48 96 B-B Exterior HDO
0978 00-199-6927 3/4 48 96 B-B Exterior HDO
0979 00-199-6923 7/8 48 96 B-B Exterior HDO
0980 00-199-6928 1 48 96 B-B Exterior HDO

TYPICAL USE: Exterior use uﬁlity panel for work buildings, box car and truck linings, containers, and as a base

for exterior coatings. Substitute for A-C Exterior.

0982 00-128-4475 174 48 96 B-C Exterior
0984 00-128-5619 3/8 48 96 B-C Exterior
0986 00-128-5255 172 48 96 B-C Exterior
0987 00-128-5229 5/8 48 96 B-C Exterior
0989 00-128-4981 3/4 48 96 B-C Exterior

TYPICAL USE: Same as B-C Exterior untreated (above) but for use in areas where a fire hazard exists. Exterior type

fire-retardant treated I/ A/ W MIL-L-19140 - Type II, Category 2.

0990 00-128-5003 1/4 48 96 B-C Exterior
0991 00-128-5031 3/8 48 96 B-C Exterior
0992 00-128-5059 172 48 96 B-C Exterior
0993 00-128-3913 3/4 48 96 B-C Exterior

(CONTINUED NEXT PAGE)
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~ FSC 5530

ITEM
NO.

0994
0995
0996

0997
0998

0999
1000
1001
1002
1003

1004

1005
1006
1007
1008
1009

1010

1011

PLYWOOD
(Softwood, Construction)

PLYWOOD, SOFTWOOD, CONSTRUCTION (CONT.)

TYPICAL USE: Interior use utility panel with one solid side for backing, slipsheets and bins. Substitute for A-D In-
terior for painting. : .

THICKNESS WIDTH LENGTH

NIIN INCHES INCHES INCHES GRADE
00-128-4115 1/4 48 96 B-D Interior
00-128-4143 3/8 48 96 B-D Interior -
00-128-4171 1/2 48 96 B-D Interior
00-618-6962 5/8 48 96 B-D Interior
00-128-5129 3/4 48 96 B-D Interior

TYPICAL USE: Exterior uses such as flooring, roof decking, crating, and pallets.

00-128-5135 5/16 48 96 C-C Exterior
00-128-5139 3/8 48 .96 C-C Exterior
00-128-5143 1/2 48 96 C-C Exterior
00-128-5147 5/8 48 96 C-C Exterior
00-275-2489 3/4 48 96 C-C Exterior

NOTE: ‘‘Rated Sheathing-Exterior’> Acceptable substitute, (‘‘PS1-83 C-C’’ must appear on the gradestdmp).

TYPICAL USE: Construction purposes where a fire hazard exists. Interior type treatment fire-retardant treated per
MIL. Spec. MIL-L-19140. Type I Category 1.

00-551-5216 1/4 48 96 C-C Plug, Exterior

TYPICAL USE: Wall and roof sheathing, subflooring, industrial hses, containers, target ranges, and where con-
struction delays are anticipated. Consideration should be given to the use of performance-rated panels, e.g., waferboard,
oriented strandboard, structural particleboard. See page preceding Pg. 15-1 for ordering information.

00-618-6955 5/16 48 96 C-D Interior with Exterior

00-618-6956 ' | 3/8 48 96 %31}11; Interior with Exterior

00-618-6958 172 48 9% gclulg Interior with Exterior

01-083-4229 172 48 120 gCltllg Interior with Exterior

00-618-6959 5/8 48 96 gClulg Interior with Exterior

00-618-8073 3/4 48 96 %iiulg Interior with Exterior
glue

NOTE: “Rated Sheathing-Exposure 1” acceptable substitute. (“PS1-83 C-D” must appear on the gradestamp.)

TYPICAL USE: Combination subfloor-underlayment on 32 and 48 inch spans and heavy timber roof construction.

01-026-3444 1-1/8 48 96 2-4-1 T&G Exterior glue



FSC 5530

ITEM
NO.

1012
1014
1015

1016
1017

1018

ITEM
NO.

1019
1020

1021

1022

1024
1025

1027
1028

PLYWOOD, HARDWOOD, DECORATIVE

PLYWOOD
(Ship and Boat Construction-
Marine Grade)

TYPICAL USE: Cabin sides on boats and interior compounds requiring a bright, glossy finish (Hardwood, Sanded).

MIL SPEC: MIL-P-18066, Class 2 (Mahogany-untreated).

NIIN
00-641-5822
00-641-6071
00-641-6074

00-641-6052
00-641-6053

00-641-6055

THICKNESS
INCHES

1/4

3/8

172

5/8
5/8

374

WIDTH
INCHES

48

48

48

48
48

48

LENGTH
INCHES

96

96
96

96
120

96

NOTE: Unless otherwise specified, PS1-83 grade A-A Marine plywood shall be considered an acceptable substitute.

PL YWOOD, SOFTWOOD, CONSTRUCTION

TYPICAL USE: Boat hulls (Softwood, Sanded).

MIL SPEC: MIL-P-18066, Class 1 (Douglas Fir-untreated).

NIIN

00-641-5821
00-641-5840

00-641-5839

00-641-5836

00-641-5833
00-641-5831

00-641-5843
00-641-5841

THICKNESS
INCHES

1/4
1/4

3/8

172

5/8
5/8

3/4
3/4

WIDTH
INCHES

48
48

48

48

48
48

48
48

LENGTH
INCHES

96
144

96
96

96
144

96
144

NOTE: Unless otherwise specified, PS1-83 grade A-A Marine plywood shall be considered an acceptable substutite.
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FSC 5530 PLYWOOD
(Ship and Boat Construction-
Marine Grade)

D PLYWOOD, SOFTWOOD, CONSTRUCTION

TYPICAL USE: Special purpose boat and ship construction where a high decay hazard exists such as sub-decking and
refrigeration sheathing (preservative treated, sanded).

MIL SPEC: MIL-P-18066, Class 1A (Douglas Fir-preservative treated). Plywood shall be treated in accordance with
Mil. Spec. MIL-P-19550 with waterborne salts only. :

ITEM THICKNESS WIDTH LENGTH
NO. NIIN INCHES INCHES INCHES
' 1029 00-641-6076 1/4 48 96
1030 00-641-6077 1/4 48 144
1031 00-641-6078 3/8 48 96
1032 00-641-6080 3/8 48 144
1033 00-641-6081 1/2 48 96
1034 00-641-6083 1/2 48 144
1035 00-641-6084 5/8 48 96
1037 00-641-6066 5/8 48 144
1038 00-641-6067 3/4 48 96
1039 00-641-6068 3/4 48 120
1040 00-641-6069 3/4 48 144

NOTE: Unless otherwise specified, PS1-83 grade A-A Marine plywood shall be considered an acceptable substitute.

159



FSC 5530

ITEM
NO.

1041

1043
1045

1046
1049

1054

PLYWOOD, SOFTWOOD, CONSTRUCTION

PLYWOOD
(Ship and Boat Construction-
Marine Grade)

-

TYPICAL USE: Exterior horizontal faces where the overlay prevents checking and is readily paintable (Softwood,

Overlaid).

MIL SPEC: MIL-P-18066, Class 3 (Overlaid Douglas Fir-Medium density overlay (MDO) both faces. Untreated.)

NIIN

00-641-6058
00-641-6060
00-641-6062

00-641-6063
00-641-5830

00-641-5825

THICKNESS
INCHES

1/4

3/8
3/8

172
5/8

3/4

WIDTH
INCHES

48
48
48

48
48
48

LENGTH
INCHES

96

96
144

96

96
96

NOTE: Unless otherwise specified,_ PS1-83 grade B-B Marine MDO shall be considered an acceptable substitute.
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FSC 5530 VENEER
(Paper Overlaid)

L4

VENEER, PAPER OVERLAID

TYPICAL USE: Veneer for containers for use in lieu of plywood 1/4 or less in thickness.
GRADE: Container.

UNIT OF ISSUE: SH

STANDARD: Veneer shall conform to Federal Specification PPP-V-205. A minimum of 60 Percent must be 48 inch
wide by 96 inch long. The balance is not to be less than 30 inch wide by 48 inch long.

NOTE: Type 1 recommended for domestic containers.
Type 2 recommended for overseas containers.

ITEM THICKNESS (INCH) STIFFNESS TYPE
NO. NIIN MIN/MAX DETERMINATION  (PPP-V-205)
1057 00-555-9086 .141/.160 70 psi (min.) 1

1058 00-555-9090 .181/.200 160 psi (min.) 1

1059 00-555-9091 .141/.160 70 psi (min.) 2

% U.S. GOVERNMENT PRINTING OFFICE:1 991 -543 -07340016 15-11
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